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Methane, which is the principal component of natural gas reserves, is currently being 

used for home and industrial heating and for the generation of electrical power. In 

many aspects methane is an ideal fuel because of its availability in most populated 

centres, its ease of purification and the fact that is has the largest heat of combustion 

compared to the amount of CO2 formed, among all hydrocarbons. On the other hand, 

methane is an under-utilised resource for chemicals and liquid fuels. Known resources 

of natural gas are enormous and rival those of liquid petroleum. Moreover, the known 

reserves of methane are increasing more rapidly than those of liquid petroleum. 

Large amounts of methane are found in regions that are located far away from 

industrial complexes and often methane is found off shore. This means its 

transportation is uneconomical or even impossible. Transportation problems and the 

increasing oil price have led to world-wide efforts for directly converting methane 

into easy transportable value added products, such as ethylene (feedstock for 

petrochemicals), aromatics and liquid hydrocarbon fuels. The main goal of the work 

described in this thesis was the development of an auto thermal process, combining 

the exothermic oxidative coupling of methane (1) and highly exothermic combustion 

(side)reactions (2) with the endothermic processes of methane steam reforming (3) 

and methane dry reforming (4). The desired products are ethylene and synthesis gas.  
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CH4 + ½ O2 → ½ C2H4 + H2O ∆H°298 = -140 kJ/mol  (1) 

CH4 + 2 O2 → CO2 + 2 H2O ∆H°298 = -801 kJ/mol (2) 

CH4 + H2O → 3 H2 + CO ∆H°298 =  206 kJ/mol (3) 

CH4 + CO2 → 2 H2 + 2 CO ∆H°298  =  247 kJ/mol (4) 

The research discussed in this thesis and the parallel work by Tymen Tiemersma 

evaluated the possibilities of combining the oxidative coupling and reforming of 

methane in one multifunctional reactor. Several aspects related to catalyst and reactor 

development were investigated and are described in the two PhD theses. 

Chapter 2 discusses a comparative study of methane, ethane and ethylene steam 

reforming on Pt, Rh and Pd on YSZ (yttrium-stabilized zirconia). The intention was to 

develop a methane selective steam reforming catalyst, showing low reactivity towards 

ethane and ethylene. Both reactivity and composition of products varied depending on 

the reforming catalyst. The order of activity of separate hydrocarbons on Rh was C2H6 

> C2H4 > CH4. On Pt, methane reacted faster than the C2 hydrocarbons: CH4 > C2H6 

≈ C2H4. Concerning the target process of methane coupling combined with reforming, 

Pt is considered the most promising metal because C2 hydrocarbons are converted 

less than methane. Additionally, Pt/YSZ was the most stable catalyst. On Pt/YSZ, the 

steam reforming reactions resulted in synthesis gas exclusively. It was shown that on 

Rh/YSZ, additionally to synthesis gas, methane was formed during steam reforming 

of ethane on Rh/YSZ. Hydrogenolysis of ethane occurred on this catalyst as a 

consecutive reaction, converting hydrogen produced in ethane steam reforming and 

unconverted ethane via hydrogenolysis to methane. This showed that effective steam 

reforming of higher hydrocarbons can only be achieved when the activity for 

hydrogenolysis is limited, avoiding production of methane. 

Chapter 3 and 4 discuss the potassium modification of Pt supported on Yttrium 

stabilized zirconia. Reforming experiments with mixtures of methane/ethylene 

showed that preferential conversion of ethylene occurred on PtYSZ. It was also found 

that in methane/ethane mixtures, methane and ethane competed for active sites on Pt. 

It was found that ethane provides a high surface coverage of CxHy fragments and that 
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in mixtures of methane and ethane on PtYSZ, water activation is the rate limiting step. 

The addition of potassium to PtYSZ resulted in a weaker adsorption of methane and 

ethane on the Pt surface, indicated by weakened adsorption of CO in FT-IR TPD on 

Pt4K700. With potassium addition the hydrocarbon activation on Pt became rate 

determining for mixtures of methane and ethane, induced by low surface coverage of 

methane and ethane in this case. As a result, competition effects of methane and 

ethane were diminished on potassium modified PtYSZ, enabling simultaneous 

conversion of methane and ethane. Unfortunately, ethane conversion is not suppressed 

by the addition of potassium. A catalyst that clearly suppresses ethane conversion 

would be needed to make the overall concept of oxidative coupling combined with 

steam reforming applicable in one reactor compartment. In conclusion, it can be said 

that it is unlikely that a methane selective catalyst for the steam reforming process can 

be developed. 

Chapter 5 discusses the separation of ethylene from the effluent gas of oxidative 

coupling, which has been a challenging issue for several years. Separation of ethylene 

is necessary between oxidative coupling and reforming processes to avoid ethylene 

conversion to synthesis gas in the steam reforming process. Reactive separation of 

ethylene, via alkylation of benzene to ethylbenzene (EB) is a promising option in 

comparison to earlier proposed concepts like cryogenic distillation. Ethylene was 

successfully converted to the useful chemical intermediate ethylbenzene using ZSM-

5. Yields of EB up to 90% were found at above 95% conversion and more than 90% 

selectivity at 360°C. None of the additional components present in the effluent gas of 

oxidative coupling (CO, CO2, CH4, C2H6 and H2O) influences activity or selectivity of 

the alkylation catalyst. Stability of ZSM-5 is also not influenced by the added 

components, with the exception of water, which even increases stability. 

The activation of water on zirconia was investigated in Chapter 6, using water gas 

shift as a model reaction. The water gas shift reaction converts water and CO to CO2 

and hydrogen. It was shown that water induces the presence of two types of hydroxyl 

groups on monoclinic zirconia: mono- and multi-coordinated hydroxyls. Both types 

are active in the water gas shift mechanism, but they have different functionalities, as 

demonstrated on a PtZrO2 catalyst. Mono coordinated hydroxyls are involved in 

reaction with CO to the intermediate formate, while multi coordinated hydroxyls play 
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a role in formate decomposition. Platinum was not necessary for formate formation 

and is suggested only to play a role in formate decomposition/product formation. The 

reaction products, CO2 and H2 were formed on Pt/ZrO2 when subjected to CO, even in 

the absence of water. However, without water product formation was temporary. 

Subsequent treatment with water regenerated the hydroxyls on the ZrO2 support. 

Continuous production of CO2 and H2 was observed in presence of water. These 

observations led to the conclusion that the role of water in the process is to regenerate 

the catalyst and avoid depletion of hydroxyl groups. The mechanistic insights gained 

in this study provide new possibilities to improve water gas shift catalysts by 

optimizing the availability of mono- and multi-coordinated groups on the support.  

In chapter 7, results from previous chapters are summarized and translated into ideas 

for possible reactor concepts for the combined process of oxidative coupling and 

reforming of methane. Because of the high reforming activity of ethane and ethylene, 

contact between C2 hydrocarbons and the reforming catalyst should be avoided. This 

led to two proposed concepts for future research: The first concept combines 

oxidative coupling and reforming in structured spherical catalyst particles, consisting 

of an outer layer of oxidative coupling catalyst and a core of a reforming catalyst. 

Essential challenges in this concept are optimising the diffusion of methane and steam 

to the center of the particle and limiting the combustion of ethylene on the oxidative 

coupling catalyst in the last part of the reactor. The second concept combines 

oxidative coupling and reforming in different reactor compartments, still facilitating 

heat exchange between both processes. After oxidative coupling, reactive separation 

of ethylene by alkylation with benzene is performed. The remaining mixture is fed to 

the reforming compartment of the reactor, yielding synthesis gas. The total process 

will convert methane, oxygen and benzene to synthesis gas and ethylbenzene. 

Efficient heat exchange between reactant and product streams is needed to make this 

concept feasible. Experimental demonstration of both concepts offers a challenging 

task for future research. 

 



5 

 

Methaan, de hoofdcomponent in aardgas, wordt momenteel vooral gebruikt voor 

verwarming in particuliere en industriële toepassingen en voor het opwekken van 

elektriciteit. Methaan is een ideale brandstof door beschikbaarheid in dicht bevolkte 

gebieden, door de eenvoudige zuivering en de hoge verbrandingswaarde vergeleken 

bij de CO2 uitstoot. Methaan zou in de toekomst een belangrijke grondstof voor 

chemicaliën en vloeibare brandstoffen kunnen vormen. De beschikbare 

aardgasreserves zijn enorm en vergelijkbaar met de ruwe olie reserves. Sterker nog, 

steeds meer nieuwe aardgas voorraden worden ontdekt, terwijl voor ruwe olie de prijs 

stijgt en de beschikbaarheid niet toeneemt. 

Grote hoeveelheden additioneel methaan zijn te vinden in ver afgelegen gebieden, op 

grote afstand van industriële complexen en vaak zelfs in zeegebieden. Dit betekent dat 

transport van aardgas vaak niet economisch rendabel of zelfs onmogelijk is. Deze 

transportproblemen hebben geleid tot wereldwijde onderzoeksinitiatieven om aardgas 

om te zetten naar hoogwaardige en efficiënt te vervoeren producten, bijvoorbeeld 

etheen, aromatische verbindingen en vloeibare brandstoffen. De doelstelling van het 

werk in dit proefschrift was de ontwikkeling van een autotherm en dus energie 

efficiënt proces, waarbij de exotherme oxidatieve koppeling van methaan (1) en de 

zeer exotherme verbrandingsreacties (2) gecombineerd worden met de endotherme 

steam (3) en dry (4) reforming van methaan. De gewenste producten hierbij zijn 

etheen en synthesegas (H2 + CO). 
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CH4 + ½ O2 → ½ C2H4 + H2O ∆H°298 = -140 kJ/mol  (1) 

CH4 + 2 O2 → CO2 + 2 H2O ∆H°298 = -801 kJ/mol (2) 

CH4 + H2O → 3 H2 + CO ∆H°298 =  206 kJ/mol (3) 

CH4 + CO2 → 2 H2 + 2 CO ∆H°298  =  247 kJ/mol (4) 

In samenwerking met Tymen Tiemersma zijn in dit project de mogelijkheden tot 

combinatie van oxidatieve koppeling en reforming van methaan in een 

multifunctionele reactor geëvalueerd. Hierbij stond de ontwikkeling van efficiënte 

katalysatoren voor beide processen en het ontwerpen van een geschikt reactorconcept 

centraal. 

In hoofdstuk 2 wordt de reforming activiteit van methaan, ethaan en etheen op Pt, Rh 

en Pd katalysatoren vergeleken. Alle metalen werden op een drager van yttrium-

gestabiliseerd zirconia (YSZ) getest. De vraagstelling hierbij was of een katalysator 

gevonden kan worden die selectief methaan omzet en tegelijkertijd een lage 

reactiviteit t.o.v. ethaan en etheen vertoont. Afhankelijk van de gebruikte katalysator 

zijn grote verschillen tussen de metalen gevonden, zowel op het gebied van 

reactiviteit als wat betreft productsamenstelling. The activiteit van de separaat 

gevoede koolwaterstoffen in steam reforming op RhYSZ was C2H6 > C2H4 > CH4. Op 

PtYSZ reageerde methaan sneller dan de C2-koolwaterstoffen: CH4 > C2H6 ≈ C2H4. 

Daarnaast was PtYSZ de meest stabiele katalysator in de testen. Om deze redenen 

werd Pt geselecteerd als meest geschikte metaal voor verder onderzoek. Opvallend 

was de vorming van methaan naast synthese gas op RhYSZ bij steam reforming van 

ethaan, terwijl op PtYSZ uitsluitend synthese gas geproduceerd werd. De 

methaanvorming op RhYSZ werd toegeschreven aan hydrogenolyse van ethaan, 

waarbij ethaan met in steam reforming geproduceerde waterstof wordt omgezet naar 

methaan. Dit laat zien dat de hydrogenolyse activiteit van een steam reforming 

katalysator beperkt moet worden om te voorkomen dat ethaan naar methaan kan 

terugreageren. 

In hoofdstuk 3 en 4 wordt kalium modificatie van PtYSZ besproken. Op 

ongemodificeerd PtYSZ bleek in mengsels van etheen/methaan voornamelijk etheen 
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omgezet te worden. In mengsels van ethaan/methaan werd competitieve conversie 

tussen ethaan en methaan gevonden. De toevoeging van kalium aan PtYSZ had een 

significant effect op de steam reforming van ethaan/methaan mengsels. De 

adsorptiesterkte van de koolwaterstoffen werd verzwakt. Door de resulterende lage 

bedekkingsgraden van methaan en ethaan werd het competitie-effect in steam 

reforming opgeheven. Hierdoor werd gelijktijdige omzetting van beide 

koolwaterstoffen mogelijk. De conversie van ethaan werd echter niet onderdrukt door 

de toevoeging van kalium aan de katalysator. Een katalysator met duidelijke 

onderdrukking van de ethaanconversie zou voor de toepassing van het totaalconcept 

van oxidatieve koppeling en steam reforming in een reactorbuis nodig zijn. Uit de 

uitgevoerde experimenten werd de conclusie getrokken dat het onwaarschijnlijk is dat 

een compleet methaan selectieve reforming katalysator ontwikkeld kan worden. 

In hoofdstuk 5 wordt de scheiding van etheen uit het productmengsel van de 

oxidatieve koppeling onderzocht, welke al verschillende jaren een grote uitdaging 

vormt. Afscheiding van etheen is noodzakelijk tussen oxidatieve koppeling en 

reforming, om etheenomzetting naar synthesegas in het reforming proces te 

voorkomen. Voor deze scheiding is alkylering van benzeen met etheen naar 

ethylbenzeen een veelbelovende optie, vergeleken met bijvoorbeeld de eerder 

onderzochte cryogene destillatie. Experimenteel werd etheen over een ZSM-5 zeoliet 

omgezet naar ethylbenzeen met een opbrengst tot 90%, waarbij de selectiviteit en 

conversie respectievelijk boven de 95% en 90% lagen. Methaan en ethaan in de 

voeding werden hierbij niet omgezet en kunnen voor steam reforming gebruikt 

worden in het totaalproces. Alle componenten in de productstroom van oxidatieve 

koppeling (CO2, CO en water, ethaan en methaan) hadden geen invloed op de 

selectiviteit en activiteit van ZSM-5. De componenten hadden ook geen invloed op de 

stabiliteit, met uitzondering van water dat zelfs voor een verhoogde stabiliteit van de 

katalysator zorgde. 

De activering van water op zirconia wordt in hoofdstuk 6 besproken aan de hand van 

de water gas shift reactie, die CO en water omzet naar waterstof en CO2. Water kan 

op zirconia twee types hydroxyl groepen vormen: mono en multi gecoordineerde 

hydroxylgroepen. Beide zijn actief in het water gas shift proces maar hebben 

verschillende functies in het mechanisme, zoals werd aangetoond op een PtZrO2 
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katalysator. De mono groepen op zirconia reageren met CO naar een formaatcomplex, 

dat als intermediair van de reactie beschouwd kan worden. Multi gecoördineerde 

hydroxylgroepen zijn betrokken bij de ontleding van het formaat complex. Er werd 

aangetoond dat Pt niet nodig is bij het vormen van het formaat maar wel een 

belangrijke rol speelt bij de formaatontleding naar de gasfase producten H2 en CO2. 

Op PtZrO2 kon door pulsen van CO de reactie tijdelijk plaatsvinden, zelfs in 

afwezigheid van water. De tijdelijke productie van waterstof en CO2 stopte met de 

uitputting van de hydroxyl groepen op het zirconia oppervlak. Omdat na 

waterbehandeling weer tijdelijke reactie mogelijk was en de reactie in aanwezigheid 

van water continu verliep, werd geconcludeerd dat de rol van het water in het 

mechanisme bestaat uit het regenereren van hydroxyl groepen. De nieuwe 

mechanistische inzichten leiden tot de conclusie dat het optimaliseren van de 

aanwezigheid van mono en multi gecoördineerde hydroxylgroepen essentieel is voor 

een goede water gas shift katalysator. 

In hoofdstuk 7 worden de belangrijkste resultaten uit de vorige hoofdstukken 

samengevat en naar ideeën voor mogelijke reactorconcepten voor een gecombineerd 

proces van oxidatieve koppeling en reforming van methaan vertaald. Contact tussen 

ethaan en etheen met de reforming katalysator moet hierbij vermeden worden, gezien 

de hoge reforming activiteit van beide koolwaterstoffen. Uiteindelijk worden twee 

reactorconcepten gepresenteerd waarvaan de haalbaarheid in verder onderzoek in 

detail bekeken kan worden. Het eerste concept combineert oxidatieve koppeling en 

reforming in een multifunctioneel katalysatordeeltje. Het deeltje is opgebouwd uit een 

katalysatorlaag voor oxidatieve koppeling aan de buitenkant en een reforming 

katalysator in de kern van het bolvormige katalysatordeeltje. Een optimale diffusie 

van methaan en stoom naar de reforming kern van het deeltje en de beperking van de 

etheen en ethaan verbranding aan de buitenkant op de oxidatieve 

koppelingskatalysator in de het laatste deel van het katalysatorbed zijn de 

belangrijkste uitdagingen in dit concept. Het tweede concept combineert oxidatieve 

koppeling en reforming in verschillende reactor compartimenten, waarbij warmte-

uitwisseling tussen beide processen nog steeds voor een autotherm proces zorgt. Na 

de oxidatieve koppeling wordt etheen reactief uit de productstroom afgescheiden door 

alkylering van benzeen naar ethylbenzeen. Het resterende mengsel wordt vervolgens 
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naar het reforming proces geleid en omgezet naar synthesegas. Uiteindelijk worden in 

dit proces methaan, benzeen en zuurstof naar synthesegas en ethylbenzeen omgezet. 

Efficiënte warmteoverdracht tussen reactant- en productstromen vormt de grootste 

uitdaging in het tweede concept. De experimentele demonstratie van beide concepten 

biedt interessante mogelijkheden voor toekomstig onderzoek. 
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Introduction 

1.1 Introduction 
Methane, which is the principal component of natural gas reserves, is currently being 

used for home and industrial heating and for the generation of electrical power. In 

many aspects methane is an ideal fuel because of the existence of distribution systems 

in most populated centres, its ease of purification and the fact that is has the largest 

heat of combustion compared to the amount of CO2 formed, among all hydrocarbons. 

On the other hand, methane is an under-utilised resource for chemicals and liquid 

fuels. Known resources of natural gas are enormous and rival those of liquid 

petroleum. Moreover, the known reserves of methane are increasing more rapidly than 

those of liquid petroleum and it is expected that this trend will extend into the 21
st
 

century [1]. 

Large amounts of methane are found in regions that are located far away from 

industrial complexes and often methane is found off shore. This means its 

transportation is uneconomical or even impossible. Parts of the methane obtained, is 

re-injected, flared or vented at the moment, which is waste of hydrocarbon resource. 

Both methane and CO2 are greenhouse gases responsible for global warming and 

more strict regulations about letting out or flaring are expected in the future. 

These transportation and environmental problems and the increasing oil price have led 

to world-wide efforts for directly converting methane into easy transportable value 
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added products, such as ethylene (feedstock for petrochemicals), aromatics and liquid 

hydrocarbon fuels. 

Direct and indirect methods are known for methane valorisation. The indirect routes 

are based on partial oxidation. The most used reaction is the highly energy consuming 

steam reforming to produce synthesis gas (CO and H2). The synthesis gas is converted 

either to liquid fuels through Fischer Tropsch or to methanol and subsequently to 

olefins or gasoline. These two or three steps processes require high investments in 

production plants. Considerable efforts have been made for many years to develop 

direct conversion reactions producing partially oxidised compounds (mainly 

methanol) and products derived from oxidative coupling of methane (ethane and 

ethylene).  

The main goal of the work described in this thesis is the development of an auto 

thermal process, combining the exothermic oxidative coupling of methane and highly 

exothermic combustion (side)reactions with the endothermic processes of methane 

steam reforming and methane dry reforming in a new multifunctional reactor. The 

intention is to convert the combustion products of the OCM reaction, e.g. CO2 and 

H2O, to CO and hydrogen via reforming reactions with remaining methane. By 

integrated catalyst and reactor development the activity for the oxidative coupling and 

reforming will be optimised. In this first chapter a literature overview of oxidative 

coupling and reforming of methane and higher hydrocarbons will be given. Topics 

like catalysts formulations and process conditions will be discussed. 
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1.2 Oxidative coupling of methane 

1.2.1 Introduction and challenges 

The major difficulty of oxidative coupling of methane (OCM) is to overcome the 

energy barrier of the strong first C-H bond in methane (435 kJ mol
-1

). This implies 

that coupling reactions have to be carried out at high temperatures (more than 700°C), 

leading to the following challenges [2, 3]: 

• Occurrence of homogeneous gas phase reactions, giving a complex pattern of 

parallel reactions 

• Kinetic stabilization of the products could be a problem, because of 

consecutive reactions. As ethylene is more reactive than methane high 

selectivity can only be obtained at low conversions 

• Presence of mass transfer limitations can influence the catalytic reactions  

• The process requires a catalyst with high thermal and hydrothermal stability. 

The evaporation of volatile/low melting catalytically active components or 

chemical interactions with the support may lead to catalyst deactivation. 

• When a high CH4/O2 ratio is used in the process, the selectivity for 

C2-hydrocarbons is high but the methane conversion is low. At lower CH4/O2 

ratios, a lower selectivity is obtained. This also leads to a more exothermic and 

hazardous process, due to occurrence of combustion reactions at a larger 

extent. Also the process is less efficient, due to low selectivity 

• The low ethylene concentrations in the product stream lead to high separation 

cost. Cryogenic distillation has been considered for separation, operating 

around -160°C [4, 5]. This implies a large temperature difference between 

oxidative coupling and separation.  

• Due to low yield a large methane recycle will be required in the oxidative 

coupling process 
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1.2.2 Reaction mechanism 

In the OCM process the following reactions occur simultaneously [3]:  

2CH4 + 0.5O2 → C2H6 + H2O (1) 

C2H6 + 0.5O2 → C2H4 + H2O (2) 

C2H6 → C2H4 + H2 (3) 

CH4 + 2O2 → CO2 + 2H2O (4) 

CH4 + 1.5O2 → CO + 2H2O  (5) 

C2H6, C2H4, H2 + O2 → CO, CO2 and water (6) 

The reactions indicate that in a first step the coupling to ethane takes place (1). 

Ethylene can be produced by dehydrogenation of ethane (3). Oxidative 

dehydrogenation to ethylene is also possible (reaction 2), but occurs at a much slower 

rate [4]. Reactions (4) and (5) show the side combustion reactions of methane, while 

equation (6) indicates combustion reactions of the products. It should be noted that the 

oxidative coupling reactions (1) & (2) are slightly exothermic and the combustion 

reactions (3), (4) & (5) are highly exothermic, leading to excessive heat formation in 

the oxidative coupling process. 

Even if the gas-phase reactions play an important role in the overall process, the 

presence of a catalyst is essential. According to different sources [2, 3, 6, 7] methane 

dehydrogenates on the catalyst surface and produces methyl radicals, which can react 

on the surface or in the gas phase. The abstraction of a hydrogen atom is caused by an 

oxygen ion present on the surface of the catalyst. Next to the efficient formation of 

methyl radicals, coupling of the radicals is also essential. It is generally accepted that 

coupling of CH3• -radicals takes place in gas phase [3]. Several catalyst systems and 

reactor configurations have been used and a short overview will be given in the next 

paragraphs. 

1.2.3 Performance of various catalysts 

A large number of catalysts with or without support have been evaluated for their 

performance in the OCM process with the objective of developing a highly selective, 

active and stable catalyst [1-3, 6, 8-26]. Comparison of catalysts is not straight 
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forward as different conditions and reactor configurations were used in the different 

studies presented. Among experimental conditions temperature, feed compositions 

and space velocity (contact time) were the main variables. Furthermore fixed bed 

reactors of different sizes (ranging from micro reactors to scale up tubes) and various 

other reactor types (different membrane reactors, solid electrolyte or gas recycle) were 

used. In Table 1.1 gives an overview of the best catalysts, concerning C2(+)-yield, 

selectivity, stability and experimental conditions: 

The Mn/Na2WO4/SiO2 system was an excellent catalyst in terms of both stability and 

activity. It was also called the most effective catalyst in a review by Lunsford [27]. 

Other systems that have approximately the same activity show stability problems or 

stability has not been investigated. 

Table 1.1: Comparison of the best OCM catalysts: conditions, performance and stability 

catalyst 
Temp 

(°C) 

Ratio 

CH4:O2:He 

C2+-yield 

(%) 

Selectivity 

(%) 

Stability 

(h) 

Eu2O3 [12] 725 6.7:1:0 17.7 72.4 ? 

Ce/La2O3 [12] 775 4-5:1:0 22.3 66.0 ? 

Li/MgO [3] 750 4:1:0 +/- 19 65 up to 100 

La-Ce/MgO [12] 850 4-5:1:0 16.1 72.4 high* 

Mn/Na2WO4/SiO2 [6, 16, 21-23] 800/850 various 20 – 26 80 >100 

Mn/K2WO4/SiO2 [16] 800 3.2:1:0 18.5 62.4 >5 

Mn/Na2WO4/MgO[6, 22] 800 7.4:1:0 20 75 40 

Na/S/P/Zr/Mn [14, 15] 790 3:1:0 27.8 73.5 >10 

*stability was only reported for La/MgO and >100 hours 

The multi component system by Huang [13, 14] shows questionable stability as 

experiments were only carried out for about 10 hours. The maximum yield of 27.8% 

in single pass packed bed operation approaches the theoretical limit of 28% as 

calculated by San Su et al. [7]. They optimized the yield to ethylene in the oxidative 

coupling reaction by setting optimal parameters for an elementary step surface 

mechanism combined with gas phase rate constants and thermodynamic property data 

compiled by Mims [28]. However, the maximum yield of 28% has already been 

exceeded in a membrane reactor by Akin et al. [8, 9]. 
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A temperature of about 800°C is needed to reach the best results for most of the 

catalysts. Generally diluting the reaction mixture with an inert gas (He) leads to better 

results as homogeneous gas phase reactions are reduced. 

1.2.4 Process improvements in oxidative coupling 

The results mentioned in the last paragraph were obtained with single-pass flow 

reactors. Next to the development of various catalyst systems the following process 

modifications have been made in order to overcome the limitations of OCM. 

Distribution of O2 feed 

Per-pass methane conversion and C2 yield are limited because of the limit for the O2 

concentration in the feed, due to explosion limits of CH4/O2 mixture. A second point 

is that in general high oxygen partial pressure promotes over-oxidation. With 

increasing O2 concentration methane conversion increases but the selectivity to C2-

hydrocarbons decreases, making the process more exothermic and hence more 

hazardous. Using a membrane to distribute the oxygen feed could provide low oxygen 

concentration over the entire reactor length and limit combustion reactions, leading to 

lower exothermicity and higher C2-yield of the oxidative coupling process. 

Akin et al. [8, 9] used a catalytically active fluorite structured Bi1.5Y0.3Sm0.2O3-δ 

(BYS) membrane tube. In their reactor the oxygen is fed on one side of the membrane 

and methane on the other. Only oxygen can permeate through the membrane via ionic 

conductivity and reaction thus takes place on the surface exposed to methane. The 

main advantage of this membrane reactor is avoiding direct contact between the 

reactants, leading to minimization of gas-phase complete oxidation reactions. Also 

with an ion conducting membrane the expensive generation of pure oxygen could be 

avoided: only oxygen can be transported through the membrane and air can be used as 

oxygen source. With this concept, up to 30% C2-yield was accomplished at 900°C, 

more than ever reported in any other single pass reactor. The selectivity and methane 

conversion were 60% and 50%, respectively. This was almost twice as high as 

obtained in co-feed experiments in the same reactor. High yields were found 

especially at low methane partial pressures. The system showed stable activity for 5 

days at 900°C.  
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Kao et al. [16] used porous ceramic membranes (alumina or zirconia) in their reactor. 

In this case a separate catalyst is used for the OCM reaction and the membrane only 

acts as oxygen supply. Kao et al. chose the Li/MgO system as OCM catalyst. At 

750°C a maximum yield of 30% was reached at 53% C2 selectivity, compared to 

20.7% yield and 52.5% selectivity in a fixed bed reactor under the same conditions. 

Both, use of atmospheric air and lowering the membrane permeability improved the 

performance, showing that a lower oxygen flux leads to higher yield and selectivity. 

Haag et al. [29] used ionic oxygen conducting membranes, demonstrating that oxygen 

supply rates of the membrane and consumption in oxidative coupling have to be 

balanced. It was also stated that more active catalysts for oxidative coupling have to 

be developed to reach the optimal potential of the ionic conducting membrane reactor. 

Alternative reactor concepts 

Makri et al. [19] investigated the OCM process, using a gas recycle reactor with 

Mn/Na2WO4/SiO2 as catalyst. To separate ethylene, Linde 5A molecular sieve pellets 

were placed after the reactor. This material was found to be effective in trapping of 

ethylene and only partially trapped ethane. Methane and CO were not trapped at all. 

The combustion products CO2 and H2O were also stored in the trap. Trapping takes 

place at room temperature and reactions at 770°C-850°C, requiring a lot of cooling 

and heating. The products can be collected from the trap by heating to 250°C. 

Continuous operation is possible by switching between two parallel traps. C2 yield 

values up to 53% were reached. Tonkovich et al. [30, 31] used a separative chemical 

reactor that simulated a countercurrent moving bed. High C2 selectivity (80%) and 

methane conversion (65%) could be obtained with a Sm2O3 catalyst at 725°C, leading 

to around 50% C2 yield. 

Coupling of exothermic and endothermic reactions 

A promising coupling concept of exothermic and endothermic reactions was 

presented by Czechowicz et al. [10]. In a serial process, oxidative coupling was 

carried out in the first part of the reactor over a Li/MgO-catalyst. After the catalyst 

bed naphtha was introduced. In the second part of the reactor (containing no catalyst) 

the endothermic pyrolysis of naphtha took place. It was demonstrated that such a 
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process could be realized, always giving an increase in the C2H4 yield as compared to 

both single processes.  

Direct conversion of ethylene into less volatile products 

Choudhary et al. [3] reported two possible processes to overcome separation problems 

with ethylene by converting it to value-added products. Both options show only a low 

methane conversion and still recycling of methane is required. 

• Two step process for methane to gasoline conversion. In a first step the catalytic 

OCM is performed. The second step consists of conversion of ethylene into LPG 

(C3-C4 hydrocarbons) and gasoline (C5-C10 hydrocarbons) with the use of a 

bifunctional pentasil zeolite catalyst. Up to 90% ethylene conversion and 80% 

aromatic selectivity were obtained with the diluted ethylene stream. The mixture 

produced in oxidative coupling can directly be used in the second step, avoiding 

separation steps between the two processes [3, 32].  

• Multi-step process for methane to ethylene oxide conversion. First methane 

coupling to ethylene is carried out. Afterwards selective oxidation of carbon 

monoxide to carbon dioxide and separation of the traces of CO from the 

resulting gas stream is performed. In the last step, vapor phase oxidation of the 

ethylene present in the product stream of step 2 is carried out, producing 

ethylene oxide over a supported silver catalyst. This process was found to be 

technically feasible. 

1.2.5 Conclusions oxidative coupling 

Efficient production of ethylene through oxidative coupling requires a selective 

catalyst and optimal process operation and conditions. It was found that the 

Mn/Na2WO4/SiO2 catalyst gives the highest yield for the coupling process. 

Application of a ceramic membrane reactor in combination with this catalyst seems a 

promising option, but a thorough comparison between membrane and co-feed with the 

Mn/Na2WO4/SiO2 catalyst is needed. Tymen Tiemersma, a second PhD student 

involved in the current project, will investigate the oxidative coupling reaction in both 

co-feed and membrane operation. His results are described in his PhD thesis (Tymen 

Tiemersma, Fundamentals of Chemical Reaction Engineering, University of Twente). 

The most important results about the oxidative coupling process were also used in this 
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thesis and the most relevant findings are included in the conclusions of this thesis in 

chapter 7. 
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1.3 Steam and dry reforming of methane 

1.3.1 Introduction 

As mentioned in the previous paragraph, OCM is always accompanied by highly 

exothermic side combustion reactions producing CO2 and H2O. The thermal energy 

and side products can be used for the endothermic steam and dry reforming reactions 

of methane [33, 34]: 

CH4 + H2O → CO + 3H2 (7) ∆H
0
298 = + 206 kJ mol

-1
 

CH4 + CO2 → 2CO + 2H2 (8) ∆H
0
298 = + 247 kJ mol

-1
 

The steam reforming reaction (7) creates synthesis gas with a H2:CO ratio of 3:1 and 

in the dry reforming reaction (8) a H2:CO ratio of 1 is produced. Both reactions take 

place simultaneously and thus a H2:CO ratio between 1 and 3 will be achieved. 

Applications of synthesis gas include Fischer Tropsch, CH3OH, CH3COOH or NH3 

synthesis or iron ore reduction. Both steam reforming reactions are highly 

endothermic and are carried out typically above 700°C, where the products are 

thermodynamically favored. Under reforming conditions the water gas shift reaction 

also occurs. 

CO2 + H2 → CO + H2O (9) ∆H
0
298 = + 41 kJ mol

-1
 

The products of steam reforming are dictated by thermodynamics of reaction (7), (8) 

and (9) [35]. In presence of oxygen the catalytic partial oxidation of methane is also 

possible (10): 

CH4 + 0.5 O2 → CO + 2H2 (10) ∆H
0
298 = -36 kJ mol

-1
 

In the next paragraphs, the reaction mechanism of the methane reforming process and 

the activity of several catalysts on various supports will be discussed. Furthermore 

catalyst deactivation and reforming activity for higher alkanes will be discussed.   

1.3.2 Reaction mechanism 

Wei et al. [36] presented a comprehensive reaction scheme for the reforming process 

with both CO2 and H2O, that also includes water gas shift reaction. The mechanism is 

shown in Figure 1.1. It was stated that this mechanism is applicable to all metal 
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catalysts. As also reported by Dicks [37], it is stated that the rate limiting step in the 

process is the formation of radicals from methane. This means that CH4 decomposes 

to chemisorbed carbon (C*) via sequential elementary H-abstraction steps. As 

abstraction of the first hydrogen atom seems to have the highest activation energy, the 

surface will be mainly occupied by C* and have low CHx coverages. The 

chemisorbed carbon is then removed by reactions with CO2 and H2O.  

 

Figure 1.1: Reaction mechanism for Methane steam reforming, dry reforming and water gas 

shift reaction. Hydrogen, water and carbon dioxide steps are on equilibrium. Carbon monoxide 

dissociation is reversible and methane activation rate determining. [36]-Reproduced by 

permission of The Royal Society of Chemistry 

In isotopic experiments with D2 instead of H2 and 
13

CH4 instead of 
12

CH4 it was 

shown that steps involving H2O and CO2 were much faster than kinetically relevant 

C-H bond activation steps. For example dissociation of CO2 to CO and oxygen 

occurred in both directions many times during each CH4 chemical conversion 

turnover. The same was found for the H2O activation steps, meaning that the water 

gas shift reaction would always be equilibrated during reforming [35]. In the overall 

process reactions with water, carbon dioxide and hydrogen are at equilibrium. The 
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dissociation of CO is determined by kinetics instead of thermodynamics and the 

hydrogen abstraction from methane determines the reaction progress. 

1.3.3 Catalysts used for reforming reactions 

Industrial practice in reforming reactions relies on Ni-catalysts [38], because of cost 

and availability concerns about noble metals. Ni-catalysts however show a tendency 

to deactivate. Two potential causes of deactivation exist [39]: coke deposition and 

sintering of the metal particles.  

The relative activities of different metals for steam and dry reforming have been 

compared by several authors [33, 40-43]. Hegarty et al. [33] compared 1wt% of Co, 

Cu, Fe, Ni, Pd and Pt supported on zirconia for steam reforming between 400°C and 

800°C. Ni showed much less activity compared to Pt or Pd. Low activity and 

significant deactivation due to carbon deposition was found on Fe, Cu and Co. 

Pt/ZrO2 was not only the most active but also the most stable catalyst. Rostrup 

Nielsen [42] and Quin [40] found Rh and Ru as the most active metals in steam 

reforming. Some main group metals were also investigated as alternatives for Ni or 

noble metal catalysts [44-46], but all materials showed relatively low activity.  

1.3.4 Catalyst deactivation 

The most common deactivation of steam reforming catalysts occurs by carbon 

deposition. Coke originates mainly from two reactions: methane decomposition to C 

and H2 and carbon monoxide disproportionation via the Bouduard reaction (11). The 

former is endothermic and favored at high temperatures and low pressures, while the 

latter is exothermic and favored at low temperatures and high pressures. Noble metals 

however were found resistant to coking and appeared stable for long periods. 

2 CO → CO2 + C  (11) 

The role of the support was tested by Nagaoka et al. [39], O’Connor et al. [47] and 

Bitter et al. [48, 49]. Nagaoka compared Pt on Al2O3 and Pt on ZrO2 in methane dry 

reforming. Pt/ZrO2 was found to be stable for more than 500 hours at 900 K, while Pt 

on alumina deactivated rapidly under the same conditions. It was stated that the 

stability of Pt catalysts strongly depends on the nature of the support and its ability to 

form carbonates, leading to carbon deposition. The deactivation of Pt on alumina was 
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mainly ascribed to coke formation. High temperature regeneration with CO2 was 

possible, ruling out sintering of Pt as the cause of deactivation. Coke can be removed 

by the reverse Bouduard reaction (11), as high temperature thermodynamically favors 

the CO-side. 

It was stated that coke formation on Pt/alumina occurred on Pt and on Lewis acid sites 

of the support through decomposition of CH4, as also stated by Wei [36]. This coke 

can be removed with CO2 at high temperatures. Coke on Pt supported on ZrO2 was 

considered more reactive than on alumina. Additionally, CH4 decomposition during 

dry reforming was slower on the zirconia support than on alumina [39]. In case of 

zirconia, this leads to a balanced combination of carbon formation on Pt and its 

oxidation by activated CO2. Coke hardly accumulates on Pt/ZrO2 and thus the 

material is a stable catalyst in CO2 reforming. O’ Connor et al. [47] and Sauvet et al. 

[46] confirmed that noble metals deposited on ZrO2 had a much higher stability for 

both reforming reactions compared to silica or alumina supported noble metals. 

In the combined process of OCM and steam and dry reforming, alkali poisoning 

might be relevant as OCM catalysts usually contain alkali components, for example 

Na in the Mn/Na2WO4/SiO2-system. Often potassium is added as a promoter to steam 

reforming catalysts, which can also lead to poisoning effects in case of too high 

concentrations of potassium. Effects of potassium on Ni catalysts are well described, 

but the effects to noble metals, e.g. Pt, in steam reforming of methane and ethane have 

not been reported so far.  

Two effects of alkali addition are described in literature. Addition of potassium and 

other alkali can limit carbon formation but can also reduce catalytic activity. It is 

claimed that K prevents carbon formation on Ni catalysts by blocking step sites which 

are believed to be the nucleation sites for graphite formation [50]. In addition, 

potassium on Ni catalysts enhances coke gasification [51]. It was reported by Dicks et 

al. [37] that small amounts of potassium reduce the risk of carbon deposition by 

decreasing the acidity of the catalyst support.  

A decreasing activity of Ni/Al2O3 [52] was reported in methane dry reforming with 

increasing potassium concentration in the catalyst. A reduction in catalytic activity by 
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potassium was also confirmed by Trimm [53] and Rostrup-Nielsen [41]. The activity 

of Ni/MgO-Al2O3 for methane steam reforming was reported to decrease by 85% 

when 1.1wt% of K was added [54]. Decreasing reforming activity by addition of 

potassium was also found on Rh/La-Al2O3 [55]. Alkali poisoning to reforming 

catalysts often occurs in molten carbonate fuel cells, as alkali may be transported to 

the reforming catalyst either by the vapor phase or by creep along the walls of the fuel 

cell. According to Rostrup-Nielsen [56] the poisoning effect of K2CO3 is much 

stronger than the effect of Na2CO3 and Li2CO3.  

1.3.5 Reforming of higher alkanes 

It is well known that higher hydrocarbons are also reactive in reforming. Trimm 

reports in a review that all kinds of hydrocarbons can be reformed, e.g. alkanes, 

olefins, aromatics and oxygenates [57]. Ethane and ethylene are produced in the OCM 

process and it is desired that these products are not converted to CO and H2. Only a 

few studies have compared reactivity of various hydrocarbnons. 

Sutton et al. [58] investigated dry reforming of a gas stream containing mol 

percentages of H2 (42), CO (15.5) , CH4 (5.1), CO2 (19) and C3H8 (18.3) over Ni/Al 

(co-precipitated), Ru/Al2O3 and Pt/ZrO2. A higher reactivity of propane was found 

compared to methane. Wang et al. [59] investigated steam reforming of methane, 

ethane, n-butane and some higher hydrocarbons on Pd/ceria for temperatures ranging 

from 620 to 770 K. The production of COx increased with carbon number, indicating 

higher reactivity for higher hydrocarbons. 

Via thermochemical calculations, Sinev [35] determined that activation of light 

alkanes through formation of free radicals is energetically favored compared to other 

activation mechanisms like proton abstraction or molecular ionization. Among 

alkanes, methane had the highest activation energy, indicating lower reactivity 

compared to other alkanes. 

1.3.6 Conclusions reforming processes 

A few conclusions about the steam reforming reaction can be drawn, summarizing the 

data available in literature. Ni is often used but deactivation by carbon deposition is a 

problem. The deactivation through coke formation will be more pronounced when 

reforming of ethane and ethylene is included [53, 57]. Pt or Pd supported on zirconia 
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are promising catalysts as they showed high activity and stability. In general, catalyst 

activity and stability are largely dependent on the support. In the combined process of 

methane coupling and reforming, alkali deactivation of the reforming catalyst, 

released from the oxidative coupling catalyst could be a problem. Alkali deactivation 

is not well investigated for Pt-systems and will be discussed in this thesis.  

The major challenge in the steam reforming process is the reactivity of higher 

hydrocarbons; reforming of higher hydrocarbons produced in the oxidative coupling 

reaction should be avoided. At the same time high reactivity towards methane is 

desired in steam reforming. Higher alkanes were found to be more reactive than 

methane in reforming processes for the catalysts tested until now. A more detailed 

approach of comparing several catalysts in their reforming activity towards methane 

and C2-hydrocarbons will be part of this thesis.  



Chapter 1 

26 

1.4 Problem definition & aspects of integration 
The main goal of the overall process of oxidative coupling and reforming of methane 

is to produce ethylene and synthesis gas (CO and H2) in one multifunctional reactor. 

The possible reactions are shown in Scheme 1. Methane coupling takes place 

oxidatively, resulting in C2 hydrocarbons (ethane and ethylene) and water (1). The 

side combustion reactions of methane (2) and C2-hydrocarbons (3) produce water and 

CO2, which can react with the remaining methane through steam or dry reforming to 

CO and H2 (4). The main challenge in the reaction concept is to suppress steam/dry 

reforming of ethane and ethylene (5!) in order to avoid complete reaction to synthesis 

gas.  
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Scheme 1: Reactions occurring in combined process of methane coupling and steam reforming 

The processes of oxidative coupling and reforming of methane can be integrated on 

several levels. Figure 1.2 shows several possibilities for the combination of both 

processes, ranging from integration on catalyst particle scale (Figure 1.2-I) to reactor 

scale (Figure 1.2-V). It should be noted that matching of reaction rates of oxidative 

coupling and reforming is required for autothermal operation.  
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The type of concept that can be used strongly depends on the following issues.  

1. Oxidation reactions of hydrocarbons on steam reforming catalyst should be 

prevented, e.g. by 

•••• using a reforming catalyst that is not active in oxidation reactions  

•••• preventing exposure of the reforming catalyst to oxygen 

2. Reforming activity of ethane and ethylene can convert the complete mixture to 

synthesis gas and should be prevented as well, e.g. by  

•••• limiting reforming activity of reforming catalyst towards ethane and 

ethylene 

•••• avoiding contact of ethane and ethylene with the reforming catalyst 

3. The overall process combines the highly exothermic coupling and combustion 

reactions with the endothermic reforming, requiring optimized heat transfer 

between both processes. This can be achieved by 

•••• combining both processes in one catalyst particle or using one 

multifunctional catalyst and keep production and consumption of energy 

close to each other 

•••• optimizing heat transfer in separate reaction zones or reactor compartments 

4. High oxygen concentration leads to unselective oxidation reactions in the OCM 

section, producing CO2 and H2O. To increase C2 yield and minimize 

combustion reactions a low oxygen partial pressure is needed in the OCM 

section. This can be achieved by distributed feeding of oxygen.  
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Figure 1.2: Different levels of integration of oxidative coupling and reforming of methane, 

ranging from particle scale (I) to reactor scale (V) 

The reactor concepts shown in Figure 1.2 are shortly discussed below: 

I. Combining the processes on particle scale, means in an ideal case combining 

both functions in one uniform multifunctional catalyst particle (Figure 1.2-I). In 

this concept, combustion activity for all hydrocarbons and reforming activity of 

the reforming catalyst towards ethane and ethylene need to be avoided. Heat 

exchange is very efficient in this concept. It should be noted that reducing the 
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combustion activity of reforming catalysts is expected to be very difficult as 

reforming is performed on Ni or noble metal catalysts, that are very active in 

catalyzing combustion. Research in this thesis will not focus on this aspect. 

Therefore, reactor concepts that avoid contact between oxygen and the 

reforming catalyst are required.  

II. An eggshell catalyst can be applied (Figure 1.2-II) to avoid contact between 

oxygen and the hydrocarbons on the reforming catalyst, eliminating 

combustions reactions on the reforming catalyst. The oxidative coupling catalyst 

is placed in the shell and the reforming function in the core of the catalyst. 

Oxygen present in the gas phase should be consumed in the outer layer of the 

particle to avoid diffusion to the core. In the core, a methane selective reforming 

catalyst is required to avoid reforming of ethane and ethylene. This shell and 

core system enable excellent heat exchange between the processes, requiring 

support materials with good conductivity.  

III. Figure 1.2-III displays the combination of oxidative coupling and reforming in 

separate catalyst zones, within one reactor: a reforming zone in the center of the 

reactor can be combined with a catalyst zone for oxidative coupling on the 

outside of the reactor. Oxygen is consumed completely in the OCM section, 

avoiding combustion on the reforming catalyst. Reforming of ethane and 

ethylene still has to be avoided and efficient heat exchange between both 

processes is extremely difficult because of large exothermic and endothermic 

zones in the reactor, located far away from each other.  

IV. Figure 1.2-IV also displays the combination of oxidative coupling and reforming 

placed in separate sections but now in a parallel configuration, improving heat 

transfer between the processes. Oxygen has to be exhausted after the OCM 

section, avoiding combustion on the reforming catalyst. A reforming catalyst 

that selectively reforms methane and does not convert ethane and ethylene is 

required for this concept. For efficient heat exchange between both processes it 

is important to limit the distance between exothermic and endothermic zones, 

e.g. using small reactor tubes or even micro reactor systems. 

V. Figure 1.2-V displays a concept of completely separate reactor compartments 

for oxidative coupling and reforming. In this case, reforming of ethane and 
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ethylene and combustion of hydrocarbons on the reforming catalyst can be 

completely avoided by including separation steps between oxidative coupling 

and reforming. Efficient heat exchange between both processes can be achieved 

by limiting the distance between exothermic and endothermic zones, e.g. using 

small reactor tubes or micro reactor systems. 

 

It should be noted that distributed feeding of oxygen (4) can be integrated in all 

presented concepts, to optimize operation of OCM reaction, increasing C2 yield by 

applying low oxygen concentration over the entire reactor length. As an example, 

concept 1-2-V is shown with distributed oxygen feeding in Figure 1.3. 

 

Figure 1.3: Reactor concept for combining oxidative coupling with distributed oxygen feeding 

with reforming; including separation of ethylene. 

Research in this thesis and the parallel work by Tymen Tiemersma will focus on 

selection of a suitable reactor concept and catalysts for a combined process of 

oxidative coupling and reforming. This thesis will consist of a total of seven chapters, 

covering the following topics:  

• Reforming competition between methane, ethane and ethylene will be the 

central topic of chapters 2, 3 and 4 of this thesis. The reforming of methane, 

ethane and ethylene on Rh, Pt and Pd will be discussed in chapter 2. The 

influence of potassium modification of Pt supported on yttrium-stabilized 
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zirconia (PtYSZ) on the steam reforming competition of methane and ethane 

will be described in chapter 3. The underlying mechanism of the effect of 

potassium to PtYSZ will be described in chapter 4 on the basis of XRD, FT-

IR CO spectroscopy and including CO TPD measurements.  

• Chapter 5 discusses a reactive separation of ethylene to ethylbenzene in the 

mixture obtained in oxidative coupling.  

• The activation of water on oxidic supports is a highly relevant process in 

steam reforming reactions and not well understood until now. In chapter 6 the 

activation of water on ZrO2 will be investigated, using water gas shift as a 

model reaction, With FT-IR characterization of hydroxyl groups, the 

activation of water and the role of these hydroxyl groups in water gas shift 

reaction on Pt/ZrO2 will be investigated.  

• Finally, chapter 7 will discuss and combine results of the earlier chapters, 

leading to possible reactor concepts and future possibilities for the combined 

process of oxidative coupling and reforming of methane. 
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Comparative study of steam reforming of methane, 
ethane and ethylene on Pt, Rh and Pd supported 

on yttrium-stabilized zirconia 

Abstract 

Steam reforming of methane, ethane and ethylene was compared on Pt, Rh and Pd 

supported on Yttrium stabilized zirconia (YSZ). Both, reactivity and product 

distribution changed with the use of different catalysts. The order of activity for the 

hydrocarbons on Rh was C2H6 > C2H4 > CH4. On Pt, methane reacted faster than the 

C2 hydrocarbons: CH4 > C2H6, C2H4. The lowest coking tendency was observed on 

Pt/YSZ. Pd/YSZ showed a high tendency to coke formation and blocked the reactor. 

Pt/YSZ produced synthesis gas (CO and H2) only, for all hydrocarbons. However, 

more importantly, in this study all significant reactions during ethane steam reforming 

on Rh/YSZ have been clarified. Methane formation additionally to synthesis gas 

production on this catalyst was assigned to hydrogenolysis of ethane by consecutive 

conversion of hydrogen produced in ethane steam reforming. 
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2.1 Introduction 
With the depletion of mineral oil and simultaneous increase in known natural gas 

reserves, it is expected that methane will eventually become a major resource for 

chemicals and liquid fuels. Much of the methane is found in regions that are far 

removed from industrial complexes and often offshore, implying that transport is 

uneconomical or even impossible. This has led to worldwide efforts for directly 

converting methane into easy transportable value-added products.  

Direct and indirect methods are known for methane valorisation. The indirect routes 

are mainly based on the steam reforming to produce synthesis gas (CO and H2), which 

can then be converted to the desired liquid fuels. Since reforming is a highly energy 

consuming process, considerable efforts have been made for many years to develop 

direct conversion routes. One of the possibilities in this respect is the slightly 

exothermic oxidative coupling of methane that leads to ethylene (1). 

CH4 + ½ O2 → ½ C2H4 + H2O ∆H°298   =-140 kJ/mol (1) 

In the coupling process also ethane is formed. Next to reaction (1) the highly 

exothermic complete oxidation of methane is unavoidable (2).  

CH4 + 2 O2 → CO2 + 2 H2O   ∆H°298   = -801 kJ/mol (2) 

As a high selectivity to reaction (1) is always compromised with a low conversion, 

methane conversion will never be complete. Limitations of the reaction in a co-feed 

reactor of methane and oxygen have led to recent development of several alternatives. 

Makri et al used a gas recycle reactor [1], Choudhary proposed the use of a 

countercurrent moving bed [2]. Also research on plasma [3] and solid-state electrolyte 

reactors [4] has been carried out. Additionally combinations with other reactions have 

been proposed: catalytic oxidative coupling and gas phase partial oxidation [5], co-

generation of ethylene and electricity through oxidative coupling [6], oxidative 

coupling of methane and oxidative dehydrogenation [7] and oxidative coupling of 

methane and pyrolysis of naphtha [8]. All of the processes face difficulties with 

economic and/or technical feasibility. 
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A closer look at equations 1 and 2 shows that the side products of the coupling 

process can also react with methane through the endothermic steam and dry reforming 

reactions (3) & (4). 

CH4 + H2O → 3 H2 + CO ∆H°298    = 206 kJ/mol (3) 

CH4 + CO2 → 2 H2 + 2 CO ∆H°298  = 247 kJ/mol (4) 

The idea of the current research is creating an auto thermal process, combining the 

exothermic oxidative coupling of methane and highly exothermic combustion (side) 

reactions with the endothermic reactions of methane steam and dry reforming. The 

intention is to convert methane to ethylene and synthesis gas (CO and H2) in one 

multifunctional reactor. Allowing the side combustion reactions next to oxidative 

coupling to increase the methane conversion, and auto thermal operation including 

energy consumption via steam and dry reforming of remaining methane are important 

issues in this concept. 

Two side reactions are involved that can disturb the process. In the oxidative coupling 

reaction combustion of C2-hydrocarbons can also occur. This, however, can be 

minimized by avoiding the contact of oxygen and the coupling products. 

The second challenge is the activity of ethane and ethylene in the reforming reactions 

[9]. As a result of the methane coupling reaction, a mixture of methane, ethane and 

ethylene is present (next to CO2, H2O and CO). To avoid complete reaction to 

synthesis gas, steam/dry reforming of ethane and ethylene has to be limited. High 

temperature is required in the overall process. Under these conditions water gas shift 

reaction will convert most of the CO2 to H2O (5). Therefore main focus in this study is 

on steam reforming. 

CO2 + H2 → H2O + CO ∆H°298  = 41 kJ/mol (5) 

Only few publications are available in the field of steam reforming of higher 

hydrocarbons than methane. Wang et al [10] measured steam reforming rates for 

methane, ethane, n-butane and some higher hydrocarbons on Pd/ceria for 

temperatures ranging from 620 to 770 K. The production of COx increased with 

carbon number, pointing out higher reactivity for higher hydrocarbons. The same tests 
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were also carried out on Pt/ceria which had similar catalytic properties, leading to 

identical rates and selectivity for both catalysts.  

Takeguchi et al [11] compared steam reforming of methane, ethane and ethylene on 

Ni-YSZ cermets. C2-hydrocarbons were completely converted to CO/CO2 at 800°C 

while methane conversion was about 85% under these conditions. Complete 

conversion of methane was found at temperatures higher than 850°C.  

While most researchers focused on separate reforming of hydrocarbons, Sutton et al 

[12] studied dry reforming of a gas mixture containing both CH4 and C3H8 over Ni/Al 

(co-precipitated), Ru/Al2O3 and Pt/ZrO2. At 800°C propane was completely 

consumed and CH4 partially remained unconverted, showing higher reactivity of the 

larger hydrocarbon. 

Sperle et al [13] determined the coking tendency for steam reforming of methane in 

presence of minor amounts of C2 and C3 hydrocarbons. A Ni/MgAl2O4 catalyst was 

used between 480 and 550°C. It was found that coking increased with carbon number 

and a dramatic increase was noted for olefins. Sidjabat and Trimm [14] also found 

higher deactivation rates for ethane and propane compared to methane in steam 

reforming on Ni/MgO at 500°C. 

An ideal reforming catalyst in the combined process of oxidative coupling and 

reforming of methane would selectively react with methane in presence of 

ethane/ethylene at temperatures comparable to oxidative coupling conditions. 

Comparative studies between different metal catalysts have been limited to methane 

until now [15, 16]. Attention is focused on low temperature measurements and highly 

dispersed catalysts. So far the relative reactivity in mixtures of methane, ethane and 

ethylene has not been published. Also a comparison of methane, ethane and ethylene 

separately on different metal catalysts is not available. The latter issue will be studied 

first, while behaviour in mixtures will be studied in future work.  

Usually Ni or noble metals like Ru, Rh, Pd, Ir and Pt are used as active metal in steam 

reforming catalysts. Compared to Rh and Ir, Pt and Pd are well known for low 

reactivity in splitting the C-C bond [17, 18] and were therefore considered promising 

in this study. Metals with even lower reactivity towards C-C bonds, for example Cu 
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and Au, show hardly any activity in C-H splitting [19], which would be necessary to 

activate any alkane. Rh was also included in this study as it shows high steam 

reforming activity. In case of C2 reforming and especially ethylene, coking is an 

issue. This eliminated the use of Ni. In this study Yttrium stabilized zirconia (YSZ) 

was selected as catalyst support, as zirconia supported catalysts are well-known for 

high resistance to coking [20]. In this publication, results of a comparative study of 

steam reforming of methane, ethane and ethylene on Rh, Pd and Pt supported on YSZ 

are discussed.  



Chapter 2 

40 

2.2 Experimental 
Catalysts were prepared by wet impregnation of Yttrium stabilized zirconia (YSZ) 

obtained from TOSOH (TZ-8Y). The precursors were RhCl3, PdCl2 and H2PtCl6 

obtained from Alfa Aesar.  Around 10 g of support was impregnated with a solution 

containing 0.01 g Rh, Pt or Pd per ml aqueous solution. Catalysts were calcined at 

900°C in case of Rh and at 750°C for Pt and Pd. Synthetic air (ml/min) was used 

during the 15 h calcination period (ramp 5°C min
-1

).  

Activity tests were carried out in a micro reactor flow setup. The reactor consisted of 

a quartz tube with inner and outer diameter of respectively 4 and 6 mm. 200mg of 

catalyst was loaded between quartz wool. Catalyst particles with a diameter between 

0.3 and 0.6 mm were loaded in the reactor, resulting in a pressure drop around 0.1 bar. 

Methane (Hoekloos 4.5), ethane (Indugas 4.0) and ethylene (Indugas 3.5) were fed 

separately on all three catalysts. To ensure constant water/carbon ratio, methane 

concentration was chosen twice as high as ethane and ethylene. The reaction mixtures 

had the following composition: 10vol.% of methane or 5vol.% of ethane or ethylene 

in Ar (Hoekloos 5.0). A total flow rate of 200ml.min
-1

 was applied. Water was added 

through a double saturation step of the gas mixture. In a first saturator the gas stream 

was contacted with water at 65°C, followed by condensation at 55°C in a second 

saturator.  This led to a stable water concentration of 12vol.%, resulting in a constant 

water/carbon ratio of 1.2 for all experiments.  Before activity test the samples were 

heated to 500°C in argon and reduced in 2.5vol.% H2 (Indugas 5.0) / Ar for 1 h (flow 

rate: 200ml/min).  

Conversion of hydrocarbons was measured between 500 and 800°C for Rh/YSZ with 

intervals of 50°C. To avoid extensive sintering of the Pt and Pd samples, the 

maximum temperature applied was 700°C. The product and reactant gas composition 

was analysed by a Varian 3800 Gas Chromatograph equipped with two columns 

(Molsieve 5A and PoraPlotQ) and two TCD detectors. For all experiments the water 

gas shift constant was calculated by equation 5a: 

[ ][ ]

[ ][ ]COOH

COH
K

2

22=   (5a) 
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Values calculated based on the observations are compared to theoretical equilibrium 

values calculated using HSC chemistry 4.0 software. HSC Chemistry was also used to 

calculate equilibrium compositions of the reaction mixtures. 

For all experiments 200 mg of catalyst was used and total flow rate was 200ml/min. 

During water gas water gas shift measurements, 1vol.% of CO in Argon with 12vol.% 

of water was fed. A mixture of CO2 (10vol.%), H2O (12vol.%) and H2 (20vol.%) in Ar 

was used for methanation on Rh/YSZ; hydrogenolysis was studied using a H2 

(20vol.%) / ethane (5vol.%) mixture in Ar. 

Metal dispersion was determined with H2-chemisorption on a Micromeritics 

ChemiSorb 2750 pulse chemisorption apparatus. Elemental composition of the 

samples was determined with XRF on a Philips PW 1480 x-ray spectrometer. A H/Me 

ratio of 1 was assumed. 
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2.3 Results 

2.3.1 Catalyst characterization 

Table 2.1 displays the elemental analysis and results of the dispersion measurements 

for Pt/YSZ, Rh/YSZ and Pd/YSZ. The XRF results show that around 1wt% of metal 

is present in all catalysts. As expected, metal dispersion values (Table 2.1) of Pt/YSZ 

and Rh/YSZ were low because of high calcination temperatures and low surface area 

of the support material (16 m
2
/g). 

Table 2.1: Metal dispersion and elemental composition for Pt/YSZ, Rh/YSZ and Pd/YSZ 

Catalyst Metal dispersion
1
 Metal content

2
 

1wt% Pt/YSZ 1.5% 1.04 wt% Pt 

1wt% Rh/YSZ 6.3% 0.99 wt% Rh 

1wt% Pd/YSZ n.d. 0.99wt% Pd 

1
 Determined by H2 chemisorption, H/Me ratio of 1 

2
 Determined by XRF 

2.3.2 Rh/YSZ 

Steam reforming of methane, ethane and ethylene was tested on Rh/YSZ in separate 

experiments. The initial conversions of methane, ethane and ethylene as a function of 

temperature are shown in Figure 2.1. It can be seen that the reactivity of ethylene and 

ethane is much higher than of methane, complete conversion of C2-hydrocarbons 

already occurs at temperatures around 600°C. In case of ethylene reforming, Rh/YSZ 

deactivated at 500°C and 550°C (not shown). The conversion of ethylene decreased 

by 10% within the first hour of reaction at 500°C, whereas the decrease was limited to 

2% in the first hour at 550°C. Thermodynamic calculations confirmed that carbon 

formation can be a factor under these conditions, as the equilibrium leads to carbon 

next to synthesis gas. Oxidation at 850°C reactivated the catalyst. Experiments at 

temperatures above 600°C with ethylene as well as all experiments with ethane and 

methane showed stable conversion with time on-stream. The carbon mass balances 

was closed within 5% for all experiments. 
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Figure 2.1: Conversion of methane (10vol.%), ethane (5vol.%) and ethylene (5vol.%) when fed 

separately in steam reforming on Rh/YSZ between 500°C and 800°C 

Methane reforming produces mainly H2 and CO2 at temperatures up to 500°C. CO 

formation becomes notable at 550°C. Relatively more CO is formed at higher 

temperatures. In Figure 2.2 the WGS constant, calculated from the experimental 

product concentrations, is compared to the theoretical equilibrium value as a function 

of temperature for all three experiments. For methane, equilibrium is achieved during  
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Figure 2.2: WGS equilibrium values between 500°C and 800°C compared to calculated WGS 

constants for steam reforming of methane, ethane and ethylene on Rh/YSZ 
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steam reforming at all temperatures (Figure 2.2). For reforming of ethane, the water 

gas shift reaction is also equilibrated. Clearly, WGS equilibrium is not reached in 

ethylene reforming. CO was the main product besides hydrogen under all conditions, 

while only minor amounts of CO2 were formed. 

The conversion of ethane is slightly higher than that of ethylene (Figure 2.1), while 

ethylene is generally considered more reactive. Therefore, a closer look is taken at the 

difference in product composition in both experiments. In case of ethane reforming 

(Figure 2.3a), interestingly, methane is one of the products next to the expected CO, 

CO2 and H2 mixture. The highest methane yield, almost 30%, is observed at 600°C. 

Higher temperatures increase selectivity to synthesis gas. The product composition in 

case of ethylene reforming is shown in Figure 2.3b. Under all conditions measured, 

the main product is a mixture of CO, CO2 and H2. Only minor amounts of methane 

and ethane were formed 

 

Figure 2.3: Yield of carbon containing products in ethane (left) and ethylene (right) steam 

reforming on Rh/YSZ as a function of temperature  

Related reactions were investigated to determine the reason for the production of 

methane in the ethane reforming experiment. Tests for methanation eq. (6+7) and 

hydrogenolysis eq. (8) reactions were carried out at 600°C, since at this temperature 

the highest methane selectivity was obtained during steam reforming of ethane.  

CO + 3H2 → CH4 + H2O (6) 

CO2 + 4H2 → CH4 + 2H2O    (7) 

C2H6 + H2 → 2CH4  (8) 
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To investigate methanation on Rh/YSZ a mixture of CO2 (10vol.%), H2O (12vol.%) 

and H2 (20vol.%) was fed. Hardly any methane was formed in this case, as shown in 

Figure 2.4 in the left bar. Only 1% yield was obtained. The main product was 3vol.% 

of CO, with still 17vol.% of hydrogen remaining (not shown). Thermodynamic 

calculations showed an equilibrium yield of methane of 1.7% under the present 

conditions. 
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Figure 2.4: Comparison of methane yield in methanation and ethane hydrogenolysis tests at 

600°C on Rh/YSZ at initial stage  

During steam reforming reactions initially no hydrogen is present. Testing of 

hydrogenolysis reaction is however relevant as steam reforming of ethane will lead to 

hydrogen and COx, possibly enabling hydrogenolysis of ethane with hydrogen as a 

consecutive reaction. Moreover Rh-catalysts are well known to catalyze 

hydrogenolysis of ethane at temperatures around 300°C [21]; Rh/YSZ is tested here at 

600°C. 

Hydrogenolysis activity of Rh/YSZ was determined by feeding a H2 (20vol.%) / 

ethane (5vol.%) mixture. At 600°C complete conversion of ethane to methane was 

observed (right bar in Figure 2.4) initially. After a short period of complete 

conversion, fast deactivation occurred and within two hours CH4-yield dropped to 

68% (not shown). This deactivation can be ascribed to coke formation on the catalyst, 
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as regeneration of the catalyst was possible by heating the catalyst to 850°C in a 

20vol.% O2/Ar-mixture (not shown).  

Also the influence of hydrogenolysis under reforming reaction conditions was studied. 

Therefore a combined steam reforming/hydrogenolysis experiment was carried out. 

5vol.% of ethane, 20vol.% of H2 and 12 vol.% of H2O in Ar were fed at 600°C. The 

results of this experiment are shown in Figure 2.5 (left bars). The experiment initially 

shows a methane yield of 54% while COx yield was 44%. For comparison, COx and 

methane yields in the normal reforming experiment (no addition of H2, as shown in 

Figure 2.1) are included in Figure 2.5 (right bar). It shows that adding hydrogen 

clearly increases the methane production at the expense of the synthesis gas yield. 
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Figure 2.5: Yield of COx/methane in a combined ethane steam reforming/ethane hydrogenolysis 

experiment at 600°C (left side), yield of COx/methane in ethane steam reforming at 600°C (right 

side) 

In addition, stability of the combined hydrogenolysis next to steam reforming of 

ethane was tested for 20 hours (not shown). Only a slight deactivation is observed for 

hydrogenolysis, as CH4 yield decreased from 54% to 51%. During the entire reaction 

period the COx yield remains constant at 44%. This shows that ethane reforming and 

hydrogenolysis are stable processes under these conditions. 
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2.3.3 Pt/YSZ 

Pt/YSZ was tested for steam reforming of methane, ethane and ethylene. The results 

are shown in Figure 2.6. On this catalyst methane shows the highest conversion under 

all conditions measured. Ethane and ethylene show similar conversions between 

500°C and 600°C, while ethylene conversion is slightly lower at higher temperatures. 

It should be noted that this catalyst showed no deactivation for all three hydrocarbons 

over the entire temperature range. In all reactions tested on Pt/YSZ only CO, H2 and 

CO2 were produced; no methane or ethane was formed.  
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Figure 2.6: Conversion of methane (10vol.%), ethane (5vol.%) and ethylene (5vol.%) when fed 

separately in steam reforming on Pt/YSZ as a function of temperature 
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The water gas shift equilibrium was calculated and compared to the theoretical value 

for all experiments with Pt/YSZ (Figure 2.7). On the WGS reaction, it can be  

Figure 2.7: WGS equilibrium values between 500°C and 800°C compared to calculated WGS 

constants for steam reforming of methane, ethane and ethylene on Pt/YSZ. Conditions: 1vol.% 

CO in Ar, 12 vol.% of H2O 

concluded that equilibrium is only reached at temperatures above 650°C during 

methane reforming. In the case of ethane reforming, the amount of CO is higher than 

expected based on the WGS equilibrium, as indicated by a lower value for K 

compared to the equilibrium value. In the case of ethylene, almost only CO is formed, 

leading to K-values far from the equilibrium. 

In addition, water gas shift experiments were performed to clarify the role of the 

hydrocarbons in the limitation to reach WGS equilibrium. A mixture of CO and H2O 

in Ar was used to determine activity for WGS between 500°C and 700°C. The water 

gas shift constants calculated from experimental concentrations as compared to 

theoretical equilibrium constants are displayed in Figure 2.8a. Equilibrium was 

obviously reached between 500°C and 700°C. To test the influence of ethylene, 5 

vol.% of ethylene was added to the CO/H2O mixture at 700°C. Immediately the 

conversion of CO to CO2 decreased significantly, suggesting that ethylene prevents 

equilibration of the WGS reaction (Figure 2.8b). Going back to the initial conditions 

(switching off ethylene) led to recovery of WGS activity and equilibrium was again 

achieved. 
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Figure 2.8 Left side (a): WGS equilibrium values (white bars) between 500°C and 700°C 

compared to calculated WGS constants for WGS experiments on Pt/YSZ (grey bars). Right side 

(b): effect of ethylene addition to WGS constant calculated from experimental data at 700°C 

Next to behaviour of separate components as described above reactivity of 

hydrocarbons in mixtures was investigated. Steam reforming of a mixture of methane 

(5vol.%) and ethylene (2.5vol.%) was tested on PtYSZ to test competition effects of 

both hydrocarbons. The conversions of methane and ethylene are shown in Figure 2.9. 

It can be observed that ethylene strongly affects conversion of methane on PtYSZ: 

conversion of methane is limited to less than 10% in presence of ethylene under all 

conditions. 

0

0.1

0.2

0.3

0.4

0.5

0.6

0.7

0.8

0.9

450 500 550 600 650 700 750

T (°C)

C
o

n
v
e

rs
io

n
 (

-)

C2H4

CH4

 

Figure 2.9: Conversions of methane (5vol.%) and ethylene (2.5vol.%) in mxture in steam 

reforming on PtYSZ 
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2.3.4 Pd/YSZ 

Ethane reforming was carried out on Pd/YSZ. Immediate deactivation occurred when 

operating at 5vol% ethane at 600°C. In Figure 2.10, the ethane conversion is shown as 

a function of time on-stream. Conversion of ethane dropped from 38% to around 11% 

during the first three hours. The pressure drop over the reactor increased from 0.1 to 

0.35 bar and the catalyst appeared strongly coked. In experiments with methane, 

Pd/YSZ showed stable conversion at temperatures from 500°C to 700°C (not shown).  

0

0.1

0.2

0.3

0.4

0 50 100 150 200

Reaction Time (min)

C
o

n
v

e
rs

io
n

 (
-)

 

Figure 2.10: Conversion of ethane (5vol.%) in steam reforming on Pd/YSZ at 600°C 

Reforming of ethane on Pd/YSZ led to complete blocking of the reactor. The same 

observation was made by Hegarty et al [22] after reforming of methane for 30 hours 

with higher water/carbon ratio. As ethane causes coking, experiments with ethylene 

would not make sense as ethylene usually leads to even faster formation of coke [9].  

The high coking tendency eliminates Pd as reforming catalyst for combined methane 

coupling/steam reforming process. No further experiments were carried out on this 

catalyst. 
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2.4 Discussion 

2.4.1 Activity of hydrocarbons on Pt and Rh 

The comparative study of methane, ethane and ethylene steam reforming on Pt, Rh 

and Pd on YSZ shows large differences in both reactivity as well as product slate. The 

order of activity of Pt/YSZ was CH4 > C2H6 ≈ C2H4 (Figure 2.6). Interestingly, on 

Rh/YSZ the order of activity was completely different: C2H6 > C2H4 > CH4 (Figure 

2.1). Figure 2.10a illustrates that Rh/YSZ is much more active for ethylene reforming 

as compared to Pt/YSZ; for ethane a similar result is obtained (not shown). The 

conversion of methane on both Pt/YSZ and Rh/YSZ catalysts is shown in Figure 

2.11b. The difference in conversion of methane on both catalysts is much smaller than 

in case of ethylene or ethane  

 

Figure 2.11: Comparison of conversion of ethylene (5vol.%) (a) and conversion of methane 

(10vol.%) (b) in steam reforming on Pt/YSZ and Rh/YSZ  

The C2-hydrocarbons were converted much easier on Rh as complete conversion was 

observed already at 600°C (Figure 2.1). It is obvious that the differences between both 

metals cannot be explained by difference in metal dispersion (Table 2.1), since for 

both catalysts the metal particles are large, ruling out an ensemble effect. The high 

reactivity of Rh towards C2 hydrocarbons relates to findings in literature. Rh shows a 

higher binding strength towards carbon atoms than Pt, indicating a higher reactivity in 

C-C scission reactions [17]. 

Van Broekhoven and Ponec [19] related the reactivity of several metals towards 

higher hydrocarbons to the tendency to form multiple bonds between one carbon atom 

and the metal. It is stated that easy formation of multiple metal carbon bonds can be 

0

0.2

0.4

0.6

0.8

1

1.2

450 500 550 600 650 700 750 800

T (°C)

C
o

n
v
e
rs

io
n

Rh

Pt

0

0.2

0.4

0.6

0.8

1

1.2

450 500 550 600 650 700 750 800

T (°C)

C
o

n
v
e
rs

io
n

Rh

Pt



Chapter 2 

52 

correlated to higher activity in C-C splitting reactions. While rhodium is one of the 

better metals in this respect, Pt is inactive. This explains the observations in the 

present research, that Rh is more active than Pt in ethane and ethylene reforming. 

Pt/YSZ was the most stable catalyst. Pd/YSZ suffered from severe deactivation 

because of coking, while Rh/YSZ showed deactivation by coking only during 

ethylene reforming at temperatures below 600°C. 

For the purpose of developing steam reforming catalysts which are able to convert 

selectively methane in hydrocarbon mixtures with ethane and ethylene, further 

research will be focused on Pt-catalysts. It was shown in Figure 2.9 that presence of 

ethylene can limit conversion of methane significantly. Similar to the water gas shift 

reaction (section 4.2), a blocking effect was noticed in this case. The strong 

adsorption of ethylene leads to low surface coverage of methane and low reaction 

rates of methane. Methane conversion was limited to less than 10% indicating that 

almost no methane adsorption on the catalyst is possible. In chapter 3 of this thesis, 

potassium will be added to Pt steam reforming catalysts and the effects to conversions 

of the hydrocarbons when fed in mixtures will be studied. 

2.4.2 WGS equilibrium 

The water gas shift equilibrium is achieved on Rh/YSZ during reforming of methane 

and ethane (Figure 2.2). This agrees with the results reported by Wei et al. [23], 

claiming that WGS is equilibrated during steam reforming of methane on supported 

metal catalysts. In the present study, too much CO was formed compared to CO2 in 

case of ethylene, suggesting partial hindering of WGS during reforming of ethylene. 

On Pt/YSZ the equilibrium is only reached for methane at temperatures higher than 

650°C (Figure 2.7). In reforming of C2-hydrocarbons and especially ethylene, the 

amount of CO is much too high as compared to the water gas shift equilibrium. 

Probably, CO adsorption on the metal surface is surpressed, as water activation is 

obviously still taking place because steam reforming and WGS both need activation 

of water. Possibly, adsorption of CO is hindered by strongly adsorbed ethylene and 

ethane fragments. This indicates that carbon deposits can be involved during steam 

reforming. 
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The WGS reaction achieved equilibrium on Pt between 500°C and 700°C (Figure 

2.8a) in the absence of hydrocarbons, while this was not the case during steam 

reforming experiments. The fact that water gas shift reaction equilibrated immediately 

when ethylene was switched off (Figure 2.8b) demonstrates that blocking by ethylene 

is fully reversible at 700
o
C. It can be concluded that ethylene blocks sites on the metal 

surface and that the responsible (hydro-)carbon fragments are easily removed.  

2.4.3 Mechanism of steam reforming of ethane on Rh 

The results on Rh/YSZ provide new insights in the mechanisms involved during 

steam reforming of ethane. While on Pt/YSZ only reforming reactions occurred, 

surprisingly methane was one of the major products in case of ethane reforming on 

Rh/YSZ. In literature, it is assumed that the methane formation in reforming of higher 

hydrocarbons occurs through methanation reactions [24, 25]. In this study, however, 

tests of methanation reactions on Rh/YSZ show that essentially only the WGS 

reaction occurs; CO2 and hydrogen are converted into H2O and CO.  Only a small 

amount of CH4 (1% as shown in Figure 2.4) was detected at 600°C. This result 

excludes CO2 methanation (equation (7)) as a source of methane during reforming. In 

addition, the final product composition, containing 3 vol.% CO and 17 vol% H2, also 

proves that methanation with CO (equation (6)) is not significantly contributing under 

these conditions. Consequently, it can be concluded that neither methanation of CO2 

nor CO is responsible for methane formation during ethane reforming, where methane 

yields up to 30% were found.  

However, hydrogenolysis tests at 600°C showed that ethane and hydrogen (under 

conditions comparable to reforming) were converted to methane completely (Figure 

2.4). This is a strong indication that methane formation is due to hydrogenolysis 

during ethane steam reforming. Nevertheless, fast deactivation of Rh/YSZ was 

observed during ethane hydrogenolysis, while methane formation was constant with 

time on stream during ethane steam reforming experiments on the same catalyst. The 

combined hydrogenolysis/reforming experiment (Figure 2.5) indicates that the 

deactivation of the catalyst is much slower in presence of water and that high methane 

concentrations can be detected for several hours. From this, it is proposed that the 

presence of water limits coke formation on the Rh surface and a stable conversion 
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level of ethane to methane is obtained. Generally, it is well a known [9] that presence 

of steam is favorable to avoid coke formation. 

Addition of hydrogen in the combined experiment increased the methane yield as 

compared to the standard ethane reforming experiment (Figure 2.5). Hydrogenolysis 

can occur throughout the reactor when hydrogen is added to the feed. During ethane 

reforming however, hydrogenolysis is only possible after hydrogen is produced from 

ethane and water. Therefore, addition of hydrogen to the feed significantly increases 

the methane yield. Furthermore, it can be concluded that ethane hydrogenolysis 

contributes as a consecutive reaction during ethane steam reforming on Rh/YSZ as 

schematically shown in scheme 2.1. Methanation does not significantly contribute to 

the production of methane (Figure 2.4), in contrast to propositions in literature [24, 

25].  The conclusions on the reaction network based on experimental evidence are in 

full agreement with thermodynamics. Ethane and hydrogen can be completely 

converted to methane between 300°C and 800°C. In contrast, equilibrium yield of 

methanation is only 1.7% at 600°C, confirming that methanation is not significantly 

contributing.          

 

Scheme 2.1: Reactions taking place during ethane steam reforming on Rh/YSZ 
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2.5 Conclusion 
This comparative study of methane, ethane and ethylene steam reforming on Pt, Rh 

and Pd on YSZ shows substantial differences between the catalytic properties of the 

metals. Both reactivity and composition of products vary. The order of activity on Rh 

was C2H6 > C2H4 > CH4. On Pt, methane reacted faster than the C2 hydrocarbons: 

CH4 > C2H6 ≈ C2H4. Concerning the target process of methane coupling combined 

with reforming, Pt is considered the most promising metal because C2 hydrocarbons 

are converted less then methane. Additionally, Pt/YSZ is the most stable catalyst. 

When fed in mixture with ethylene methane conversion was limited on PtYSZ. 

On Pt/YSZ, the steam reforming reactions resulted in synthesis gas exclusively. 

However, more importantly, in this study all the occurring reactions during ethane 

steam reforming on Rh/YSZ have been elucidated. Additionally to synthesis gas, 

methane was formed during steam reforming of ethane on Rh/YSZ. It was shown that 

hydrogenolysis of ethane occurred on this catalyst as a consecutive reaction, 

converting hydrogen produced in ethane steam reforming via hydrogenolysis of 

unconverted ethane. This shows that effective steam reforming of higher 

hydrocarbons can only be achieved when the activity for hydrogenolysis is also 

considered to avoid production of methane. 
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Influence of potassium on the competition between 
methane and ethane in steam reforming over Pt 

supported on yttrium-stabilized zirconia 

Abstract 

The effect of addition of potassium to Pt supported on yttrium-stabilized-zirconia 

(PtYSZ) catalyst for steam reforming of methane, ethane and methane/ethane 

mixtures was explored. Addition of potassium has a positive effect on preferential 

steam reforming of methane in mixtures of methane and ethane over PtYSZ catalysts. 

The activity of potassium modified catalysts increased with time-on-stream during 

steam reforming of mixtures of methane and ethane, while the ratio of reaction rates 

of methane and ethane remained constant. Most importantly, it was demonstrated that 

the presence of potassium prevents competition between methane and ethane during 

steam reforming. The reaction rate ratio in methane/ethane mixtures is changed from 

preferential ethane reforming on PtYSZ towards preferential methane conversion as a 

result of addition of potassium.  
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3.1 Introduction 
Natural gas, mainly consisting of methane, is available in large quantities and is 

becoming one of the major resources for energy and chemicals. A new concept for 

utilization of methane is proposed in this study, as discussed in detail in earlier work 

[1]. Shortly, the intention is to combine oxidative coupling and inevitable combustion 

with reforming reactions of methane (equations (1) to (4)) in one multifunctional auto 

thermal reactor. This should lead to production of ethylene and synthesis gas in one 

auto thermal process, in which the energy released in reactions (1) and (2) is used to 

reform methane through reactions (3) and (4). 

CH4 + ½ O2 → ½ C2H4 + H2O ∆H°298 = -140 kJ/mol  (1) 

CH4 + 2 O2 → CO2 + 2 H2O ∆H°298 = -801 kJ/mol (2) 

CH4 + H2O → 3 H2 + CO ∆H°298 =  206 kJ/mol (3) 

CH4 + CO2 → 2 H2 + 2 CO ∆H°298  =  247 kJ/mol (4) 

For the complete process, two catalysts are needed, one for oxidative coupling and 

one for the reforming reaction. The main focus in the current work is on the reforming 

steps (3+4) of the mixture produced in the oxidative coupling. In addition to ethylene, 

also ethane is produced during oxidative methane coupling. The oxidative coupling 

reaction thus leads to a mixture of unreacted methane and produced ethane and 

ethylene, plus CO, CO2 and H2O from the combustion reaction. 

Due to the high temperature necessary for oxidative coupling (700°C), most of the 

CO2 reacts to CO through the reversed water gas shift reaction, producing water next 

to CO. Therefore, the H2O concentration will be much higher than the CO2 

concentration, making the steam reforming reaction (3) more relevant than the dry 

reforming reaction (4).  

Steam reforming of the product stream from oxidative coupling leads to competition 

between methane, ethane and ethylene. All these hydrocarbons can be easily steam-

reformed [2]. The main challenge in this project is, therefore, to prevent or limit the 

steam reforming of ethane and ethylene, while methane should be effectively 
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converted. The relevant temperature window is between 700°C and 800°C, because of 

the integrated operation of oxidative coupling. 

Pt supported on zirconia proved to be a stable catalyst in steam and dry reforming of 

methane [3-6]. In earlier research [1], Pt supported on yttrium stabilized zirconia 

(YSZ) was found to be the most suitable metal catalyst for steam reforming of single 

reactants. Compared to Rh and Pd, PtYSZ showed the highest relative activity 

towards methane, for separate reforming of methane, ethane and ethylene. The 

relatively low reactivity of Pt towards ethane was in agreement with earlier results by 

Sinfelt et al. [7-9], reporting low activity of Pt in ethane hydrogenolysis, as compared 

to Rh. It was also found that methane hardly reacted in steam reforming when mixed 

with ethylene, which was attributed to strongly adsorbed ethylene fragments blocking 

the active Pt sites. Also carbon formation is an issue in steam reforming of ethylene 

[1, 2].  

In literature, it is claimed that K prevents carbon formation on Ni catalysts by 

blocking step sites which are believed to be the nucleation sites for graphite 

formation [10]. In addition, potassium present on Ni catalysts enhances coke 

gasification [11]. For Ni/Al2O3, Juan-Juan et al [12] found decreasing activity in 

methane dry reforming with increasing potassium concentration in the catalyst. A 

reduction in catalytic activity by potassium was also confirmed by Trimm [13] and 

Rostrup-Nielsen [14]. The activity of Ni/MgO-Al2O3 for methane steam reforming 

was reported to decrease by 85% when 1.1wt% of K was added [15]. In short, 

addition of K to Ni catalyst decreases steam reforming activity and limits carbon 

formation and deactivation. Decreasing reforming activity by addition of potassium 

was also found on Rh/La-Al2O3 [16].  

However, the effect of potassium on Pt catalysts on steam reforming of methane and 

ethane has not been reported so far. This study explores the effect of K addition to 

PtYSZ on catalyst activity and stability, for steam reforming of both ethane and 

methane as well as ethane/methane mixtures. 
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3.2 Experimental 
Yttrium stabilized zirconia (YSZ), obtained from TOSOH (TZ-8Y) was used as 

support and was modified with 2 and 4wt.% potassium. 15g of YSZ was impregnated 

with 15 ml of an aqueous K2CO3 solution, containing resp. 0.5 or 1g of K2CO3 and 

calcined in synthetic air (30ml/min) for 4 hours at 600°C (temperature ramp 

5°C min
-1

). 

Subsequently, 1wt% of Pt was impregnated on 10g of support with a H2PtCl6 (Alfa 

Aesar) solution containing 0.01g Pt per ml aqueous solution. PtYSZ was calcined at 

750°C. The potassium modified samples were calcined at two different temperatures, 

700°C and 750°C respectively. Catalysts were calcined in synthetic air (30ml/min) 

during 15h (ramp 5°C min
-1

). Next to PtYSZ, four potassium modified catalysts were 

prepared, designated by initial potassium content (wt.%) and calcination temperature: 

Pt2K700, Pt2K750, Pt4K700 and Pt4K750.  

Activity tests were carried out in a micro reactor flow setup. The reactor consisted of 

a quartz tube with inner and outer diameter of respectively 4 and 6mm. 200mg of 

catalyst was loaded between quartz wool plugs. Catalyst particles with a diameter 

between 0.3 and 0.6mm were used, resulting in a pressure drop around 0.1bar. The 

samples were heated to 500°C in argon and reduced in 2.5vol.% H2 (Indugas 5.0) / Ar 

for 1h (flow rate: 200ml/min) before measuring the catalytic performance. No 

significant activity for steam reforming of methane and ethane was found for the 

support material YSZ at 700°C. Also the occurrence of gas phase reactions could be 

excluded based on experiments with quartz particles of 0.3 to 0.6 mm. 

Methane (Hoekloos 4.5) and ethane (Indugas 4.0) were mixed with argon (Hoekloos 

5.0) to a total flow rate of 200ml.min
-1

, to ensure a constant space velocity In the first 

series of experiments 2.2vol.% of ethane and 5vol.% of methane were used at a 

reaction temperature of 700°C. For comparison, identical concentrations were also 

applied separately in additional experiments with a single hydrocarbon. In the second 

series of experiments, methane and ethane concentrations and ratios were varied.  

Water was added to the gas mixtures via a double saturation step: the gas stream was 

bubbled through water at 65°C in the first saturator, followed by condensation at 55°C 
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in a second saturator. This led to a stable water concentration of 12vol.%, resulting in 

a water/carbon ratio above 1 for all experiments. The product and reactant gas 

composition was analyzed with a Varian 3800 Gas Chromatograph equipped with two 

columns (Molsieve 5A and PoraPlotQ) and two TCD detectors. Water was analyzed 

in the PoraPlotQ column; the molsieve column was protected against water by a 

PoraPlotQ pre-column and a backflush system. 

Elemental composition of the catalysts was determined with XRF on a Philips PW 

1480 X-ray spectrometer.  
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3.3 Results 

3.3.1 Catalyst characterisation 

Table 3.1 shows the platinum and potassium contents of the samples as determined 

with XRF. The Pt content is similar for all catalysts and remained unchanged during 

reaction. The potassium content is shown for both fresh catalysts and after 20h and 

85h time-on-stream (TOS). The initial content varies with calcination temperature: 

calcination at 700°C results in a higher potassium content than calcination at 750°C. 

All catalysts lost potassium during reaction. However, analysis of Pt4K700 after 85 

hours of testing showed that the potassium content remained stable after 20 hours 

TOS.  

Table 3.1: Platinum and potassium contents of the applied catalysts as determined with XRF. 

Catalyst Wt.% Pt 
Wt.% K 

(initial) 

Wt.% K 

(20h) 

Wt.% K 

(85h) 

PtYSZ 1.04 ± 0.03 - - - 

Pt2K700 1.05 ± 0.03 1.05 ± 0.03 0.45 ± 0.01 - 

Pt2K750 0.96 ± 0.03 0.77 ± 0.02 0.35 ± 0.01 - 

Pt4K700 1.03 ± 0.03 2.05 ± 0.06 0.90 ± 0.03 0.90 ± 0.03 

Pt4K750 1.01 ± 0.03 1.60 ± 0.05 0.85 ± 0.03 - 

 

3.3.2 Activity testing  

The steam reforming activity was measured with a mixture of methane (5vol.%) and 

ethane (2.2vol.%). The reaction rates for both methane and ethane for a 20 hour 

period TOS are shown in Figure 3.1. Figure 3.1A shows the results for the unmodified 

Pt supported on yttrium stabilised zirconia (YSZ). The maximum reaction rate for 

ethane and methane was found during the initial stage of the experiment and the 

catalyst deactivated with about 30% in 20h for both reactants. The conversion at the 

initial stage was 70% for ethane and 28% for methane. The ratio between methane 

and ethane reaction rate remained constant at 0.81. 
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Figure 3.1: Reaction rates of a mixture of methane (♦, 5vol.%) and ethane (○,  2.2vol.%) in steam 

reforming on PtYSZ (A) , Pt2K700 (B), Pt2K750 (C), Pt4K700 (D) and Pt4K750 (E) 

Figure 3.1B to Figure 3.1E show the results of the steam reforming experiments with 

the methane/ethane mixture on the potassium-modified catalysts. These four catalysts 

showed a low initial activity for both reactants, but activity significantly increased 

during several hours. This phenomenon will be referred to as “activation” in the 

remainder of this paper. 

The samples with the lower potassium amounts, namely Pt2K700 and Pt2K750 

(Figure 3.1B and Figure 3.1C), activated within 200 minutes. After activation, 

methane and ethane reaction rates were fairly constant. A 10% decrease in the 

reaction rate in the final 800 minutes was noticed in the case of Pt2K700 (Figure 

3.1B), while Pt2K750 (Figure 3.1C) showed a stable activity. The reaction rates 
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measured on Pt4K700 and Pt4K750 are shown in Figure 3.1D and Figure 3.1E. The 

activation for these two catalysts took longer, especially in case of Pt4K700, 

observing increasing activity during 1000 minutes. Continuation of the experiment for 

another 600 minutes showed no further changes in reaction rates (not shown). No 

deactivation was observed for both Pt4K700 and Pt4K750. The conversions of 

methane and ethane at maximum activity for Pt4K700 were 24% and 48%, 

respectively. 
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Figure 3.2: Overview of steam reforming reaction rates after stabilization in a mixture of 

methane (5vol.%) and ethane (2.2vol.%) for the catalysts shown in Figure 3.1 

Figure 3.2 presents a comparison of the maximal reaction rates for both methane and 

ethane for all catalysts. The unmodified PtYSZ showed the highest activity expressed 

in mol per gram of catalyst per second. Both initial and final potassium content 

increases from left to right in Figure 3.2, and there is no obvious relation between the 

potassium content and the maximum rates. The maximum activity for the samples 

calcined at 700°C (Pt4K700 and Pt2K700) is 1.25 times higher than for the equivalent 

catalysts calcined at 750°C (Pt4K750 and Pt2K750). Interestingly, the relative 

reactivity of methane and ethane in the mixture is clearly influenced by the presence 

of potassium. As shown in Table 3.2, increasing the K concentration causes the ratio 

of reaction rates between methane and ethane (rate CH4/ rate C2H6) to increase. 
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Table 3.2: Ratio of methane and ethane reaction rate on unmodified PtYSZ and potassium 

modified catalysts (5vol.% CH4 / 2.2vol.% C2H6) . 

Catalyst Ratio CH4/C2H6 converted 

PtYSZ 0.81 ± 0.01 

Pt2KYSZ750 1.00 ± 0.02 

Pt2KYSZ700 1.02 ± 0.02 

Pt4KYSZ750 1.07 ± 0.02 

Pt4KYSZ700 1.12 ± 0.02 
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Figure 3.3: Reaction rates of methane (5vol.%) and ethane (2.2vol.%), when fed as a mixture 

versus fed separately on PtYSZ (left) and Pt4K700 (right). 

In Figure 3.3, the reaction rates obtained with methane/ethane mixtures are compared 

with the reaction rates measured when feeding separately 5vol.% of methane or 

2.2vol.% ethane for PtYSZ and Pt4K700. These experiments were performed with 

fully activated Pt4K700 and with fresh PtYSZ, respectively. The results clearly show 

that, operating with methane only, PtYSZ is almost 3 times as active for methane 

reforming as compared to feeding a mixture of methane and ethane. Interestingly on 

Pt4K700, the same effect is much smaller (factor 1.25). Moreover, while using the 

mixture both catalysts show similar methane and ethane conversion rates, Pt4K700 is 

about 2.5 times less active than PtYSZ for methane reforming when methane only is 

fed. For ethane the differences between operating with a mixture and separate feed are 
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smaller: the reaction rate of ethane fed separately is 1.23 times higher for PtYSZ and 

1.18 times higher for Pt4K700 compared to the ethane conversion rate in the mixture.  

Since the observed reaction rates of methane and ethane strongly depend on feed 

composition, a more detailed comparison of the effect of the composition of the 

mixtures on the performance of both catalysts is presented below. 

Both catalysts were tested with varying ethane concentrations (0.74vol.% to 2.2vol.%) 

while keeping the methane concentration constant (7.7vol.%). The choice for these 

concentrations was based on keeping the carbon to H2O ratio as close as possible to 1. 

In fact, it varies from 1.2 to 1.0. Pt4K700 was tested after activation and stabilization. 

To avoid influences of catalyst deactivation on PtYSZ, a water/Ar mixture was fed at 

reaction conditions for 15 minutes between measurements. This treatment was 

sufficient to fully reactivate the catalysts. Data were measured in random order and 

initial activities are reported for PtYSZ. The reaction rates and conversion for 

methane and ethane at 700°C are shown in Figure 3.5A (PtYSZ) and Figure 3.5B 

(Pt4K700).  
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Figure 3.4A: Reaction rates and conversions for methane and ethane reforming on PtYSZ (A) in 

mixtures with constant methane concentration (7.7vol.%), varying the ethane concentration 

(0.74 – 2.2vol.%) 
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Figure 3.5B: Reaction rates and conversions for methane and ethane reforming on Pt4K700 (B) 

in mixtures with constant methane concentration (7.7vol.%), varying the ethane concentration 

(0.74 – 2.2vol.%) 

For PtYSZ a high reaction rate for methane was observed at low ethane concentration 

(left side Figure 3.5A). The methane reaction rate reduced dramatically by a factor 4 

when the ethane concentration was increased from 0.74 to 2.2vol.%. The methane 

conversion decreased from 46% to 11% in this range. No trend was observed in the 

ethane reaction rate and conversion. At low concentrations (0.74 and 1.2vol.%), 

ethane conversion was above 90%. Ethane conversion decreased to around 37%, 

when increasing the ethane concentration to 2.2vol.%. Further, the total number of 

hydrocarbon molecules converted per time over PtYSZ decreases with increasing 

carbon concentration in the feed.  

On Pt4K700, the methane reaction rate was almost unaffected by increasing ethane 

concentration (Figure 3.5B), in contrast to PtYSZ. Only at the highest ethane 

concentration (2.2vol.%), methane reaction rate decreased by 10%. This almost 

constant reaction rate of methane also induces a constant conversion of 21% for the 

three lower concentrations of ethane, decreasing slightly to 19% when increasing 

ethane concentration to 2.2vol.%. The ethane reaction rate showed a linear increase 

with increasing concentration. Ethane conversion was constant around 45%. This 

indicates apparent first order behaviour of ethane reforming when fed together with 



Influence of potassium on reforming of methane and ethane 

69 

methane. Finally, in contrast to PtYSZ, the total number of molecules converted per 

time increased with increasing carbon concentration on Pt4K700. 

The reaction rate of methane was higher than that of ethane on Pt4K700 for all 

conditions used in this series of experiments. Thus, Pt4K700 converts more methane 

than ethane when methane is present in excess. To investigate the behaviour of this 

catalyst with similar methane and ethane concentrations, methane concentrations were 

varied between 2.4 to 7.7vol.%, keeping the ethane concentration constant at 

2.2vol.%. The results are shown in Figure 3.6. Other experiments (not shown here) 

demonstrated that changing the water to carbon ratio in this range did not influence 

reaction rates found on Pt4K700.  
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Figure 3.6: Reaction rates and conversion for methane and ethane on Pt4K700 in mixtures with 

constant ethane concentration (2.2vol.%) and variable methane concentration (2.4 – 7.7vol.%) 

In the experiments shown in Figure 3.6, clearly the ethane reaction rate was hardly 

affected when increasing the methane concentration. Thus, the conversion of ethane 

was almost constant, only decreasing from 46% to 42% with increasing methane 

concentration from 2.4 to 7.7vol.%. Further, the reaction rate of methane increased 

linearly with methane concentration, indicating apparent first order in methane. 

Again, the total number of molecules converted increased with increasing 

hydrocarbon concentration.  
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Figure 3.7 shows the ratio of methane to ethane rates of conversion for PtYSZ and 

Pt4K700 as a function of the inlet CH4/C2H6 ratio from experiments, varying both 

CH4 and C2H6 concentrations. Only at very high methane/ethane inlet ratio (10.4), 

PtYSZ converts more methane than Pt4K700. In agreement, reforming of methane 

only (Figure 3.3) shows a higher reaction rate on the unmodified catalyst. For all other 

conditions, Pt4K700 showed an improved methane to ethane ratio.  
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Figure 3.7: Ratio of reaction rates of methane/ethane as a function of methane/ethane feed ratio 

in steam reforming on PtYSZ and Pt4K700 
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3.4 Discussion 
The addition of potassium to Pt supported on yttrium stabilised zirconia (YSZ) 

showed several effects on the catalytic performance in steam reforming of ethane and 

methane: 1. activation with TOS was observed, 2. maximum catalyst activity 

decreased, 3. the ratio between methane and ethane reaction rates changed and 4. the 

competition between hydrocarbons decreased. Each of these phenomena will be 

discussed below. 

3.4.1 Activation behaviour of potassium modified catalysts 

Clearly, the activity of the potassium modified catalysts increased with TOS, (Figure 

3.1B to Figure 3.1E), while the unmodified catalyst deactivated during the whole 

experiment (Figure 3.1A). The time needed for activation is determined by the initial 

potassium content: with more potassium added, the time needed to reach steady state 

increased. Catalysts calcined at 700°C had a higher initial potassium content than the 

catalysts calcined at 750°C (Table 3.1) and consequently showed a longer activation 

period, ranging from 200 to 800 minutes. It was also found that potassium was 

removed during the activation process (Table 3.1). This can be explained by 

evaporation of K via the formation of volatile hydroxides at temperatures around 

700°C [17]. It should be noted that after the activation period no further potassium 

evaporation between 20 and 85 hours of reaction (Table 3.1) was detected for 

Pt4K700. Although the concentration of K stabilized, very slow removal of K cannot 

be excluded, as the maximal time-on-stream was limited to 85 hours in this study. 

It was noticed that the unmodified PtYSZ deactivated with TOS, whereas potassium 

addition led to a stable performance after an initial activation period (Figure 3.1A to 

Figure 3.1E). It is well known that potassium promotes the activation of water [18, 

19], which helps to remove hydrocarbon fragments from the surface. This could 

explain stable performance over a longer period of time, in agreement with the 

observation that PtYSZ could be easily regenerated in a stream of 12vol.% water in 

Argon for 15 minutes at 700°C.  

3.4.2 Activity of the catalysts 

Figure 3.3 clearly shows a lower activity for the stabilized potassium modified 

catalysts during steam reforming of the single hydrocarbons ethane and methane as 
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compared to the unmodified PtYSZ catalyst. Potassium addition decreased the activity 

for methane decreased by 60%, while for ethane the effect was somewhat less, about 

33%. In ethane/methane mixtures, the effect of added potassium is only visible at 

relative low ethane/methane ratios (Figure 3.5). The decreased activity is in agreement 

with results of Trimm and Rostrup-Nielsen [13, 14], who reported lower reactivity by 

more than one order of magnitude when adding potassium to Ni catalysts on several 

supports.  

3.4.3 Influence of potassium on reaction ratio of CH4/C2H6 

The relative reactivity of methane and ethane is also influenced by potassium as 

shown in Figure 3.1A to Figure 3.1E and Table 3.2. It appears that the unmodified 

catalyst converted more ethane than methane (Figure 3.1A). The reaction rate of 

methane was close to the ethane reaction rate for low potassium amounts (Figure 3.1B 

and Figure 3.1C). For higher potassium amounts, the methane reaction rate is even 

higher than the ethane reaction rate (Figure 3.1D and Figure 3.1E). Interestingly, for 

all catalysts, a constant ratio of reaction rates of methane and ethane was found during 

the experiments. In addition, Figure 3.7 shows that the actual ratio of methane/ethane 

rates of conversion depends on the inlet methane/ethane ratio. Pt4K700 converts more 

methane than PtYSZ, when the methane/ethane inlet ratio is below 10. However, 

PtYSZ is more active for methane than Pt4K700 in case of high excess of methane. 

This agrees with Figure 3.3 showing higher methane reaction rates on PtYSZ when no 

ethane is present.  

In Figure 3.8, the ratio of methane and ethane reaction rates from Table 3.2 is related 

to the potassium content for all catalysts in the activated state (Table 3.1). A linear 

relationship was found between the ratio of reaction rates of methane and ethane and 

the potassium content in the activated state. Moreover, the additional potassium 

present in the fresh catalyst, which evaporates during activation, does not influence 

the ratio between methane and ethane reaction rate, since this was constant during 

activation (Figure 3.1B to Figure 3.1E).  
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Figure 3.8: Ratio of methane reaction rate and ethane reaction rate, related to PtYSZ and 

potassium modified catalysts in activated state 

3.4.4 Competition effects in hydrocarbon mixtures 

Finally, addition of ethane had a drastic effect on the conversion of methane on 

PtYSZ (Figure 3.3, Figure 3.5A). Ethane and methane obviously compete for the 

same reactive Pt-sites and limit each others conversion: conversions of both 

components decreased. Consequently, high conversion of methane on Pt/YSZ is only 

possible in the absence of ethane and at low ethane concentrations (Figure 3.3, Figure 

3.5A). 

On Pt4K700, this behaviour was not observed. Methane and ethane seem to react 

independently and both showed first order behaviour when mixed (Figure 3.5B, 

Figure 3.6). Within the applied concentration range, increasing the concentration of 

one component hardly affected the other component’s reaction rate. Further, Figure 

3.3 shows that the reaction rates of methane or ethane separately on an activated 

potassium catalyst are similar to the rates in the mixture.  

The initial aim of this study was to find a catalyst in which methane is effectively 

converted while the steam reforming of ethane is limited. The present results show 

that indeed the ratio of methane reaction rate to ethane reaction rate is improved when 

adding potassium to PtYSZ, via suppression of competition effects between the two 

reactants. As a result methane conversion is boosted compared to ethane. 
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Unfortunately, ethane conversion is hardly suppressed by the addition of potassium. A 

catalyst that clearly suppresses ethane conversion would be needed to make the 

overall concept of oxidative coupling combined with steam reforming applicable.  

Nevertheless, the results show an unexpected effect of potassium on the catalytic 

behaviour of supported platinum catalysts. The most important conclusion in this 

respect is that potassium is able to prevent competitive behaviour between methane 

and ethane. The origin of this intriguing effect is currently investigated by 

characterization with FT-IR spectroscopy and will be the scope of a future 

publication. 

 

3.5 Conclusion 
The addition of potassium has a significant effect on the steam reforming of methane 

and ethane. Similar to results on Ni catalysts reported in literature, potassium 

improves catalyst stability at the expense of decreasing catalyst activity. The 

potassium modified catalysts activated with TOS which was attributed to partial 

potassium evaporation during steam reforming. Importantly, this study shows that the 

steam reforming rates of methane and ethane are affected quite differently by the 

presence of potassium. Potassium prevents inhibition of methane steam reforming by 

the presence of ethane. The reaction rate ratio in methane/ethane mixtures is changed 

from preferential ethane reforming on PtYSZ towards preferential methane 

conversion as a result of addition of potassium.  
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The effect of potassium addition to Pt supported 
on YSZ on steam reforming of mixtures of methane 

and ethane 

Abstract 

The influence of potassium addition on Pt supported on yttrium-stabilized zirconia 

(YSZ) was studied with FT-IR CO adsorption and CO FT-IR TPD, in order to 

understand the effect of potassium on the performance of the catalyst in reforming of 

mixtures of methane and ethane. Potassium modification of PtYSZ strongly 

influenced the conversion and rate determining steps in methane and ethane in steam 

reforming. Water activation is the rate determining step on PtYSZ, resulting in high 

surface coverage of hydrocarbon fragments during steam reforming of mixtures of 

methane and ethane. This led to blocking of active sites by ethane fragments and 

consequently low conversion of methane. If potassium is added to the catalyst, 

hydrocarbon activation on Pt is rate determining, resulting in low surface coverage of 

methane and ethane. As a result, competition effects of methane and ethane 

diminished on potassium modified PtYSZ, enabling simultaneous conversion of 

methane and ethane. The weakening of the interaction of the hydrocarbons with the Pt 

surface as a result of potassium addition is supported by the fact that the interaction 

with CO is weakened, as observed with FT-IR TPD. 
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4.1 Introduction 
Natural gas, mainly consisting of methane, is available in large quantities and is 

becoming one of the major resources for energy and chemicals. A new concept for 

utilization of methane has been proposed by us, as discussed in detail in earlier work 

[1, 2]. Shortly, the intention is to combine oxidative coupling and inevitable 

combustion with reforming reactions of methane (equations (1) to (4)) in one 

multifunctional auto thermal reactor. This should lead to production of ethylene and 

synthesis gas in one auto thermal process, in which the energy released in reactions 

(1) and (2) is used to reform methane through reactions (3) and (4).  

CH4 + ½ O2 → ½ C2H4 + H2O ∆H°298 = -140 kJ/mol  (1) 

CH4 + 2 O2 → CO2 + 2 H2O ∆H°298 = -801 kJ/mol (2) 

CH4 + H2O → 3 H2 + CO ∆H°298 =  206 kJ/mol (3) 

CH4 + CO2 → 2 H2 + 2 CO ∆H°298  =  247 kJ/mol (4) 

For the complete process, two catalysts are needed, one for oxidative coupling and 

one for the reforming reaction. This paper reports about the steam reforming step (3) 

of the mixture produced in the oxidative coupling, containing methane, ethane and 

ethylene. All these hydrocarbons are reactive in steam-reforming [3]. The main 

challenge in this project is to prevent or limit the steam reforming of ethane and 

ethylene, while methane should be effectively converted.  

Pt supported on zirconia proved to be a stable catalyst in steam and dry reforming of 

methane [4-7]. In earlier research [2], Pt supported on yttrium stabilized zirconia 

(YSZ) was found to be the most suitable metal catalyst for steam reforming of single 

reactants. However, in mixtures of hydrocarbons methane conversion was suppressed 

by presence of ethane or ethylene [1]. It also was demonstrated that the presence of 

potassium on PtYSZ (Pt4K700) prevents competition between methane and ethane 

during steam reforming and relatively more methane can be converted [1]. In 

accordance with literature [8-12], potassium modified catalysts initially showed low 

activity. Potassium modified catalysts activated with TOS (Time On Stream), which 
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was attributed to partial evaporation of potassium during steam reforming. In the 

present paper, the characterization of the catalysts is discussed. 

An easily accessible technique to study the surface properties of supported platinum 

catalysts is the adsorption of CO [13-15] (and references therein). The addition of 

potassium to noble metal catalysts is known to influence the electronic structure of the 

surface atoms via modification of the metal particle potential [16-20]. In turn, the 

electronic properties of the metal particle have been related to their catalytic 

properties in hydrogenolysis, hydrogenation and oxidation reactions [13-15, 21]. 

Usually characterization studies are performed on small metal particles (few 

nanometers). However, in the present study, the relevant temperature window for 

steam reforming is between 700°C and 800°C, because of the integrated operation of 

reforming and oxidative coupling. This means that Pt particles are relatively large (10-

100 nm); with the lower number of surface sites characterization becomes a 

challenging issue. 

In this paper, reactivity of methane and ethane in steam reforming on PtYSZ and 

potassium modified PtYSZ is investigated and the catalysts are characterized with FT-

IR spectroscopy. TPD of CO on unmodified PtYSZ and potassium modified PtYSZ is 

used to estimate trends in the adsorption strength of methane and ethane. Also 

reaction kinetics of steam reforming of mixtures of methane and ethane on PtYSZ and 

Pt4K700 are investigated and related to the characterization data, resulting in an 

explanation why potassium is preventing reactant competition between methane and 

ethane.  
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4.2 Experimental 
Yttrium stabilized zirconia (YSZ), obtained from TOSOH (TZ-8Y) was used as 

support and was modified with 4wt.% potassium. About 15g of YSZ was impregnated 

with 15 ml of an aqueous K2CO3 solution, containing 1g of K2CO3 and calcined in 

synthetic air (30ml/min) for 4 hours at 600°C (temperature ramp 5°C min
-1

). 

Subsequently, 1wt% of Pt was impregnated on 10g of support with a H2PtCl6 (Alfa 

Aesar) solution containing 0.01g Pt per ml aqueous solution. PtYSZ was calcined at 

750°C. The potassium modified samples were calcined at two different temperatures, 

700°C and 750°C respectively. Catalysts were calcined in synthetic air (30ml/min) 

during 15h (ramp 5°C min
-1

). Next to PtYSZ, two potassium modified catalysts were 

used, designated by initial potassium content (wt.%) and calcination temperature: 

Pt4K700 and Pt4K750.  

Activity tests were carried out in a micro reactor flow setup. The reactor consisted of 

a quartz tube with inner and outer diameter of respectively 4 and 6mm. Catalyst 

particles with a diameter between 0.3 and 0.6mm were used, resulting in a pressure 

drop around 0.1bar, when 200mg of catalyst was loaded between quartz wool plugs. 

The samples were heated to 500°C in argon and reduced in 2.5vol.% H2 (Indugas 5.0) 

/ Ar for 1h (flow rate: 200ml/min) before measuring the catalytic performance. No 

significant activity for steam reforming of methane and ethane was found for the 

support material YSZ at 700°C. Also the occurrence of gas phase reactions could be 

excluded based on experiments with quartz particles of 0.3 to 0.6 mm. 

Methane (Hoekloos 4.5) and ethane (Indugas 4.0) were mixed with argon (Hoekloos 

5.0) to a total flow rate of 200ml.min
-1

. Measurements were performed at 700°C. 

Water was added to the gas mixtures with a Bronkhorst controlled evaporator mixer 

(CEM) in combination with a Liquiflow controller. To ensure constant space velocity, 

Ar flow was adjusted when water concentrations were changed. A 15 minute 

treatment of 11 vol.% water in Argon was applied between the separate experiments 

on PtYSZ to regenerate the catalyst. The product and reactant gas composition was 

analyzed with a Varian 3800 Gas Chromatograph equipped with two columns 

(Molsieve 5A and PoraPlotQ) and two TCD detectors. Water was analyzed in the 

PoraPlotQ column; the Molsieve column was protected against water by a PoraPlotQ 
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pre-column and a backflush system. Argon was used as internal standard to correct for 

volume changes during reaction. 

Elemental composition of the catalysts was determined with XRF on a Philips PW 

1480 X-ray spectrometer. The structure of the catalysts was studied with X-ray 

diffraction with a Philips PW1830 diffractometer using Cu Kα radiation, 

λ=0.1544nm. XRD was performed in reflection geometry in the 2θ range between 20° 

and 70°. Average Pt particle size was estimated using the Scherrer equation [22]. 

Before XRD analysis of spent catalysts, samples were cooled to room temperature in 

He and exposed to air. 

The transmission FT-IR CO adsorption measurements were carried out on a Bruker 

Vector 22 with MCT detector. A self supporting pellet was pressed, using 15 mg of 

the catalyst. Before measurements the samples were reduced in 5 vol.% H2 at 400°C 

and subsequently cooled to room temperature in He. CO (Linde Gas 4.7) was 

absorbed at room temperature and subsequently desorbed with a heating rate of 

2°C/min. 
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4.3 Results 

4.3.1 Catalyst characterization 

It was reported in an earlier paper [1] that potassium modified catalysts activated with 

time on stream during reforming of methane and ethane mixtures. The reaction rates 

initially increased and stabilized after 200 to 800 minutes of reforming of the methane 

and ethane mixture (a longer activation period was required with higher initial 

potassium content of the catalysts). The initial period of increasing activity will be 

referred to as “activation” in this paper. Potassium modified catalysts tested or 

characterized after activation are indicated with “act”. Catalysts indicated with “fresh” 

were tested or characterized directly after calcination. The unmodified PtYSZ was 

tested and characterized in fresh state. PtYSZ showed initially the highest activity and 

slowly deactivated as a result of carbon formation [1]. After measuring the 

performance of PtYSZ for one specific set of experimental conditions, the catalyst 

was regenerated following the procedure described in [1], before the next experiment 

was performed. 

Table 4.1 shows the Pt particle size for all catalysts, measured by XRD-Line 

Broadening. All catalysts show Pt particles between 30 and 40 nm. Calcination of 

potassium modified PtYSZ at 700°C results in smaller Pt particles than calcination at 

750°C (Table 4.1). It is also shown in Table 4.1 that Pt particle size remained 

unchanged during activation for both Pt4K700 and Pt4K750.  

Potassium contents of fresh and used catalysts, as measured with XRF before and 

after steam reforming reaction, are given in Table 4.1. The potassium samples were 

initially impregnated with 4wt.% of potassium, and it was observed that calcination 

temperature influences the remaining potassium content. Calcination at 700°C leads 

to 2.05wt.% of potassium, Calcination at 750°C results in only 1.6 wt.% remaining. 

About 50% of the potassium is lost on Pt4K700 and Pt4K750 during activation.  
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Table 4.1: Pt particle size determined by XRD and potassium content determined by XRF for 

PtYSZ, Pt4K700act, Pt4K700fresh, Pt4K700act and Pt4K750initial 

Catalyst Pt content wt.% 
Average Pt particle 

size 
Potassium content wt.% 

PtYSZ* 1.04 ± 0.03 32 ± 1 nm - 

Pt4K700act 1.03 ± 0.03 30 ± 2 nm 0.90 ± 0.03 

Pt4K700fresh 1.03 ± 0.03 31 ± 3 nm 2.05 ± 0.06 

Pt4K750act 1.01 ± 0.03 38 ± 3 nm 0.85 ± 0.03 

Pt4K750fresh 1.01 ± 0.03 38 ± 3 nm 1.60 ± 0.05 

*calcined at 750°C 

The FT-IR spectra of adsorbed CO to characterize the accessible Pt surface are shown 

in Figure 4.1. Results of potassium modified samples are shown here for Pt4K700. 

For all samples 15 mg of catalyst was used.  

 

Figure 4.1 FT-IR CO adsorption spectra at room temperature for PtYSZ, Pt4K700fresh and 

Pt4K700act 

PtYSZ, Pt4K700act and Pt4K700fresh all showed a band at 2081 cm
-1

, attributed to 

CO linearly adsorbed on Pt [23]. This band had a low intensity on Pt4K700fresh. 

Further, a broad band around 2000 cm
-1

 was found on Pt4K700fresh, which was 

assigned previously to a direct ion-dipole interaction between K
+
 and linear CO [24, 25]. 

Also, a broad band around 1800 cm
-1

 was found on Pt4K700fresh, ascribed to CO 

coordinated in bridged position. Pt4K700act shows a larger peak at 2081cm
-1
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compared to Pt4K700fresh, while the bands at 2000cm
-1

 and 1800cm
-1

 were absent. 

The total integrated intensities for the different peaks are given in Table 4.2. It should 

be noted that the area of the peak around 1800 cm
-1

 on Pt4K700 fresh is less accurate, 

as the large peak around 1700 cm
-1

 might partially contribute to its intensity. Clearly, 

on Pt4K700act, the peak at 2081cm
-1

 increased by a factor 5 compared to Pt4K700fresh. 

The total peak area of Pt4K700act is still significantly smaller than of PtYSZ. 

Table 4.2: Peak area between 2100cm
-1

 and 1900cm
-1

 of FT-IR CO spectra of PtYSZ, Pt4K700act 

and Pt4K700fresh as shown in Figure 4.1 (Integration interval between brackets). 

Catalyst Band 2081cm
-1

 Band 2000cm
-1

 

(2030-1950) 

Band 1800cm
-1

 

(1880-1750) 

PtYSZ 0.49 (2100-2000) - - 

Pt4K700act 0.32 (2100-2000) - - 

Pt4K700fresh 0.06 (2090-2050) 0.07 0.28 

 

4.3.2 CO desorption  

Figure 4.2a shows IR spectra of linearly adsorbed CO in a TPD experiment on PtYSZ. 

The first spectrum was taken at 35°C (used in Figure 4.1). The peak shifted to lower 

wave numbers with increasing temperature. This can be explained by reduced dipole-

dipole coupling, as a result of lower surface coverage of CO [26]. At 99°C the peak 

maximum was observed at 2070cm
-1

. More pronounced loss of intensity was observed 

when heating above 99°C and CO desorption is completed at 219°C. 

Figure 4.2b shows IR spectra of linearly adsorbed CO on Pt4K700act as a function of 

temperature. The first spectrum was taken at 25°C and shows linear Pt-CO adsorption 

at 2081 cm
-1

. The peak was shifted to 2073cm
-1

 when increasing temperature to 73°C, 

while the peak reduced around 10% in intensity. More pronounced desorption starts 

already at 73°C and is complete at 89°C. 
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Figure 4.2: CO desorption on PtYSZ (A) and Pt4K700act (B) versus temperature, monitored by 

Transmission FT-IR spectroscopy. Heating rate was 2°C/min and spectra are shown every 8°C, 

unless indicated otherwise in Figure A. 
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Figure 4.3: Remaining normalized CO on PtYSZ and Pt4K700 as a function of temperature. 

 

Figure 4.3 shows the remaining CO fraction as a function of temperature obtained by 

integrating the peak area of the spectra shown in Figures 4.2a and 4.2b, defining the 

initial surface coverage as 1. On Pt4K700 CO desorption started approximately 25°C 

lower in temperature than on PtYSZ. Desorption of Pt4K700 is completed at 90°C, 
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while on PtYSZ more than 200°C is needed to achieve total desorption. Separate TPD 

experiments in a dedicated TPD apparatus equipped with a mass spectrometer 

confirmed the difference in temperatures necessary to desorb CO from PtYSZ and 

Pt4K700 (not shown).  

4.3.3 Catalyst performance 

Table 4.3 shows the reaction rates for methane and ethane as obtained in steam 

reforming experiments of a mixture of methane (5vol.%) and ethane (2.2vol.%) in 

argon. The corresponding figures and more detailed results have been published 

earlier [1] and are reported here for clarity reasons. As shown in Table 4.3, reaction 

rates for both methane and ethane are increasing on potassium modified catalysts with 

time on stream. It was also demonstrated that, depending on initial potassium content 

of the catalysts, stabilization of the rates was reached after 200 to 800 minutes of 

reforming of the methane and ethane mixture [1]. The experiments reported in this 

paper are performed on Pt4K700 after the initial activation, thus in stabilized state. 

Table 4.3: Reaction rates in mixture of methane (5vol.%) and ethane (2.2vol.%) for PtYSZ, 

Pt4K700act, Pt4K700fresh, Pt4K750act and Pt4K750fresh. Conditions: 200 mg catalyst, 200 

ml/min total flow, 700°C, water concentration 12vol.%  

Catalyst Reaction rate CH4  

*10
-6

 (mol/g.s) 

Reaction rate C2H6 

*10
-6

 (mol/g.s) 

Ratio of reaction 

rates (CH4/C2H6) 

PtYSZ 10 12 0.83 

Pt4K700act 9.4 8.5 1.11 

Pt4K700fresh 2.1 1.9 1.11 

Pt4K750act 7.8 7.2 1.08 

Pt4K750fresh 1. 1.0 1.10 

 

The influence of varying the water concentration on the reaction rates of methane and 

ethane in the feed was compared on Pt4K700act and PtYSZ. The results for PtYSZ 

with a mixture of methane (4.5vol.%) and ethane (1.7vol.%) are shown in Figure 4.4. 
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Figure 4.4: Reaction rates (bars) and conversions (markers) in steam reforming of a mixture of 

methane (▲, 4.5vol.%) and ethane (■, 1.7vol.%) on PtYSZ versus water concentration 

It can be seen that the reaction rate of methane is increasing with increasing water 

concentration. Methane conversion increases from 34 to 50% when increasing the 

water concentration from 10.9 to 21.5vol.%. Ethane conversion was almost complete 

for water concentrations of 14.7vol.% and higher.  

It should be noted that by changing the water concentration at identical hydrocarbon 

concentration, the water to carbon ratio changes, which could influence the reaction 

rates as well. For this reason, additional experiments were performed to separate 

effects of ethane concentration and the water to carbon ratio. In the experiments 

shown in Figure 4.5, water concentration was changed from 12 to 20 vol.%, while 

water/carbon ratio was kept constant at 1.8 by adjusting the ethane concentration. 
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Figure 4.5: Reaction rates (bars) and conversions (markers) in steam reforming of a mixture of 

methane (▲,4.5vol.%) and ethane (■,1.07 to 3.4 vol.%) on PtYSZ. Water/carbon ratio 1.8 and 

water concentration increased from left to right: 12, 15, 18 and 20 vol.%. 

Methane concentration was kept constant at 4.5vol.% and ethane was varied between 

1.07 and 3.4vol.%. This means that the methane/ethane feed ratio was changed from 

4.3 to 1.3. At an ethane concentration of 1.07 vol.%, a methane reaction rate of 

2.3.10
-5

 mol/g.s was found, corresponding to a conversion of 68%. Methane 

conversion was decreasing down to 5% when ethane concentration was increased to 

3.4 vol.%. It should be noted that the methane concentration was not changed. Ethane 

conversion level decreased from 98% at 1.07vol.% to 65% at 3.4 vol.%. 

A second series of experiments with constant water concentration (18vol.%) and 

constant water to carbon ratio (1.8) was also carried out (not shown). The ratio of 

methane to ethane feed was changed from 1.1 to 5.7, keeping the total carbon 

concentration constant. It was found that the total carbon conversion (calculated in 

moles of C converted) increased with increasing methane to ethane ratio (not shown).  
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Figure 4.6: Reaction rates (bars) and conversions (markers) in steam reforming of a mixture of 

methane (■,4.5vol.%) and ethane(▲,1.7vol.%) on Pt4K700act versus water concentration 

Figure 4.6 shows the influence of varying water concentration in steam reforming of a 

methane (4.5 vol.%) and ethane (1.7 vol.%) mixture on Pt4K700act. Water 

concentration was varied between 10.9 and 21.5vol.%. In this series of experiments 

reaction rates of methane and ethane were independent of the water concentration and 

thus conversions were constant, respectively 49% for ethane and 22% for methane. 
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4.4 Discussion 

Potassium modified and unmodified PtYSZ show significant differences in both 

catalytic performance and characterization with XRD and FT-IR CO adsorption. The 

implications of the obtained results for steam reforming of methane and ethane will be 

discussed in the upcoming section. 

4.4.1 Catalyst characterization 

Table 4.1 showed a Pt particle size of 30-40 nm for all catalysts. The similar particle 

size of PtYSZ and the potassium modified sample indicates no direct influence of 

potassium on Pt particle sizes. A similar effect was observed by Juan-Juan on 

Ni/Al2O3 [8]: addition of potassium did not cause any change in Ni-particle size. 

Further, Table 4.1 shows larger Pt particle size at higher calcination temperature. In 

general, the calcination temperature affects the size of supported metal particles. High 

calcination temperatures result in larger metal particles due to increased surface 

mobility and agglomeration of particles. The difference in Pt particle size between 

Pt4K700act (30nm) and Pt4K750act (38nm) (Table 4.1) can explain the slightly 

higher reaction rates for Pt4K700act compared to Pt4K750act (Table 4.3). The 

activity per Pt surface area unit is identical within 5% for Pt4K750act and 

Pt4K700act, assuming hemispherical Pt particles of 38nm and 30nm, respectively. 

Furthermore, the rates of conversion of ethane and methane are in the same order of 

magnitude for PtYSZ and potassium modified catalysts under the applied conditions. 

However, it was observed that methane reaction rate is only 6% higher on PtYSZ than 

on Pt4K700act, while ethane reaction rate is 40% higher on PtYSZ (Table 4.3). 

Methane and ethane reaction rates increased over 4 times with time on stream on both 

potassium modified Pt catalysts, as reported in previous work [1] and summarized in 

Table 1. It is shown in Table 4.1 that Pt particle size remains unchanged during time 

on stream for both Pt4K700 and Pt4K750. This clearly shows that activation 

phenomena do not relate to a change in Pt-particle size and that redistribution of 

platinum can be excluded. It was further found that the potassium content 

significantly decreased during activation (shown in Table 4.1), indicating that 

potassium content and catalyst activity are related. 
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FT-IR characterization (Figure 4.1) showed that three different CO adsorption bands 

were found in Pt4K700fresh: linear coordinated CO at 2081cm
-1

,  a band around 

2000 cm
-1

 due to a direct ion-dipole interaction between K
+
 and linear CO [24, 25], 

and CO coordinated in bridged position at 1800cm
-1

 [16]. Generally, the addition of 

potassium can lead to an electronic modification of (small) supported metal particles, 

resulting in a preferred bridge coordination of CO. Interestingly, in this study the 

average Pt particle size is approximately 30 nm (Table 4.1), and still an effect of 

potassium on the CO FT-IR spectra is observed. Because of the large Pt-particles the 

effect of potassium on adsorbed CO must be localized. Furthermore, potassium loss 

during the activation period (Table 4.1) led to increased intensity of CO adsorption at 

2081 cm
-1

 and absence of the bands at 1800 and 2000 cm
-1

 for Pt4K700act. In 

addition, linear adsorbed CO on PtYSZ and Pt4K700act are at the same peak position 

(2081 cm
-1

), but on PtYSZ this band was 1.5 times more intense than on Pt4K700act. 

Table 4.1 already showed that Pt particle sizes are around 30 nm for PtYSZ, 

Pt4K700fresh and Pt4K700act. All these observations lead to the conclusion that on 

Pt4K700fresh, the platinum surface is partly covered by potassium, which evaporates 

during the activation period. As a result the infrared bands at 1800 and 2000 cm
-1

 

disappeared and the intensity at 2081 cm
-1

 significantly increased. Nevertheless, the 

lower amount of accessible surface sites on Pt4K700act compared to PtYSZ 

(Table 4.2) indicates that after activation still parts of Pt surface in Pt4K700act are 

covered with potassium. 

In addition to the potassium loss, a large increase in reaction rates of methane and 

ethane (Table 4.3) was observed during TOS. The higher reaction rates combined 

with the increase in accessible metal surface as determined with FTIR, suggest that on 

Pt4K700act hydrocarbon activation on Pt is rate determining under the present 

reaction conditions. Moreover, the ratio of reaction rates between methane and ethane 

clearly increased after potassium addition and remained constant during the activation 

period on Pt4K700 and Pt4K750 (Table 4.3). For this reason, we propose that initially 

two types of potassium are present on the potassium modified catalysts. Type I only 

blocks active Pt sites and is gradually evaporating during activation, as indicated by 

the increased number of active sites after reaction and absence of the direct Pt K
+
 CO 

adsorption band at 2000 cm
-1

 and bridged CO band at 1800 cm
-1

 in Pt4K700act. 
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Type II is proposed to influence the ratio of reaction rates of methane and ethane. This 

type of potassium proved to be more stable, as the potassium content did not change 

during reaction between 20 and 85 hours of time on stream, after activation had taken 

place [1]. The fact that potassium of type II is not lost, suggests a stronger interaction 

with either the YSZ support material or with Pt.  

4.4.2 CO desorption in FT-IR TPD 

CO temperature programmed desorption has been widely studied [27] and used in 

investigation of catalytic systems [28, 29]. TPD studies in IR spectroscopy have been 

used earlier by Visser et al. [15]. The intention of their experiments was to relate 

observations of CO adsorption strength to reactivity of hydrocarbons found in kinetic 

experiments, as reported earlier in literature on hydrogenolysis, hydrogenation and 

oxidation reactions [13-15, 21]. 

Here, it was found in FT-IR and CO desorption experiments that CO release from the 

Pt-surface occurred at lower temperature when potassium was added (Figures 4.2 and 

4.3). It was also observed that CO desorption was completed at lower temperature on 

Pt4K700 compared to PtYSZ (Figure 4.3). The data convincingly show weaker CO 

bonding as a result of the addition of potassium.  

Kuriyama et al. [17, 30] and Derrouiche et al. [16, 31] also investigated interaction of 

CO on potassium modified Pt/Al2O3 with FT-IR. Derrouiche reported IR bands on 

2.9wt.% Pt/10wt.% K/Al2O3 located at 2074 cm
-1

, 1990 cm
-1

 and 1795 cm
-1

, 

comparable to our results in Figure 4.1. The intensity of the peak of linear CO on Pt 

decreased significantly as a result of potassium addition, in agreement with our results 

in Figure 4.1. TPD experiments by Kuriyama showed complete CO desorption at 

about 150°C lower temperature on potassium modified K-10wt.%/2wt.%Pt/Al2O3 as 

compared to Pt/Al2O3, clearly showing weaker adsorption of CO. This is in agreement 

with our results in Figure 4.3, showing a similar difference of 130°C in temperature is 

needed to achieve complete desorption on Pt4K700 versus PtYSZ.  

Derrouiche et al. determined the heat of adsorption with the Adsorption Equilibrium 

Infrared method (AEIR) on 2.9wt.% Pt/10wt.% K/Al2O3 [16] and reported a 

significant decrease in heat of adsorption of linear CO species and a strong increase in 

heat of adsorption for bridged CO species as a result of potassium addition to Pt. This 
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completely agrees with our results in Figure 4.3, showing a weaker interaction for 

linear CO species at 2081 cm
-1

 on Pt4K700act, which had only linear CO species 

present on the surface (Figure 4.1). Obviously, the C-O stretch frequency, which is 

identical for PtYSZ and Pt4K700act, does not reflect the Pt-CO bond strength.  

Bengaard et al. [32] observed weaker adsorption of hydrocarbons on Ni catalysts after 

adding potassium: a strong decrease in methane adsorption was found when 

potassium was added, resulting in slow hydrogen-deuterium exchange for methane 

compared to the unmodified catalyst Ni-catalyst. Cassuto et al. found more loosely 

bonded ethylene on potassium modified platinum surfaces [33]. Summarizing the 

results in literature, it is claimed that hydrocarbon adsorption on Pt can be weakened 

by addition of potassium to Pt or Ni catalysts. We propose, based on our results on 

CO desorption, that weakening of hydrocarbon adsorption occurs when modifying 

PtYSZ with potassium. The effects on kinetics on PtYSZ and Pt4K700 will be 

discussed below.  

4.4.3 Steam reforming reaction mechanism on PtYSZ 

For methane reforming, Wei et al [34, 35] proposed dissociative adsorption as the rate 

determining step in methane activation: CH4, gas → CH3(ads) + H(ads). This means that 

the hydrocarbon surface coverage is low and reaction proceeds rapidly after 

dissociation of methane. Reaction to CO occurs as soon as the carbon atom is 

completely dehydrogenated. In literature, debate exists about the activation of water 

on Pt catalysts in steam reforming at high temperature: several sources claim a 

bi-functional mechanism for reforming reactions on Pt, proposing hydrocarbon 

activation on the Pt atoms and water activation on the support [36-38]. On the other 

hand, Wei and Iglesia [34, 39, 40] argued that water activation is a relatively fast step, 

implying that the question on which sites water is activated is not relevant for reaction 

kinetics. 

To the best of our knowledge no detailed mechanism has been reported for steam 

reforming of ethane, but ethane hydrogenolysis has been investigated in detail on Pt 

and Ni catalysts. [41-43]. It was reported that activity trends in steam reforming and 

ethane hydrogenolysis are comparable on supported Ni-catalysts [9], suggesting 

similar mechanisms for ethane activation in both reactions. In hydrogenolysis, 
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activation of ethane on Pt or Ni takes place through dissociative adsorption on the 

surface (1), creating adsorbed ethylidyne and an hydrogen atom [41-43]: 

C2H6  →  CH3CH2(ads)  + H(ads) (1) 

CH3CH2(ads)  → CH2(ads) +  CH3(ads) (2) 

CH3CH2(ads)  →  CH2CH2(ads) + H(ads) (3a) 

CH3CH2(ads) →  CH3CH(ads)    +  H(ads) (3b) 

CH3CH(ads)  →  CH3C(ads)       +  H(ads) (3c) 

Two pathways are possible after formation of the CH3CH2 fragment: (i) the CH3CH2 

fragment can either split into a CH3 and a CH2 fragment after adsorption (2) or (ii) 

further abstraction of hydrogen atoms can occur (3a+3b+3c) [41, 42]. Both processes 

require additional empty surface sites. The C-C splitting is favored for the CH3CH2 

fragment on Pt [41, 42]. After C-C splitting, further dehydrogenation of CHx can 

occur, similar to the mechanism for methane, and subsequent conversion to CO is 

possible as explained above. 

If further abstraction of hydrogen atoms on CH3CH2 fragments occurs (3a+3b+3c), 

much less reactive surface intermediates are formed, occupying the Pt sites. It is 

claimed that CCH3-fragments on the Pt surface are the most stable species that block 

the Pt surface sites [41, 42]. Very low reactivity of the CCH3-species on the surface 

was also reported by Anderson et al. [44] in ethylene dehydrogenation on platinum.  

Our study focused on steam reforming of methane/ethane mixtures, requiring 

activation of both hydrocarbons on PtYSZ. Competition between methane and ethane 

in steam reforming was observed on PtYSZ (Figure 4.5). This leads to the proposition 

that methane and ethane are indeed activated on the same Pt-sites. The water 

concentration was also found to influence reaction rates in ethane/methane mixtures 

on PtYSZ as shown in Figure 4: higher reaction rates with increasing water 

concentration show that water activation on this catalyst is a limiting factor. This 

suggests that the Pt surface is highly covered with fragments originating from 

dissociative adsorption of methane and/or ethane. 
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The results in Figure 4.5 show that the relative increase of the reaction rates with 

higher water concentration is smaller than the decreasing effects caused by the 

increasing ethane concentration. This is confirmed by the total molar carbon 

conversion in the experiments of Figure 4.5, as shown in Table 4.4 (reaction of 

methane counts for one carbon atom converted, while ethane counts for two atoms). 

With higher ethane concentration in the feed, the percentage of carbon converted is 

decreasing, even when the water concentration is increased proportionally. Figure 4.5 

thus shows that the methane reaction rate strongly decreased if more ethane is present, 

and that high methane conversions are only possible if ethane is converted 

completely, confirming competition between methane and ethane on the platinum 

surface.  

Table 4.4: Total number of carbon atoms converted in the experiments shown in Figure 4.5, CH4 

(4.5vol.%), H2O/C ratio 1.8: 

Water (vol.%) 12 15 18 20 

Ethane (vol.%) 1.07 1.9 2.6 3.4 

Total C conversion (.10
-5

 mol/g.s) 3.1 4.0 3.6 3.5 

Carbon converted (%) 46.7 48.2 37.1 31.0 

 

Furthermore, in Figure 4.5, ethane conversion decreased from 98% at 1.07vol.% to 

65% at 3.4vol.%, implying that the apparent reaction order in ethane is smaller than 1. 

This indicates a self poisoning effect due to blocking of active sites by ethane 

fragments. The creation of stable C2 intermediates as reported by Cortright [41, 42] on 

the Pt-surface could be a reason for limited adsorption and activation of methane at 

higher ethane concentrations (Figure 4.5). Higher ethane concentrations create more 

stable C2-fragments on the Pt-surface, leaving a lower percentage of the active sites 

open for methane dissociation and reaction to CO and H2. It is concluded that ethane 

induces a high surface coverage of C2Hy fragments and water activation becomes the 

rate limiting step in mixtures of methane and ethane on PtYSZ. 
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4.4.4 Steam reforming reaction mechanism on Pt4K700 

The addition of potassium could affect the reaction rates of methane and ethane in 

steam reforming in two ways: potassium either influences the activation of water or 

modifies the activation of the hydrocarbons, methane and ethane. In literature it is 

stated that potassium can indeed enhance water activation on the support [45, 46], but 

as indicated earlier, there is no agreement in literature on the kinetic relevance of 

water activation on the support on steam reforming [34-38, 40].  

In our experiments with Pt4K700, it was observed that a changing water concentration 

had no influence on reaction rates for both methane and ethane (Figure 4.6), in 

contrast to PtYSZ (Figure 4.4). With the addition of potassium to PtYSZ, the 

competition between ethane and methane was diminished, as reported in an earlier 

paper [1]. First order kinetics in methane and ethane were reported, indicating low 

surface coverage of both hydrocarbons, even in mixtures of methane and ethane. The 

apparent first order in both methane and ethane suggests that hydrocarbon activation 

on Pt is the limiting step on Pt4K700 and activation of water is not kinetically 

relevant, as observed in Figure 4.6. The conclusion that hydrocarbon activation is rate 

limiting on Pt4K700 is also in agreement with the observation that increasing the 

number of accessible Pt sites with TOS (Figure 4.1) is accompanied by an increase in 

catalytic activity.  

In an earlier paper [1], a lower activity was reported for the potassium modified 

catalysts during steam reforming of the single hydrocarbons ethane and methane, as 

compared to the unmodified PtYSZ catalyst. For methane the activity decreased by 

60%, while for ethane reaction rate decreased by 33%. The IR experiments in this 

work indicate that potassium weakens the interaction with methane and ethane, 

leading to lower surface coverages of methane and ethane. The lower surface 

coverages can explain the observed lower reaction rates of methane and ethane on 

Pt4K700 as compared to PtYSZ. 

Interestingly, contrary to the rate limiting step found for PtYSZ, the rate limiting step 

of hydrocarbon activation on Pt4K700 is well in agreement with the mechanism 

proposed by Wei and Iglesia [34, 35, 40]; competition effects as observed on PtYSZ, 

leading to high surface coverage, were eliminated on potassium modified catalysts. In 
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conclusion, our results show that adsorption for both ethane and methane was reduced 

on potassium modified PtYSZ. Blocking effects by ethane as observed on PtYSZ 

could be eliminated by reducing the alkane adsorption strength. However, this also 

resulted in reduced adsorption of methane, leading to lower reactivity for both 

hydrocarbons.  



Chapter 4 

98 

4.5 Conclusion 
Potassium modification of PtYSZ strongly influenced the conversion and rate 

determining steps in methane and ethane in steam reforming. Water activation is the 

rate determining step on PtYSZ, resulting in high surface coverage of hydrocarbon 

fragments during steam reforming of mixtures of methane and ethane. This led to 

blocking of active sites by ethane fragments and consequently low conversion of 

methane. If potassium is added to the catalyst, hydrocarbon activation on Pt is rate 

determining, resulting in low surface coverage of methane and ethane. As a result, 

competition effects of methane and ethane diminished on potassium modified PtYSZ, 

enabling simultaneous conversion of methane and ethane. The weaker interaction of 

the hydrocarbons with the Pt surface due to potassium addition is also reflected in the 

lower adsorption strength of CO as found with CO FT-IR TPD. 
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Reactive separation of ethylene from the effluent 
gas of methane oxidative coupling via alkylation of 

benzene to ethylbenzene on ZSM-5  

Abstract 

Separation of ethylene from the effluent gas of oxidative coupling has been a 

challenging issue for several years. In a combined process of oxidative coupling and 

reforming of methane, reactive separation of ethylene via alkylation of benzene to 

ethylbenzene (EB) is a promising option. Ethylene was successfully converted to the 

useful chemical intermediate ethylbenzene using ZSM-5. Yields of EB up to 90% 

were found at 95% conversion and 90% selectivity at 360°C. Methane and ethane 

present in the feed were not converted and can be used for steam reforming in the 

proposed reaction concept. None of the additional components present in the effluent 

gas of oxidative coupling (CO, CO2, CH4, C2H6 and H2O) influences activity or 

selectivity of the alkylation catalyst. Stability of ZSM-5 is also not influenced by the 

added components, with the exception of water, which even increases stability. 
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5.1 Introduction 
With the depletion of petroleum, it is expected that methane will eventually become a 

major resource for chemicals and liquid fuels. Much of the methane is found in 

regions that are far removed from industrial complexes and often located offshore, 

implying that transport is uneconomical or even impossible. This has led to worldwide 

efforts for directly converting methane into easy transportable value-added products. 

An interesting option is the slightly exothermic oxidative coupling of methane (1), 

with the highly exothermic complete oxidation to CO2 and H2O as side reaction (2), as 

reviewed by Choudhary et al [1]. 

CH4 + ½ O2 → ½ C2H4 + H2O ∆H°298 = -140 kJ/mol  (1) 

CH4 + 2 O2 → CO2 + 2 H2O ∆H°298 = -801 kJ/mol (2) 

A high selectivity to reaction (1) is always compromised with a low methane 

conversion. This means that the product stream after oxidative coupling will be a 

complex gas mixture consisting of the main product ethylene, combined with C2H6, 

CH4, CO, CO2, H2O and small amounts H2. Efficient separation of ethylene or 

creative ideas in process operation are needed to make the oxidative coupling 

commercially feasible.  

The limitations of the oxidative coupling have led to development of several 

alternatives. Makri et al. used a gas recycle reactor [2], Choudhary proposed the use 

of a countercurrent moving bed [1]. Also research on plasma [3] and solid-state 

electrolyte reactors [4] has been carried out. Additionally combinations with other 

reactions have been proposed: catalytic oxidative coupling and gas phase partial 

oxidation [5], co-generation of ethylene and electricity through oxidative coupling [6], 

oxidative coupling of methane and oxidative dehydrogenation [7] and oxidative 

coupling of methane and pyrolysis of naphtha [8]. All of the processes face 

difficulties with economic and/or technical feasibility. Operation of oxidative 

coupling can be optimized by distributed feeding of oxygen [9, 10]. 

The objective of the current research is to create an autothermal process, combining 

the exothermic oxidative coupling of methane (1) and side combustion reactions (2) 

with the endothermic methane steam and dry reforming (3+4). The intention is to 
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convert methane to ethylene and synthesis gas (CO and H2) in one multifunctional 

reactor. The essential advantage of this proposition as compared to the options listed 

above is the elimination of the methane recycle, because methane left unconverted in 

oxidative coupling is now converted via reforming.   

CH4 + H2O → 3 H2 + CO ∆H°298 =  206 kJ/mol (3) 

CH4 + CO2 → 2 H2 + 2 CO ∆H°298  =  247 kJ/mol (4) 

Direct methane steam reforming of the product mixture of oxidative coupling 

(containing C2H4, C2H6, CH4, CO, CO2 H2O and H2) resulted in a loss of C2H4 and 

C2H6, as those components are also converted in steam reforming [11, 12]. Ethylene is 

the desired product and conversion to synthesis gas should therefore be avoided.  

A process combining oxidative coupling and reforming of methane can still be 

valuable in terms of heat integration of the reactions, provided that ethylene is 

separated before steam reforming of the mixture produced in oxidative coupling. 

Cryogenic distillation has been considered for separation: the process takes place at 

around -160°C [13] and a flow sheet of OCM separation was demonstrated by 

Vereshchagin et al. [14]. A major drawback is the enormous temperature difference 

between oxidative coupling and this separation technique. An alternative separation 

technique is selective adsorption of ethylene on molecular sieves [2] or active 

charcoal [15]. However, disadvantages of this option are trapping of H2O and CO2 

and the fact that desorption of ethylene requires a carrier gas, resulting in an inert 

carrier with only 1% C2 content. Additionally, the adsorption process takes place at 

room temperature, which implies a large temperature difference with the oxidative 

coupling conditions. 

A novel approach presented in this paper could be a reactive separation of ethylene, 

combining separation of ethylene and production of a useful product. The separation 

of ethylene by reaction with benzene to ethylbenzene (EB) could be promising as 

ethylbenzene is an important intermediate in styrene production. Benzene alkylation 

has been reported in vapor and liquid phase on various zeolite catalysts mostly under 

high pressure [16-24]. In our case it is important to operate benzene alkylation at 
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conditions similar to the conditions of oxidative coupling, i.e. 700°C and close to 

atmospheric pressure implying operation in gas phase. 

In a review by Perego et al., several catalysts for benzene alkylation are compared 

[25]. ZSM-5 based catalysts are frequently used in vapor phase alkylation and offer 

low coking tendency and therefore long life cycles between regeneration are possible 

[26]. Excess benzene is applied to ensure high conversion of ethylene and selectivity 

to ethylbenzene, limiting di- or tri-alkylation [25, 27, 28]. Also toluene is reported as 

a byproduct [28]. 

The goal of this research paper is to demonstrate reactive separation of ethylene from 

the mixture produced in oxidative coupling, via alkylation of benzene. Yield of 

ethylbenzene, conversion of hydrocarbons (i.e. methane, ethane and ethylene) and 

selectivity to ethylbenzene will be reported for temperatures between 320°C and 

440°C. Furthermore, the effects of byproducts of oxidative coupling (CO, CO2 and 

H2O) on benzene alkylation will be investigated, as CO2 and H2O are claimed to 

affect stability of alkylation of benzene [29].  
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5.2 Experimental 
ZSM-5 with Si/Al ratio of 28 containing NH4

+
 cations was used (Exxon). Before 

activity test, ZSM-5 was heated to 400°C in argon and calcined for 5 hours in 

20 vol.% O2 (Linde Gas 5.0) / Ar (Linde Gas 5.0, flow rate: 200ml/min). Activity 

tests were carried out in a micro reactor flow setup with 200 mg of catalyst. The 

reactor consisted of a quartz tube with inner and outer diameter of respectively 4 and 

6 mm. About 200mg catalyst was loaded in the reactor, held between quartz wool 

plugs. Catalyst particles with a diameter between 0.3 and 0.6 mm were used, resulting 

in a pressure drop around 0.1 bar.  

Methane (Hoekloos 4.5), ethane (Indugas 4.0) and ethylene (Indugas 3.5) were used 

as hydrocarbon feedstock. Benzene (pro analysi, Alfa-Aesar 99.7%) was fed with a 

Bronkhorst controlled evaporator mixer (CEM) in combination with a Liquiflow 

controller. The reaction mixtures had the following composition: 4.3vol.% C2H4, 

3vol.% C2H6, 5vol.% CH4, 30vol.% C6H6 in Ar. A total flow rate of 70 ml.min
-1

 was 

applied. H2O, CO (Linde Gas 4.7) and CO2 (Linde Gas 4.0) were added to this 

mixture. Water was added through a double saturation step of the gas mixture. In a 

first saturator the gas stream was contacted with water at 60°C, followed by 

condensation at 50°C in a second saturator. This led to a stable water concentration of 

6vol.%.  

The product and reactant gas composition was analyzed with a Varian 3800 Gas 

Chromatograph equipped with two columns (Molsieve 5A and PoraPlotQ) and two 

TCD detectors. 1,2 di-ethylbenzene and 1,4 di-ethylbenzene could be separated and 

analyzed in the PoraPlotQ column. A Balzers QMS 200 F mass spectrometer was 

used to check for higher alkylated benzenes or other by products. Conversion (X), 

selectivity (Si) and yield (Yi) were determined based on ethylene conversion, 

ethylbenzene (EB) and di-ethylbenzene (DEB) concentrations. Concentrations were 

corrected for volume changes of the reaction mixture, using Ar as internal standard. 

The calculations shown below are carried out with the amounts of reactants and 

products expressed in mole/sec.  
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HSC Chemistry 4.0 software was used to calculate equilibrium compositions of the 

reaction mixtures including di-ethylbenzenes. 
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5.3 Results 

5.3.1 Conversion of C2H4, selectivity and yield to EB 

Figure 5.1 shows the results of benzene alkylation experiments with a feed 

composition of 30vol.% C6H6, 4.3vol.% C2H4, 3vol.% C2H6 and 5vol.% CH4 in Ar. 

The total flow rate was 70 ml.min
-1

. The data points were obtained in random order. 

The catalyst was regenerated by exposure to 20vol.% O2 during 15 min at 400°C just 

before acquiring the data points at every temperature, in order to compensate for any 

deactivation (as will be discussed in Figure 5.3). The initial performance is reported in 

Figure 5.1. 
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Figure 5.1: Comparison of experimental ethylene conversion (below), Ethylbenzene (EB) 

selectivity (middle) and EB yield (above) and thermodynamic equilibrium (solid line) in 

alkylation of benzene as a function of temperature. Concentrations: 30vol.% C6H6, 4.3vol.% 

C2H4, 3vol.% C2H6 and 5vol% CH4 in Ar (total flow rate 70ml.min
-1

). 

In all experiments in this work, no significant conversion of methane and ethane was 

observed (concentration changes in these components were smaller than 1%). Around 

96% initial ethylene conversion was found at 320°C and 340°C, decreasing to 90% at 

400°C. Thermodynamic equilibrium predicts 99% conversion at 320°C, decreasing at 

higher temperature. The experimental ethylene conversion was close to equilibrium 

for all temperatures. 
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Experimental selectivity to ethylbenzene increased with temperature from 89% at 

320°C to 95% at 400°C. Equilibrium selectivity is approximately 97%, independent 

of temperature. The experimental results indicate a lower selectivity at lower 

temperature, resulting in a maximum experimental yield of EB at 360°C. Below 

360°C the yield is limited because of lower selectivity while above 360°C conversion 

of ethylene is limited by thermodynamic constraints.  
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Figure 5.2: Equilibrium diethylbenzene yield in benzene alkylation as a function of temperature, 

total experimental DEB yield (▲), experimental 1,4 DEB yield (♦) and experimental 1,2 DEB 

yield (■).  

The experimental and equilibrium selectivity to diethylbenzene are shown in Figure 

5.2. Other side products like tri-alkylated benzene could not be detected with mass 

spectrometry. Experimentally a DEB yield of slightly more than 10% was found at 

320°C. With increasing temperature the yield of DEB reduced to 5%. The 

thermodynamic equilibrium predicts a constant DEB yield of just under 3%, which is 

clearly lower than the experimental results. The ratio between the yields of 1,4 DEB 

and 1,2 DEB varied experimentally between 0.65:0.35 and 0.7:0.3, in reasonable 

agreement with thermodynamic calculations, resulting in a 0.6:0.4 ratio (not shown). 

5.3.2 Stability 

Figure 5.3 shows the results of stability tests for alkylation of benzene with ethylene 

at 340°C, 360°C and 400°C. The conditions were identical to the experiment shown in 

Figure 5.1. All initial conversions were close to equilibrium, 98% (340°C), 97% 
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(360°C) and 91% (400°C) respectively. Conversion decreased with time on stream, 

observing the most pronounced deactivation at 400°C: conversion decreased to 75% 

after 20 hours at 400°C. It should be noted that selectivity to ethylbenzene remained 

unchanged at 95% during deactivation of the catalyst (not shown). At 340 and 360°C 

more stable conversions were observed. The highest stability was found at 360°C: 

conversion only decreases from 96 to 94% in 20 hours. 
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Figure 5.3: Stability of ethylene conversion in benzene alkylation at 340°C (●), 360°C (■), and 

400°C (♦). Feed composition 30vol.% C6H6, 4.3vol.% C2H4, 3vol.% C2H6 and 5vol.% CH4 in Ar 

(total flow rate 70 ml.min
-1

). 

The best stability (Figure 5.3) and the maximum yield (Figure 5.1) were both found at 

360°C and therefore this temperature was selected for further stability tests under 

addition of CO, CO2 and water (by-products of oxidative coupling) in the next 

paragraph. 

5.3.3 Effect of by-products of oxidative coupling at 360°C  

Figure 5.4 shows the relative conversion (measured conversion divided by initial 

conversion) of ethylene in 4 separate experiments at 360°C. The solid line in Figure 

5.4 represents relative stability in the basic experiment at 360°C without any H2O, CO 

or CO2. Water, CO and CO2 were added separately to check effects on catalyst 

stability and conversion. 
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Figure 5.4: Stability of ethylene conversion in benzene alkylation at 360°C without adding by 

products (solid line) compared to stability in case of addition of 6vol.% H2O (■), 5 vol.% CO2 

(▲) or 5 vol.% CO (♦), respectively. Feed composition: 30vol.% C6H6, 4.3vol.% C2H4, 3 vol.% 

C2H6 and 5vol.% CH4 in Ar, total flow rate 70 ml.min
-1

  

None of these additional reactants was converted. The initial ethylene conversion was 

about 98% (water), 97% (CO2 and basic experiment) and 95% (CO), respectively. No 

significant effect of 5vol.% CO2 and only a small negative effect of 5vol.% CO on 

stability was observed: in both cases stability was comparable to the experiment at 

360°C without addition of oxidative coupling products. Addition of water had a 

highly positive effect on stability, showing no deactivation during in 1400 minutes. 

A gas mixture containing 4vol.% C2H4, 3vol.% C2H6, 5vol% CH4, 30vol.% C6H6, 

5vol.% CO, 5vol.% CO2, 6vol.% H2O in Ar was fed to simulate benzene alkylation in 

the effluent stream of oxidative coupling. Conversion of ethylene, EB selectivity and 

EB yield as a function of temperature are compared in Figure 5.5. Thermodynamic 

equilibrium was calculated assuming that CO, CO2 and water behave inert. 
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Figure 5.5: Ethylene conversion (■), Ethylbenzene (EB) selectivity (♦) and EB yield (▲) in 

alkylation of benzene in mixture containing 5vol.% CO, 5vol.% CO2 and 6vol.% H2O as a 

function of temperature, compared to thermodynamic equilibrium (solid lines) 

Conversion is close to equilibrium under all conditions and a decreased selectivity is 

found at low temperature. High ethylbenzene yield is possible between 340°C and 

380°C in the complete mixture containing water, CO and CO2. The yield of DEB (not 

shown) did not differ significantly from the results in Figure 5.2. Above 400°C, EB 

yield decreases because of thermodynamic constraints.  

Stable operation was found at all temperatures tested; as an example the results of a 

duration test at 360°C are shown in Figure 5.6. Constant ethylene conversion of 96% 

was combined with more than 90% selectivity to EB. This leads to a stable EB yield 

of 88% during 20 hours. 
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Figure 5.6: Stability of ethylene conversion (■), Ethylbenzene (EB) selectivity (♦) and EB yield 

(▲) in alkylation of benzene as a function of temperature. Feed composition 4vol.% C2H4, 

3vol.% C2H6, 5vol.% CH4, 30vol.% C6H6, 5vol.% CO, 5vol.% CO2, 6vol.% H2O in Ar, flow rate 

70 ml/min 
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5.4 Discussion 

5.4.1 Conversion and selectivity 

Reaction of ethylene with benzene to ethylbenzene was investigated, with the 

intention to separate ethylene from the gas mixture produced in oxidative coupling. 

This gas mixture consists of CH4, C2H6 and C2H4, together with the side products of 

oxidative coupling CO2, H2O and CO. In a first approach methane, ethane and 

ethylene were fed together with excess benzene over ZSM-5. Ethylene is the only 

reactive hydrocarbon, as no conversion of methane and ethane was detected. This was 

the case also in all other experiments shown, which means that the proposed concept 

is, in principle, suitable for reactive separation of ethylene from methane and ethane. 

Figure 5.1 shows that ethylene conversion, ethylbenzene (EB) selectivity and 

ethylbenzene yield were close to thermodynamic equilibrium at 400°C. Decreasing 

temperature led to increased ethylene conversion, in agreement with the estimation of 

the equilibrium based on thermodynamics (Figure 5.1). The selectivity to 

ethylbenzene decreased with decreasing temperature, in contrast with what was 

expected based on thermodynamics, predicting constant selectivity. 

Thermodynamic calculations predict a constant DEB selectivity of 2.7% between 300 

and 440°C. However, the experimental yield of DEB was higher: 4.7% DEB yield 

was found at 400°C and increased further with decreasing temperature, reaching 

10.5% at 320°C (Figure 5.2). Apparently, the conversions and product distribution are 

not determined by thermodynamics. Thus, the reactions are kinetically controlled 

according to Scheme 5.1 and selectivity is determined by the ratio of the rates of 

reactions 1 and 2. 

B DEB EB
+E

1 2

+E
B DEB EB

+E

1 2

+E

 

Scheme 5.1: Schematic reaction pathway in alkylation of benzene 

As stated by Qi et al. [28], the primary product ethylbenzene is more reactive in 

alkylation than benzene and thus a high benzene to ethylene ratio is required to reach 

reasonable selectivity to EB. Our results described in this paper are in agreement with 
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results of several other researchers [17, 20, 25, 30], who also reported higher DEB 

yields than predicted by thermodynamics. Selectivities of benzene ethylation obtained 

with different catalysts were compared in a review by Perego. In line with our results, 

selectivities to DEB of 8% were reported on zeolite Y and Beta, exceeding 

equilibrium yield to DEB by a factor 3. Christensen et al. [17] showed that use of a 

mesoporous ZSM-5 can enhance selectivity to EB and reduce DEB production, 

compared to conventional ZSM-5. In agreement with Scheme 5.1, this was explained 

by enhanced diffusion of EB out of the ZSM-5, resulting in lower concentration of EB 

in the zeolite pores and consequently less secondary alkylation than in normal ZSM-5. 

5.4.2 Catalyst deactivation & effect of adding CO2, H2O and CO 

The strongest deactivation of ZSM-5 was found at 400°C (Figure 5.3), while lower 

temperatures led to more stable operation. Regeneration with oxygen treatment was 

possible. Deactivation through coking on various zeolites has been widely studied and 

causes of deactivation are summarized in a review by Venuto [31]. Coking can range 

from simple olefin monomers chemisorbed at acid sites of the zeolite, to formation of 

highly aromatic hydrogen-deficient carbonaceous deposits. Both blocking of pores 

and deactivation of active sites were observed as cause of deactivation. It was found 

that deactivation of zeolites was most prominent at temperature above 375°C, leading 

to aromatic carbon deposits. Small amounts of coke, mainly consisting of easily 

removable oligomeric products can be formed at temperatures around 300°C [31].  

Experimentally, maximum yield and highest catalyst stability were observed at 360°C 

(Figures 5.1 and 5.4). This temperature was selected for addition of CO2, CO and 

H2O. CO2 had no effect and CO had a slightly negative effect on catalyst stability. 

The decrease in conversion as a function of time is similar to the base case without 

any additions (Figure 5.4). Water clearly improves catalyst stability, as the conversion 

was constant throughout the 1200 minute experiment (Figure 5.4). It should be noted 

that the conversion of ethylene is close to equilibrium under these conditions, which 

may imply that only part of the catalyst bed contributes. This may hide any possible 

deactivation effect. However, deactivation was clearly observed, in absence of water 

(Figure 5.4), in contrast to the performance in presence of water (Figures 5.4 and 5.6). 

The stabilizing effect of water is also reported in steam reforming reactions [32] as 

well as dehydrogenation reactions, e.g. alkanes and ethylbenzene to styrene [33]. The 
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increased stability of the catalysts was ascribed to coke gasification by steam, 

avoiding accumulation of carbon deposits.  

Comparison of Figure 5.5 and Figure 5.1 shows that the selectivity pattern of 

reactions is not influenced by addition of the by-products of oxidative coupling. High 

conversions of ethylene to ethylbenzene are possible and yield of ethylbenzene is not 

affected by the addition of CO, CO2 and H2O.  

Increasing the temperature to conditions closer to oxidative coupling operating 

conditions is unfortunately not feasible. When temperature is increased to above 

400°C, conversion of ethylene reduces due to thermodynamic limitations (Figure 5.5). 

Optimum operating conditions were again found at 360°C with an EB-yield of 88%. It 

can be concluded from this study, that reactive separation of ethylene to ethylbenzene 

after oxidative coupling is a promising option. Operation of the alkylation reaction at 

atmospheric pressure between 320°C and 400°C was demonstrated and resulted in a 

high EB-yield. However, conditions as well as catalysts are not optimized here: 

increasing the pressure may further increase yield of EB [28]. 

5.4.3 Process scheme 

A possible process scheme of oxidative coupling and reforming of methane combined 

with separation of ethylene via ethylbenzene production is shown in Figure 5.7. The 

exothermic oxidative coupling of methane takes place between 700°C and 800°C 

C2H4 and C2H6 are produced in this reaction (1). A high selectivity to ethylene is 

desired as ethane cannot react with benzene and is thus converted to synthesis gas in 

the reforming step (4). Distributed feeding of oxygen can be used in oxidative 

coupling to optimize ethylene yield [9, 10]. Next to C2-products, the product mixture 

after oxidative coupling also contains remaining CH4 and byproducts CO, CO2, H2O 

as well as small amounts of H2. Excess benzene is added to this stream, in order to 

react with ethylene to ethylbenzene at around 360°C (2).  
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Figure 5.7: Possible process scheme of combined oxidative coupling and reforming of methane 

with ethylene reactive ethylene separation via alkylation of benzene 

After alkylation, a separation step is required (3). The boiling points of ethylbenzene, 

benzene and di-ethylbenzene are 136°C, 80°C and 184°C, respectively, which 

provides sufficient difference for separation via a distillation process of the several 

components, as described by Faessler [34]. The approximate temperature in the 

separation would be about 100°C, depending on pressure. After separation, benzene 

has to be evaporated and heated to 360°C, before recycling to reactor (2). The 

remaining stream is fed to the reforming reactor (4). Water is also removed during the 

separation step, so additional steam has to be added in the steam reforming reactor. 

The oxidative coupling and reforming reactor are combined to use excess heat 

generated in the coupling process, to drive the endothermic steam reforming reaction. 

The total process will convert methane and oxygen to synthesis gas and ethylbenzene. 

Efficient heat exchange is needed to make this concept feasible. Another aspect to 

consider is the impact of the energy cost of benzene recycling and evaporation. 
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Figure 5.8: Possible process scheme of combined oxidative coupling and reforming of methane 

with included ethylene separation via cryogenic distillation 

Figure 5.8 shows an alternative scheme with ethylene separation through cryogenic 

distillation (2) [13]. The oxidative coupling (1) and steam reforming part (3) of the 

process are identical to the scheme in Figure 5.7. The separation of ethylene needs 

rather extreme conditions, e.g. -160°C. With similar boiling points of ethane and 

ethylene, separation with cryogenic distillation is difficult and thus obtaining pure 

fractions of the desired product ethylene requires large and expensive columns. Parts 

of ethane and methane are lost during separation. This means additional loss of carbon 

source for production of synthesis gas in step 3. Also, water and CO2 have to be 

removed before distillation, implying additional equipment costs. A major issue is the 

huge temperature difference of around 900°C between step 1 and 2, leading to high 

cost for heat exchange equipment.  

The essential advantage of reactive separation to ethylbenzene (Figure 5.7) is easier 

and more selective separation of ethylene compared to cryogenic distillation. Further, 

the temperature differences between reaction and separation could be reduced by 
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250°C. In addition, the conversion of ethylene to the useful intermediate ethylbenzene 

is already included in the proposed scheme.  

5.5 Conclusions 
In a combined process of oxidative coupling and reforming of methane, reactive 

separation of ethylene via alkylation of benzene to ethylbenzene (EB) is a promising 

option to separate ethylene from the effluent gas of oxidative coupling. Ethylene was 

successfully converted to the useful chemical intermediate ethylbenzene using ZSM-

5. Yields of EB up to 90% were found at 95% conversion and 90% selectivity at 

360°C. None of the additional components present in the effluent gas of oxidative 

coupling (CO, CO2, CH4, C2H6 and H2O) influences activity or selectivity of the 

alkylation catalyst. Stability of ZSM-5 is not influenced by the added components, 

with the exception of water, which even increases stability. It was concluded that 

reactive separation of ethylene to ethylbenzene is a promising option compared to 

cryogenic distillation, with the essential advantage of reduced temperature differences 

between oxidative coupling and ethylene separation. 
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New insights in the water gas shift mechanism on 
PtZrO2: the role of hydroxyl groups elucidated 

Abstract 

The reactivity of mono- and multi-coordinated hydroxyl groups on Pt/ZrO2 with CO 

was investigated with in-situ Transmission FT-IR.  It was found that mono-

coordinated hydroxyl groups on the ZrO2 support reacted with CO to formate. Multi-

coordinated hydroxyl groups were needed for formate decomposition, producing H2 

and CO2, taking place exclusively in the presence of Pt. The observed differences in 

reactivity of different types of OH groups are relevant for the WGS mechanism, 

assuming that formate is a reactive intermediate under the conditions used in this 

study (300-400
o
C). The fact that Pt is needed for decomposition of formate indicates 

that the reactivity of formate depends on the position on the ZrO2 surface, i.e. in close 

vicinity or remote from metal particles. Our results show that reduction of the support 

was limited to structural defective zirconia sites at edges and kinks, hosting the mono-

coordinated hydroxyl groups. These sites can be re-oxidized with water, re-

establishing the hydroxyl groups. 



Chapter 6 

122 

6.1 Introduction 
Environmental issues and the depletion of crude oil stimulate the search for 

alternative energy carriers. Hydrogen based fuel cells were widely investigated as 

replacement for conventional combustion engines and showed to be very promising 

[2-5]. The expected increase in hydrogen demand has led to extensive research to 

optimize hydrogen production. At the moment, natural gas is the biggest source for 

hydrogen. Synthesis gas (CO + H2) can be produced from natural gas via steam 

reforming, CO2 reforming, catalytic partial oxidation and auto thermal reforming. 

Steam methane reforming (SMR) is the most common process for hydrogen 

production (1): 

CH4 + H2O 3H2 + CO  (∆H
0

298 = 206 kJ/mol) (1) 

Carbon monoxide is also formed in addition to hydrogen and the mixture is used 

directly in numerous industrial applications [6]. If direct use of the hydrogen is 

desired, CO has to be removed from the synthesis gas mixture. Water gas shift (WGS) 

(2) is an interesting reaction for reducing CO concentrations, additionally producing 

more H2. As fuel cell applications require CO-free hydrogen, further purification by 

selective oxidation of CO or methanation is necessary after water gas shift reaction 

[7-9]. 

CO + H2O H2 + CO2 (∆H
0

298 = -40.6 kJ/mol) (2) 

PtZrO2 was studied as a promising catalyst for water gas shift reaction [1, 10, 11]. The 

reaction mechanism on noble metals is generally considered bifunctional, with 

essential roles for both the active metal and the support [12-15]. It has been reported 

that Pt cannot activate water under water gas shift reaction conditions [16], and 

therefore activation of water has to take place on the support. Two mechanisms for 

WGS are indicated in literature: the formate associative mechanism [1, 17-19] and 

regenerative redox mechanism [12, 15, 20]. The regenerative redox mechanism 

requires a reducible support like CeO2 or TiO2. 

A hydrid mechanism, so called “the associative mechanism with redox regeneration” 

was proposed for PtZrO2 [1]. In this mechanism, hydroxyls on the zirconia surface 

react with CO to form intermediate formate which can react/decompose into H2 and 
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CO2. Afterwards the hydroxyl groups on zirconia are regenerated by water. Formate 

formation between CO and hydroxyl groups was also proposed earlier by Ma et al. 

[21]. Formate decomposition was suggested to be facilitated by water [10]. Azzam et 

al. [1] showed that CO2 and H2 could also be formed when CO was pulsed over 

PtZrO2 in the absence of water, using hydroxyl groups of the zirconia support and 

consequently removing oxygen from the zirconia support. Consequently the zirconia 

needs to be reactivated by decomposing water, thus filling the oxygen vacancy as well 

as generating OH groups. However, after regeneration of zirconia with N2O instead of 

H2O, resulting in the absence of OH-groups, CO is able to remove oxygen as well by 

forming CO2. This confirms the ability of zirconia to provide oxygen under WGS 

conditions (300°C), even in absence of OH groups. However, clear evidence exists 

that the formate mechanism is not relevant for Pt/ZrO2 when operating at mild 

temperature (200
o
C), based on DRIFT experiments in combination with isotopic 

transient experiments by Tibiletti et al [11]. Nevertheless, the formate mechanism 

continues to be a valid hypothesis for higher temperatures of operation (300-400
o
C). 

Until now, the exact role of the hydroxyl groups in WGS has not been reported, while 

the presence of differently coordinated hydroxyl groups on the zirconia surface was 

already demonstrated with FT-IR in 1973 by Tsyganenko et al. [22]. In the following 

years, more studies were devoted to hydroxyl characterization on zirconia. Two 

different hydroxyl coordinations located at 3760cm
-1

 and 3660cm
-1

 in the FT-IR 

spectrum [23-26], respectively, were found on the surface of monoclinic zirconia. 

Mono-coordinated hydroxyls were assigned to IR signals at about 3760cm
-1 

[26]. 

With increasing hydroxyl coordination number, the signal in FT-IR of the respective 

hydroxyl group shifts to lower wave number [22]. However, no consensus exists 

about the exact coordination of the hydroxyl peak located around 3660cm
-1

. Quintard 

et al. [26] assigned this peak to bi-coordinated hydroxyl groups, while others assigned 

it to tri-coordinated hydroxyl groups [22, 27]. Korhonen et al. [28] concluded the 

presence of hydroxyl groups of mono, bi- and tri coordination on monoclinic zirconia 

from a combined study by DFT and FT-IR spectroscopy. In this study the more 

general term multi-coordinated hydroxyl groups will be used for the peak located 

around 3660cm
-1

.  
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In this article, we report the reactivity of differently coordinated hydroxyl groups with 

CO. In situ transmission FT-IR was used to characterize hydroxyl groups on both 

monoclinic ZrO2 and Pt/ZrO2. ZrO2 supported catalysts were selected because of the 

relative simplicity, as compared to TiO2 and CeO2, of both the OH band region in the 

IR spectrum as well as minimal reducibility of the oxide. Additionally, the respective 

reactivity of the OH groups with CO was studied at different temperatures (240-

400°C). Gaseous product formation (CO2 and H2) during exposure to CO was 

monitored in a micro reactor flow setup. The results provide mechanistic information 

on the water gas shift reaction on Pt/ZrO2, under the assumption that the associative 

formate mechanism is operative under conditions used here, i.e. high temperature.    

6.2 Experimental 
Monoclinic ZrO2 obtained from Gimex Technical Ceramics (RC-100) was used as 

catalyst and as support for Pt. Zirconia, with particle sizes between 300 and 600µm, 

was treated at 600°C for 24h under a helium flow. The structure of the zirconia was 

not changed by this pre-treatment and remained monoclinic, as detected by XRD. 

0.5wt.% PtZrO2 was prepared by wet impregnation of 10g of ZrO2 with aqueous 

solution, obtained by dissolving H2PtCl6 (Alfa Aesar) in 25ml of water. PtZrO2 was 

calcined at 600°C in synthetic air (30ml/min) for 24h (ramp 5°C min
-1

). 

Platinum loadings on zirconia and the exact composition of the zirconia support were 

determined using a Philips X-ray fluorescence spectrometer (PW 1480). Platinum 

dispersion was determined with pulse H2 chemisorption at room temperature on 0.3g 

of catalyst using a Micromeritics Chemisorb 2750, assuming a H/Pt ratio of 1. Before 

pulsing hydrogen, the catalyst was reduced in H2 at 400°C for 15 minutes and cooled 

in He to room temperature subsequently. 

The transmission FT-IR measurements were recorded with a Bruker Vector 22 with 

MCT detector. A self supporting wafer was pressed of 15mg of the sample and placed 

into a home made gold coated cell. Before measurements the samples were reduced in 

5vol.% H2 for 30 minutes (Linde Gas 5.0) at 400°C (heating rate 10°C/min, 

40ml/min) and subsequently cooled to reaction temperature in He. 
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ZrO2 was studied with FT-IR at 400°C under He (Linde Gas 5.0) to investigate the 

different hydroxyl groups in the IR spectrum. Helium was dried with a Varian 

Chromopack CP17971 Gas Clean Moisture Filter. The resolution was 4cm
-1

 and 256 

scans were taken. The reactivity of hydroxyl groups on ZrO2 and PtZrO2 towards CO 

was investigated by subjecting the catalysts to different CO (Hoekloos 4.7) 

concentrations in He (total flow 40ml/min). No water was present during these 

experiments. 

A micro reactor flow setup was used in combination with a Balzers QMS 200 F mass 

spectrometer to study transient gaseous product formation during exposure to CO at 

different temperatures. The IR measurements were mimicked in the flow setup, as gas 

phase products in IR were not detectable because of too low concentrations. A 

detailed description of the micro reactor flow setup is given in an earlier publication 

[29]. About 250mg of 0.5wt.% PtZrO2 (0.3 – 0.6 mm) was inserted in a quartz micro 

reactor with inner and outer diameter of respectively 4 and 6mm, reduced with 5vol.% 

H2 in Ar for 15 minutes at 400°C ((heating rate 10°C/min, 100 ml/min) and flushed 

with Ar subsequently. CO (concentration: 8vol.% ) in Ar (100ml/min) was fed to the 

reactor at different temperatures (240°C, 300°C and 400°C) and formation of gaseous 

products (i.e. CO2 and H2) was measured with MS detecting M/z=44 and M/z=2. The 

catalyst was treated with 6vol.% of water in Ar between experiments to regenerate 

hydroxyl groups. 
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6.3 Results 

6.3.1 Characterization 

The composition of the zirconia as determined with XRF is given in Table 6.1. The Pt 

content of PtZrO2 was 0.58 ± 0.01wt.%. Pt dispersion was 50% as determined with H2 

chemisorption, assuming a H/Pt ratio of 1. 

Table 6.1: Catalyst composition 

Zirconia Composition Weight % 

ZrO2 98.1 

HfO2 1.7 

TiO2 0.1 

Y2O3 0.1 

Pt content PtZrO2 0.58 

 

Hydroxyl groups on ZrO2 and PtZrO2 were studied under helium with Transmission 

FT-IR. Figure 6.1 shows the hydroxyl region (3900-3500cm
-1

) of the spectra obtained 

at 240°C, 300°C and 400°C. Multiple peaks are found in the region between 3800cm
-1

 

and 3600cm
-1

 with maxima at about 3745cm
-1

 and 3658cm
-1

. Peaks in the 

3800-3700cm
-1

 region can be assigned to mono-coordinated hydroxyl groups, while 

the 3700-3600cm
-1

 can be assigned to multi-coordinated hydroxyl groups [22]. 

Multiple smaller peaks are observed in addition to the maxima in both regions 

indicating hydroxyl groups with different interactions with zirconia. Stabilization of 

hydroxyl groups by hydrogen interactions between neighbouring hydroxyl groups can 

induce a small shift to lower wavelengths, explaining the occurrence of multiple 

peaks [30]. 

Higher intensity of mono hydroxyls around 3760cm
-1

 was found on PtZrO2 as 

compared to ZrO2 at 240°C. The intensities of mono hydroxyl groups on both 

materials are similar at 300°C and 400°C and are hardly affected by temperature 

increase above 300°C. In contrast, the intensity of multi-coordinated hydroxyl groups 

clearly decreases with increasing temperature on both ZrO2 and PtZrO2. The multi-

coordinated hydroxyls show similar intensities under all conditions on both. In 

general, the intensities of the hydroxyl groups on ZrO2 and PtZrO2 are quite similar. 
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Figure 6.1: IR spectrum of ZrO2 (left) and PtZrO2 (right)  at 400°°°°C under He  

6.3.2 Reactivity of hydroxyl groups with CO on ZrO2  

Figure 6.2 shows close up spectra of the hydroxyl region (3900-3500cm
-1

) and C-H 

and O-C=O formate regions (3000-2850cm
-1

) / (1700-1200cm
-1

) when ZrO2 was 

subjected to CO at 400°C. The dotted lines represent the spectrum under helium, used 

as a reference. Addition of CO resulted in a decrease of the intensity of mono-

coordinated hydroxyl peak (3800-3700cm
-1

), while the multi-coordinated hydroxyl 

peak (3700-3600cm
-1

 region) was hardly influenced. 

 

Figure 6.2: FT-IR spectra of addition of CO concentrations of 0, 8, 15, 37, 65vol.% on ZrO2 at 

400°°°°C. Hydroxyl region (3900-3500cm
-1

), formate region (3000-2850cm
-1

) and (1700-1200cm
-1

). 

Reference spectrum taken in He (dotted line). 

As a result of CO addition new peaks appeared on ZrO2 at 2969cm
-1

, 2886cm
-1

, 

1560cm
-1

, 1384cm
-1

 and 1371cm
-1

. The peaks in the 3000-2850cm
-1

 and 

1700-1200cm
-1

 region can be assigned to C-H bending and O-C=O stretching 

vibrations respectively and are representing surface formate [10].  
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Figure 6.3 shows the integrated intensities of FT-IR signals of the mono-coordinated 

and the formate representing C-H region (3000-2850cm
-1

) as a function of CO 

concentration. It is shown that the intensity of the formate peak increased steadily 

with increasing CO concentration, accompanied by increased consumption of mono-

coordinated hydroxyl groups. The experiments presented here were mimicked 

experimentally in the micro reactor flow setup to check the formate decomposition to 

CO2 and H2. However, no gas phase products were detected with mass spectrometry 

when exposing ZrO2 to CO between 240°C and 400°C. 

It was found that formate formation was completely reversible: reducing CO 

concentration led to a decrease of surface formate and a simultaneous increase of 

mono-coordinated hydroxyl groups. Complete removal of CO led to the 

disappearance of surface formate and complete recovery of mono-coordinated 

hydroxyl groups (not shown).  

 

Figure 6.3: Integrated FT-IR regions of mono-coordinated hydroxyls (••••)(3745cm
-1

) and formate 

(♦♦♦♦)(2886cm
-1

) as a function of CO concentration at 400°°°°C.  

The effect of temperature to formate formation on zirconia is shown in Figure 6.4, 

showing the FT-IR spectra of ZrO2 of the hydroxyl region (3850-3550 cm
-1

) and 

formate region (3025-2825 cm
-1

/ 1750-1150 cm
-1

) at 240°C, 300°C and 400°C after 
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exposure to 8vol.% CO (solid line). Temperature was increased under continuous 

presences of CO. The dashed lines in Figure 6.4 represent the spectra under He at the 

respective temperature (as shown in Figure 6.1). Two well defined hydroxyl peaks 

were observed at 240°C under helium (dashed) with maxima around 3745cm
-1

 (mono-

coordinated hydroxyls) and 3658cm
-1

 (multi-coordinated hydroxyls). The mono-

coordinated hydroxyl peak (3745 cm
-1

) at 240°C decreased instantaneously when 

ZrO2 was treated with 8vol.% CO (Figure 6.4A-I solid line). Simultaneously, large 

quantities of formate were formed (Figure 6.4B-I and 4C-I, solid line). 

The amount of adsorbed formate decreased when the temperature was increased to 

300°C (Figures 6.4B-II and 6.4C-II, solid line) and mono-coordinated hydroxyls 

(3700-3800cm
-1

) partly recovered (Figure 6.4A-II, solid line). Further increase of 

temperature to 400°C caused the amount of formate to decrease even more 

(Figures 6.4B-III and 6.4C-III, solid line). Simultaneously, the intensity of mono-

coordinated hydroxyl groups increased further, becoming similar to the level obtained 

in helium at 400°C in the absence of CO (Figure 6.4A-III, solid line). 

 

Figure 6.4: FT-IR spectra of ZrO2 subjected to 8vol.% CO (solid lines) at 240°°°°C (I), 300°°°°C (II) 

and 400°°°°C (III). Hydroxyl region (3850-3550cm
-1

) (A), Formate region (C-H 3025-2825cm
-1

 (C),       

O-C=O 1750-1150cm
-1

 (C)). Reference spectra under helium (dashed lines) 
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The intensities of multi-coordinated hydroxyl groups did not change as a result of CO 

addition during the experiments on ZrO2, as similar intensities of multi OH groups 

were found in presence and absence of CO between 240°C and 400°C. No gaseous 

products were detected on ZrO2 between 240 and 400°C when this experiment was 

mimicked in experiments in the micro reactor flow setup.  

6.3.3 Reactivity of hydroxyl groups with CO on PtZrO2 

Figure 6.5 shows Transmission FT-IR spectra, obtained by treating PtZrO2 with 8% 

CO (solid lines) at 240°C, 300°C and 400°C, compared to reference spectra under 

helium (dashed lines, identical with results in Figure 6.1). Complete consumption of 

mono-coordinated hydroxyls was observed at 240°C (Figure 6.5A-I, solid line). Only 

marginal changes in the amount of multi-coordinated hydroxyls were observed at 

240°C. Simultaneously, formate was formed (Figures 6.5B-I and 6.5C-I, solid line). 

The formate formation is still reversible: removal of CO leads to disappearance of 

formate species (not shown). A decrease of multi-coordinated hydroxyls was observed 

when the temperature was increased to 300°C. Also, the amount of formate on PtZrO2 

decreased as compared to the amount of formate observed at 240°C. 

 

Figure 6.5: FT-IR spectra of 0.5wt.%PtZrO2 subjected to 8%CO (solid lines) at 240°°°°C (I), 300°°°°C 

(II) and 400°°°°C (III). Hydroxyl region (3850-3550 cm
-1

) (A), Formate region (C-H 3025-2825 cm
-1

 

(C), O-C=O 1750-1150 cm
-1

 (C)). Reference spectra under helium (dashed lines). 
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When temperature is increased to 400°C, most multi-coordinated hydroxyls on 

PtZrO2 were consumed and formate almost disappeared. In contrast to ZrO2, mono-

coordinated hydroxyls on PtZrO2 did not reappear. Titration experiments of PtZrO2 

with CO in the micro reactor flow setup with MS analysis revealed formation of CO2 

and H2 at 300°C and 400°C. Exposure of PtZrO2 to CO at 240°C, however, did not 

result in any formation of CO2 and H2. The formation of CO2 and H2 at 300°C and 

400°C stopped after a few seconds, indicating that surface hydroxyl groups were 

exhausted (as shown in Figures 6.5A-II and 6.5A-III). Treating PtZrO2 with water 

restored the activity, regenerating hydroxyl groups (not shown). 

6.3.4 CO adsorption on platinum 

CO adsorption on platinum was studied on PtZrO2 during the treatments with CO. 

Figure 6.6 shows Transmission FT-IR spectra between 2100cm
-1

 and 2000cm
-1

 of 

0.5wt.% PtZrO2 when subjected to 8vol.% CO in a temperature range of 240 to 

400 
0
C. At 240°C, two peaks with a maximum at 2061cm

-1
 and a shoulder at 

2075cm
-1

 are observed in the FT-IR spectrum and can be assigned to CO linearly 

adsorbed on platinum [31]. The intensity of both peaks was independent of 

temperature up to 280°C. A further increase to 300 
0
C decreased the amount of 

adsorbed CO. At 400°C, CO adsorption on Pt reduced significantly. 

 

Figure 6.6: FT-IR spectra of CO adsorption on PtZrO2 at different temperatures. 
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6.4 Discussion 

6.4.1 Characterization of ZrO2 and PtZrO2 

Transmission FT-IR characterization of monoclinic zirconia and PtZrO2 revealed two 

peaks that can be assigned to mono and multi-coordinated hydroxyl groups 

respectively (Figure 6.1) in agreement with literature [23-26]. Only marginal 

differences in intensities of mono- and multi-coordinated hydroxyl groups were 

observed between ZrO2 and PtZrO2 above 300°C under He. Thus, the differences 

observed in reactivity of hydroxyl groups are not due to differences in the initial 

amount of OH groups, and must be must be due to the presence of Pt as discussed 

below.  

6.4.2 Hydroxyl reactivity on ZrO2 towards CO 

It was demonstrated in Figure 6.2 that mono-coordinated hydroxyls on ZrO2 reacted 

with CO, resulting in formation of surface formate on ZrO2. Formate formation as a 

result of CO addition can be concluded based on the appearance of peaks at 2969cm
-1

, 

2886cm
-1

, 1560cm
-1

, 1384cm
-1

 and 1371cm
-1

. The peaks at 1560cm
-1

, 1384cm
-1

 and 

1371cm
-1

 can be assigned to symmetric and asymmetric stretching vibrations of O-C-

O species. The presence of O-C-O is an indication for surface formate, but also 

surface carbonate could be responsible for O-C-O peaks [10]. However, the presence 

of C-H species is clear from the peaks at 2969cm
-1

 and 2886cm
-1

. The combined 

presence of C-H and O-C-O vibrations indicate formate formation [10]. However, 

additional presence of surface carbonate cannot be ruled out. Several studies in 

literature claim the involvement of CO adsorbed on Pt in the formation of formate 

[1, 10]. However, formate was also formed on zirconia without any Pt in our 

experiments, demonstrating that Pt is not necessary on the present catalyst. This view 

is supported by Ma et al. [21], who also reported formate formation between 

hydroxyls on ZrO2 and CO in the absence of platinum. In exact agreement with our 

results, formate formation in absence of Pt between CO and mono-coordinated 

hydroxyl groups on monoclinic zirconia was also reported in a recent paper by 

Korhonen et al. [32]. 

It was observed that increasing CO concentration resulted in increased consumption 

of mono-coordinated hydroxyls as well as formation of larger amounts of formate 
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(Figure 6.2). This formate did not decompose into gaseous products. Formate 

formation proved to be reversible as removal of CO resulted in total recovery of 

mono-coordinated hydroxyl groups and disappearance of formate species on ZrO2 

(Figure 6.3). Large amounts of formate were observed at 240°C but the amount 

decreased upon increasing the temperature to 400°C, also accompanied by recovery of 

mono-coordinated hydroxyls (Figure 6.4). This shows that formate is 

thermodynamically favoured at low temperature. At higher temperatures the 

equilibrium is shifted to gas phase CO and mono-coordinated hydroxyl groups, 

obviously because of high entropy of CO in gas phase. Multi-coordinated hydroxyls 

on ZrO2 were not reactive towards CO. From these observations, we conclude that 

formate can be formed on ZrO2 through an equilibrium reaction between CO and 

mono-coordinated hydroxyl groups as shown in Scheme 6.1 (step 1). 

 

Scheme 6.1: Water gas shift reaction mechanism for PtZrO2. 1: Formate formation through 

reaction between CO and mono-coordinated hydroxyls 2: Formate decomposition involving Pt 

and multi-coordinated hydroxyls 3: Hydroxyl regeneration with water 

6.4.3 Hydroxyl reactivity on PtZrO2 towards CO 

Identical to ZrO2, formation of formate through mono-coordinated hydroxyls was also 

observed on PtZrO2 at 240°C (Figure 6.5A). The formate peaks were located at the 

same wavenumbers on PtZrO2, indicating that the formate species on ZrO2 and 

PtZrO2 are identical. Apparently formate species on PtZrO2 do not interact 
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significantly with the Pt particles. No H2 and CO2 formation occurred at 240°C on 

PtZrO2. This demonstrates that step 1 in Scheme 6.1 is also valid in case of PtZrO2.  

Increasing the temperature to 300°C resulted in a decrease of surface formate and 

multi-coordinated hydroxyl groups on PtZrO2 (Figure 6.5). At 400°C hardly any 

multi-coordinated hydroxyls and surface formate were present on PtZrO2 (Figure 6.5). 

On PtZrO2 mono-coordinated hydroxyl groups were not recovered at temperatures 

above 300°C in contrast to ZrO2, which excludes formate decomposition to CO and 

mono-coordinated OH groups i.e. the reverse reaction 1 in Scheme 6.1 (comparing 

Figures 6.5A-I and 6.5A-III). Production of gas phase products (CO2 and H2) on 

PtZrO2 was observed, starting at 300°C. This shows that formate on PtZrO2 

decomposes to CO2 and H2 at temperatures above 300°C.  

It was found that next to H2 and CO2 formation, simultaneous decrease of both surface 

formate and especially multi-coordinated hydroxyl groups occurred above 300°C on 

PtZrO2 (Figure 6.5). This suggests that multi-coordinated hydroxyl groups on PtZrO2 

are involved in formate decomposition to H2 and CO2. Furthermore, this study 

showed that formate decomposition to gas phase products only occurs in the presence 

of Pt. Step 2 in Scheme 6.1 schematically depicts formate decomposition into H2 and 

CO2 by consumption of multi-coordinated hydroxyl groups in the presence of Pt.  

The relevance of these observations for the mechanism of WGS will now be 

discussed, assuming that formate is the relevant intermediate species at the relatively 

high temperatures used in this study. Formate formation proved to be an equilibrium 

reaction depending on the gas phase concentration of CO (Figure 6.2) and temperature 

(Figures 6.4 and 6.5). It was demonstrated that formate was already formed at 240°C. 

As higher temperatures were required for formate decomposition, it seems likely that 

the decomposition is rate determining. This is in agreement with Pigos et al. who 

identified C-H bond breaking in formate as the rate determining step in WGS 

mechanism [10]. Pigos et al. [10] proposed that platinum assists in abstracting H from 

the formate C-H bond to enable the complex to dissociate into H2 and CO2, based on 

hydrogen-deuterium exchange experiments in formate over ZrO2 and PtZrO2. H-D 

exchange in formate hardly occurred without Pt, whereas Pt increased the exchange 

rate significantly. Our results confirm that Pt is required for the formate 
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decomposition and additionally demonstrate the involvement of multi-coordinated 

hydroxyl groups in the decomposition of formate. However, hydrogen abstraction 

from formate and subsequent recombination of this hydrogen atom adsorbed on Pt 

with a hydrogen atom of a multi-coordinated hydroxyl group seems not very likely, as 

the O-H bond is very strong. Therefore, we suggest that a concerted mechanism 

occurs in formate decomposition. The multi-coordinated OH group and the Pt surface 

both interact with the formate complex simultaneously, breaking the C-H bond in the 

formate and the O-H bond in the multi-coordinated OH group, forming CO2 and H2 in 

one concerted step.  

The experimental observation that decomposition of formate to CO2 and H2 takes 

place exclusively in the presence of platinum, would suggest that formate species 

located close to a metal particle decompose faster than a formate species positioned 

remotely from metal particles. This would seriously complicate the interpretation of 

the experimental result reported by Tibiletti et al. [11], showing a much slower 

response of the formate IR signals when feeding labeled CO in DRIFT measurements 

as compared to the kinetics of the reaction. Based on this, it was concluded that 

formate is not involved in the rate determining step and is a spectator instead in water 

gas shift reaction at 200°C. However, a slow response of formate species can also be 

explained by assuming that part of the formate species are located far away from Pt 

particles and surface diffusion is required for formate decomposition at the Pt 

particles. Relatively slow surface diffusion of formate could well result in slow 

response of the formate IR signals to the isotopic step change. It should be noted that 

mono-coordinated hydroxyl groups were almost completely converted (figure 5), 

when treating Pt/ZrO2 with CO above 300°C. This demonstrates the mobility of both 

formate species as well as bridged OH groups in order to interact with Pt on the 

zirconia surface, eventually resulting in consumption of all available mono-

coordinated surface OH-groups. Unfortunately, our experiments did not allow 

accurate determination of the dynamics of those events. 

It should be noted that the conclusions drawn so far were obtained in experiments 

with surface hydroxyl groups, without any gas phase water present. Two possible 

roles for water in the reaction mechanism are proposed in literature [9]. The role of 

water is either decomposition of formate (and simultaneous reoxidation of zirconia 
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and regeneration of hydroxyl groups) or regeneration of the zirconia support 

exclusively. It was demonstrated in transient experiments that CO2 and H2 could be 

formed on hydroxylated PtZrO2 during titration studies with CO, in the absence of 

water. As described extensively in earlier work by our group [1], product formation of 

PtZrO2 stopped when the hydroxyl groups were exhausted. After pulsing water to the 

“exhausted” catalyst, complete regeneration of hydroxyl groups on PtZrO2 was 

accomplished, demonstrated by complete recovery of the reactivity of the catalyst in 

reaction with CO to CO2. We therefore conclude that the exclusive role of water is 

regeneration of the hydroxyl groups and simultaneous re-oxidation of the support.  

DFT calculations [28, 33] showed that the dissociation of water involves adsorption of 

water on a zirconium ion, resulting in the formation of one mono-coordinated and one 

multi-coordinated hydroxyl group. We showed that one mono-coordinated and one 

multi-coordinated hydroxyl group are consumed during water gas shift reaction of one 

CO molecule. Regeneration of both hydroxyl groups with one water molecule leads to 

a stoichiometrically balanced reaction for water gas shift.  

Our current experiments with continuous presence of CO and earlier results in CO 

pulsing experiments  by Azzam et al. [1] demonstrated that oxygen of the support was 

consumed during reaction with CO and thus partial reduction of the zirconia takes 

place. It was shown by Azzam et al. that after regeneration of an “exhausted” zirconia 

surface with N2O, also reaction of CO to CO2 was possible. It was found by Zhu [34] 

that activation of N2O on zirconia takes place at structural defect sites (i.e. low 

coordinated Zr-cations located edges and corners). Zhu also showed that the structural 

defects did not react with O2. Based on the fact that the amount of CO2 formed during 

exposure to CO is similar after re-oxidation with H2O compared to N2O [1], it follows 

that reduction of zirconia under WGS reaction conditions is limited to the structural 

defect sites. Scheme 6.2 illustrates the regeneration step with water on a defective 

Zr
3+

-cation. Water dissociation creates a mono-coordinated OH-group on the 

structural defect site and a multi-coordinated OH-group on a neighbouring oxygen 

atom. It is proposed that in case of regeneration with water, the formed mono-

coordinated OH-group on the defect site can react with CO to form formate. The 

surface formate can be converted with use of the multi OH group to H2 and H2O, 

assisted by Pt. To summarize, we need to precise our previous conclusion on the 
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reaction pathway for WGS on PtZrO2 via “formate and redox regeneration” [1], in the 

sense that the redox step is limited to structural defect sites on zirconia.  
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Scheme 6.2: Proposed regeneration of surface hydroxyl and simultaneous reoxidation of ZrO2, 

taking place on structural defects 

The regeneration of the hydroxyl groups on ZrO2 is also depicted more schematically 

in Scheme 6.1 (step 3). This leads to the following overall reaction steps in WGS: 

First, CO reacts with one mono hydroxyl group to form formate which is 

subsequently converted with a multi-coordinated hydroxyl group to H2 and CO2 in the 

presence of Pt. Finally, the hydroxyl groups on the ZrO2 surface are regenerated by 

water dissociation.  

In this mechanism CO activation on Pt is not required to produce formate on ZrO2 

(Figures 6.2, 6.3 and 6.4). Identical formate species were detected in presence of Pt 

(Figure 6.5). Figure 6.6 shows that high CO coverage on Pt can be expected below 

300°C. Starting at 300°C, the intensity of adsorbed CO on Pt decreased, indicating a 

lower surface coverage. Exactly at the same temperature, formation of gas phase 

products was initiated. This demonstrates that adsorption of carbon monoxide on 

platinum could have a negative influence on water gas shift reaction, occupying Pt 

sites and preventing formate decomposition below 300°C. At temperatures above 

300°C, the lower CO coverage on Pt increases accessibility of Pt sites, enhancing 

formate decomposition to H2 and CO2.  
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6.5 Conclusion 
The main goal of this study was to determine the reactivity of hydroxyl groups on 

Pt/ZrO2 in the water gas shift reaction. It was shown in this paper that two types of 

hydroxyl groups are present on monoclinic zirconia: mono- and multi-coordinated 

hydroxyls. Mono-coordinated hydroxyls are involved in formate formation, while 

multi-coordinated hydroxyls are needed for formate decomposition. Platinum is not 

involved in the formation of formate, in contrast, Pt is needed to enable formate 

decomposition, resulting in formation of CO2 and H2. These results imply that the 

reactivity of formate species depend on the distance to Pt particles. 

In addition to the formate mechanism with redox regeneration proposed earlier for 

WGS on Pt/ZrO2 by Azzam [1], it was found in this study that reduction of the 

support was limited to structural defective zirconia sites at edges and kinks. These 

sites can be regenerated with water, implying that the role of water in the WGS 

mechanism is regeneration of hydroxyl groups and simultaneous re-oxidation of ZrO2. 
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Conclusions 

7.1 Introduction 
The research discussed in this thesis and the parallel work by Tymen Tiemersma 

evaluated the possibilities of combining the oxidative coupling and reforming of 

methane in one multifunctional reactor. Several aspects related to catalyst and reactor 

development were investigated and are described in the two PhD theses. The main 

conclusions are summarized in this chapter, leading to ideas for further research and 

future reactors in oxidative coupling and reforming. Figure 7.1 summarizes the 

reactions taking place in the combined process. 
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Figure 7.1: Reactions occurring in combined process of methane coupling and steam reforming 

Methane coupling produces C2 hydrocarbons (ethane and ethylene) and water (1). 

The side combustion reactions of methane (2) and C2-hydrocarbons (3) produce water 

and CO2, which can react with the remaining methane through steam or dry reforming 
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to CO and H2 (4). The main challenge in the reaction concept is to suppress steam/dry 

reforming of ethane and ethylene (5!) in order to avoid complete reaction to synthesis 

gas. The main topics covered in the project were: 

(i) development of steam reforming catalyst able to reform only methane 

selectively in presence of ethane and ethylene 

(ii) optimization of oxidative coupling process and catalyst formulation 

(iii) development of a reactor concept based on the insights gained in both 

processes 

(iv) the mechanism of activation of water on zirconia was investigated, using 

water gas shift as a model reaction  

7.2 Reforming competition (chapter 2, 3 and 4) 
Chapter 2 discussed a comparative study of methane, ethane and ethylene steam 

reforming on Pt, Rh and Pd on YSZ (yttrium-stabilized zirconia). The intention was to 

develop a methane selective steam reforming catalyst, showing low reactivity towards 

ethane and ethylene. Both, reactivity and composition of products varied depending 

on the reforming catalyst. The order of activity of separate hydrocarbons on Rh was 

C2H6  > C2H4 > CH4. On Pt, methane reacted faster than the C2 hydrocarbons: 

CH4  > C2H6 ≈ C2H4. Concerning the target process of methane coupling combined 

with reforming, Pt is considered the most promising metal because C2 hydrocarbons 

are converted less than methane. Additionally, PtYSZ was the most stable catalyst. 

The higher reactivity of Rh towards C2 hydrocarbons relates to findings in literature; 

Rh shows a higher binding strength of carbon atoms than Pt, indicating a higher 

reactivity in C-C scission reactions [1, 2]. On PtYSZ, the steam reforming reactions 

resulted in synthesis gas exclusively. It was shown that both synthesis gas and 

methane were formed during steam reforming of ethane on RhYSZ. Hydrogenolysis 

of ethane occurred on this catalyst as a consecutive reaction, consuming hydrogen 

produced in ethane steam reforming via hydrogenolysis of unconverted ethane. This 

showed that effective steam reforming of higher hydrocarbons can only be achieved 

when the activity for hydrogenolysis is limited, avoiding production of methane. 

Reforming experiments with mixtures of methane/ethylene showed that preferential 

conversion of ethylene occurred on PtYSZ. It was also found that in methane/ethane 
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mixtures, methane and ethane competed for active sites on Pt. It was found that ethane 

provides a high surface coverage of CxHy fragments in steam reforming of methane 

and ethane mixtures. In mixtures of methane and ethane water activation is the rate 

limiting step in the mechanism on PtYSZ, in contrast to the mechanism for methane 

reforming as reported by Wei with hydrocarbon activation as the rate limiting step [3-

5]. The addition of potassium to PtYSZ (chapter 3 and 4) resulted in weaker 

adsorption of methane and ethane on the Pt surface, indicated by weakened adsorption 

of CO in FT-IR TPD on Pt4K700. With potassium addition the hydrocarbon 

activation on Pt became rate determining for mixtures of methane and ethane, induced 

by low surface coverage of methane and ethane in this case, in agreement with the 

results of Wei [3-5]. As a result, competition effects of methane and ethane were 

diminished on potassium modified PtYSZ, enabling simultaneous conversion of 

methane and ethane. Unfortunately, ethane conversion is not suppressed by the 

addition of potassium. A catalyst that clearly suppresses ethane conversion would be 

needed to make the overall concept of oxidative coupling combined with steam 

reforming applicable in one reactor compartment. In conclusion it can be said that it is 

unlikely that a methane selective catalyst for the steam reforming process can be 

developed.  

7.3 Role of hydroxyl groups in water shift on PtZrO2 
(chapter 6) 

The activation of water on zirconia was investigated, using water gas shift as a model 

reaction (chapter 6). It was shown that water induces the presence of two types of 

hydroxyl groups on monoclinic zirconia: mono- and multi-coordinated hydroxyls. 

Both types are active in the water gas shift mechanism, but they have different 

functionalities. Mono coordinated hydroxyls are involved in reaction with CO to the 

intermediate formate, while multi coordinated hydroxyls play a role in formate 

decomposition. Platinum was not necessary for formate formation and was found to 

play a role in formate decomposition/product formation. The reaction products, CO2 

and H2 were formed on Pt/ZrO2 when subjected to CO, even in the absence of water. 

In addition to the formate mechanism with redox regeneration for WGS on Pt/ZrO2 as 

proposed by Azzam [6], it was found in this study that reduction of the support was 

limited to structural defective zirconia sites at edges and kinks, hosting the mono-
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coordinated hydroxyl groups. The mechanistic insights gained in this study provide 

new possibilities to improve water gas shift catalysts by optimizing the availability of 

mono- and multi-coordinated groups on the support. Also, application of a metal with 

low affinity towards CO-adsorption and the ability to efficiently decompose formate, 

could improve reaction rates in water gas shift.  

7.4 Catalyst and reactor optimization oxidative 
coupling 

Extensive tests on the Mn/Na2WO4/SiO2 oxidative coupling catalyst in both co-feed 

and membrane reactors were performed in the parallel project by Tymen Tiemersma 

and are described in detail in his PhD thesis [7]. In co-feed tests a maximum C2-yield 

of only 12% was obtained, lower than comparable to yields reported in literature on 

the same catalyst [8-12]. Use of a membrane reactor was a challenging issue: the 

currently available ceramic membranes deliver too high oxygen fluxes and showed 

stability problems at temperatures around 850°C. This shows that development of new 

membranes is required for optimal operation of oxidative coupling. However, already 

with the current membranes selectivity to C2 products could be increased from 60% 

in co-feed operation to 65% in the membrane reactor, induced by lower oxygen partial 

pressure and better temperature control. As a result, C2 yield was increased to 20%. 

The main advantage of operation in a membrane reactor is energy production over the 

entire length of the reactor, instead of instantaneous steep temperature increase at the 

reactor entrance, occurring in co feed operation because of higher oxygen 

concentration at the reactor entrance. This offers interesting possibilities to combine a 

coupling reactor for oxidative coupling with a steam reforming reactor. 
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7.5 Reactor concepts (chapter 5) 
The type of reactor concept that can be used strongly depends on the following issues. 

The main conclusions obtained are shortly mentioned for each issue:  

1. Oxidation reactions of hydrocarbons on steam reforming catalyst should be 

prevented. 

•••• Avoiding combustion reactions on (metal) steam reforming catalysts 

seems too difficult and therefore no research was performed on this topic. 

This means that a reactor or catalyst concept that avoids contact between 

oxygen and the reforming catalyst is required. 

2. Reforming activity of ethane and ethylene can convert the complete mixture to 

synthesis gas and has to be limited. 

•••• Development of a steam reforming catalyst that selectively converts 

methane was not successful. This means that a suitable reactor concept or 

catalyst configuration has to be chosen, in order to avoid contact between 

C2 hydrocarbons and the reforming catalyst. 

3. The overall process combines the highly exothermic coupling and combustion 

reactions with the endothermic reforming, requiring optimized heat transfer 

between both processes. 

•••• Combining both processes in one catalyst particle or using one 

multifunctional catalyst can provide autothermal operation, if a support 

material with good conductive properties is used. 

•••• Heat transfer in separate reactions zones or reactor compartments can be 

optimized by limiting the distance between exothermic and endothermic 

zones, e.g. using small reactor tubes or even micro reactor systems. 

4. High oxygen concentration leads to unselective oxidation reactions in the OCM 

section, producing CO2 and H2O. To increase C2 yield and minimize 

combustion reactions a low oxygen partial pressure is needed in the OCM 

section. 

•••• It was demonstrated that use of a membrane reactor with distributed 

oxygen feeding can significantly increase selectivity and yield of ethylene 

and distribute energy production in oxidative coupling more evenly over 

the reactor. 
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Based on the results summarized above, Figure 7.2 shows two promising reactor 

concepts selected from the options as discussed in the Introduction section (Figure 

1.2) to combine the oxidative coupling and steam reforming of methane. Both 

concepts will be discussed more in detail here. 

 

I 
II 

 

Figure 7.2: Selected reactor concepts for integration of oxidative coupling and reforming of 

methane, using combined catalyst particles (I) or combination of processes on reactor scale (II) 

 

In the first concept, an eggshell catalyst is applied (Figure 7.2-I) to avoid contact 

between oxygen and the hydrocarbons on the reforming catalyst, eliminating 

combustions reactions on the reforming catalyst. The oxidative coupling catalyst is 

placed in the shell and the reforming function in the core of the catalyst. Oxygen 

present in the gas phase should be consumed in the outer layer of the particle to avoid 

diffusion to the core. In the core, in principle a methane selective reforming catalyst is 

required to avoid reforming of ethane and ethylene. This shell and core system 

enables excellent heat exchange between the processes, requiring support materials 

with good conductivity. However, the development of a methane selective catalyst 

was not successful, meaning that ethane and ethylene should not reach the particle 
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center. To reduce diffusion of these components to the particle center a catalyst 

particle with the structure indicated in Figure 7.3 is needed.  

 

Figure 7.3: Schematic view of multifunctional catalyst particle, consisting of an outer layer of 

oxidative coupling catalyst (OCM), a diffusion layer and a core of methane steam reforming 

catalyst (SRM). 

 

The reforming function (inner layer) and the oxidative coupling function (outer layer) 

are combined with an inert layer in one catalyst particle. Due to a higher diffusion 

coefficient of CH4, methane will reach the particle more easily than C2 hydrocarbons. 

As a result the amount of C2 hydrocarbons reformed will be relatively low. The 

combined catalyst particle should convert methane and oxygen to ethylene and 

synthesis gas. Numerical modelling of such a catalyst particle was performed using 

the kinetic model by Stansch [13] for oxidative coupling and reforming kinetics of Xu 

[14]. The possibility of auto thermal operation and net production of ethylene was 

demonstrated [7]. For low ethylene gas phase concentrations, it was shown that 

additional methane conversion to synthesis gas through steam reforming can consume 

energy produced in oxidative coupling, without significant consumption of ethane or 

ethylene. This concept only works at low C2 yield, because of much higher methane 

concentration, as compared to ethylene concentration. At high gas phase 

concentrations of ethylene, combustion reactions limit ethylene yields in oxidative 

coupling. The practical feasibility of synthesizing these catalyst particles and 

experimental demonstration of this concept offer challenging possibilities for future 

work. 
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As shown in figure 7.2 II, the oxidative coupling and reforming processes can also be 

separated on reactor scale by using separate reactor compartments. The advantage of 

concepts coupled on reactor scale is the higher flexibility in terms of intermediate 

reactions and separation steps: after the oxidative coupling process ethylene can be 

separated from the product mixture before the steam reforming section of the process 

(Figure 7.2 II), accepting that selective reforming of methane is not possible in 

presence of ethylene. 

A possible concept was discussed more in detail in chapter 5 involving reactive 

separation of ethylene to ethylbenzene (equation 7.1): 

+ C2H4+ C2H4

 

(7.1) 

Figure 7.4 schematically shows a process scheme of the proposed concept. The 

oxidative coupling is carried out in a membrane reactor, producing C2H4 and 

C2H6 (1). The membrane reactor secures high selectivity to ethylene. Production of 

ethane should be avoided here: ethane is not reactive with benzene and is eventually 

lost to synthesis gas in the reforming step (4). The product mixture also contains 

remaining CH4 and produced CO, CO2, H2O and small amounts of H2. Excess 

benzene is added to this stream to react with ethylene to ethylbenzene around 360°C 

(2). Yields of EB up to 90% were found at 95% conversion and 90% selectivity at 

360°C on ZSM-5. Methane and ethane present in the feed were not converted and can 

be used for steam reforming. None of the additional components present in the 

effluent gas of oxidative coupling (CO, CO2, CH4, C2H6 and H2O) influences activity 

or selectivity of the alkylation catalyst. Stability of ZSM-5 is also not influenced by 

the added components, with the exception of water, which even improves stability. 
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Figure 7.4: Possible process scheme of combined oxidative coupling and reforming of methane 

with ethylene reactive ethylene separation via alkylation of benzene 

After the alkylation reaction, benzene and ethylbenzene are separated from the 

reaction mixture by distillation, recycling benzene to reactor (2). The remaining 

stream is fed to the reforming reactor (4), consuming the excess heat generated in the 

coupling process. The steam reforming catalyst needs to show high activity towards 

both methane and ethane, intending to convert all remaining hydrocarbons. An 

inexpensive commercial Ni catalyst could be an option, as deactivation through 

coking is less pronounced after removal of ethylene. The total process will convert 

methane and oxygen to synthesis gas and ethylbenzene. Efficient heat exchange 

between reactant and product streams is needed to make this concept feasible.  

A remaining question in this concept is how to combine the oxidative coupling and 

reforming efficiently in one reactor. Performing oxidative coupling with distributed 

oxygen feeding proved to be beneficial [7] for ethylene selectivity and avoided the 

highly exothermic combustion reactions to a large extent. An additional advantage of 

using distributed feeding is that low oxygen partial pressure guarantees smaller 

temperature gradients and energy production over the entire length of the reactor, 

instead of instantaneous steep increase of temperature at the reactor entrance. Reverse 
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flow operation of oxidative coupling could provide low temperature inlet and outlet 

streams[15, 16].  

A possible configuration with oxidative coupling in horizontal tubes and reforming in 

the fluidized bed is shown in Figure 7.5. The processes are only coupled in terms of 

heat exchange between the endothermic reforming and exothermic oxidative 

coupling. With its excellent heat transfer properties, a fluidized bed reactor for the 

parallel steam reforming could provide an ideal heat sink for the reverse flow 

membrane reactor. The proposed total reactor concept consisting of reverse flow 

membrane tubes for oxidative coupling and a fluidized bed for steam reforming is 

schematically depicted in Figure 7.5. Numerical simulation [7] demonstrated the 

possibility of applying this concept and experimental demonstration of the concept is 

a challenging task for future research. 

O
C

M

O
C

M

Reforming  

Figure 7.5: Schematic view of reactor concept with reverse flow membrane tubes for oxidative 

coupling of methane, integrated with fluidized bed for steam reforming  
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